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Quality Standard

ISCAR has been certified by the prestigious Standards Institution,
as being in full compliance to ensure delivery of the finest quality
goods. Quality control facilities include the metallurgical laboratory,
raw metal testing, an online testing procedure and a machining
center for tool performance testing and final product inspection.
Only the finest products are packaged for entry into

ISCAR'’s inventory.
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5| SuMocsam
SWE DCN A-1.5D TrE—T Fﬂ r
BN Exchangeable Head Drills with | = 1 i
pw=t Coolant Holes and One Flat DCN-DCX k7 +—F——J)pconmshe DF
% Shank, Driling Depth 1.5xD P o ' '
LL
@ F
m Designation DCN("  DCX@ DCONMS DF LU LPR PL LS OAL SSC®  MIDY
DCN 060-009-12A-1.5D [N 6.40 12.00 16.00 9.96 23.0 0.960 450 68.00 6.0 ICP0B0 K DON 6-9.99Y
§ DCN 065-010-12A-1.5D 6.50 6.90 12.00 16.00 10.93 24.1 1.180 45.0 69.10 6.5 ICP 065 K DCN 6-9.99-Y
DCN 070-011-12A-1.5D [EALY 7.40 12.00 16.00 1151 25.1 1.010 450 7010 7.0 ICP070  KDCN 6-9.99
L DCN 075-011-12A-1.5D [RRACY 7.90 12.00 16.00 12.35 25.9 1100 45.0 70.90 7.0 ICP075  KDCN 6-9.99
D DCN 080-012-12A-1.5D 8.00 8.40 12.00 16.00 13.20 27.9 1.200 45.0 72.90 8.0 ICP080  KDCN 6-9.99
DCN 085-013-12A-1.5D [N 8.90 12.00 16.00 14.04 28.2 1290 450 73.20 8.0 ICP085  KDCN 6999
Z DCN 090-014-12A-1.5D 9.00 9.40 12.00 16.00 14.85 29.3 1.350 45.0 74.30 9.0 ICP090  KDCN 6-9.99

DCN 095-014-12A-1.5D 9.50 9.90 12.00 16.00 15.69 30.1 1.440 45.0 75.10 9.0 ICP 09  KDCN 6-9.99

DCN 100-015-16A-1.5D 10.00 10.40 16.00 20.00 16.50 312 1.500 48.0 79.20 10.0 ICP 100 K DCN 10-13.99
DCN 105-016-16A-1.5D 10.50 10.90 16.00 20.00 17.34 32.0 1.590 48.0 80.00 10.0 ICP 105 K DCN 10-13.99
DCN 110-017-16A-1.5D 11.00 11.40 16.00 20.00 18.17 33.1 1.670 48.0 81.10 11.0 ICP 110  KDCN 10-13.99
DCN 115-017-16A-1.5D 11.50 11.90 16.00 20.00 19.01 33.9 1.760 48.0 81.90 11.0 ICP 115 K DCN 10-13.99
DCN 120-018-16A-1.5D 12.00 12.40 16.00 20.00 19.82 35.0 1.820 48.0 83.00 12.0 ICP 120 K DCN 10-13.99
DCN 125-019-16A-1.5D 12.50 12.90 16.00 20.00 20.66 358 1.910 48.0 83.80 12.0 ICP 1256 K DCN 10-13.99
DCN 130-020-16A-1.5D 13.00 13.40 16.00 20.00 21.46 37.1 1.960 48.0 85.10 13.0 ICP 130  KDON 10-13.99
DCN 135-020-16A-1.5D 13.50 13.90 16.00 20.00 22.30 37.9 2.0650 48.0 85.90 13.0 ICP 135 K DCN 10-13.99
DCN 140-021-16A-1.5D 14.00 14.40 16.00 20.00 23.12 4.1 2120 48.0 89.10 14.0 ICP 140  KDON 14-17.99
DCN 145-022-16A-1.5D 14.50 14.90 16.00 20.00 23.96 41.9 2.210 48.0 89.90 14.0 ICP 145 K DCN 14-17.99
DCN 150-023-20A-1.5D 15.00 156.90 20.00 25.00 2477 46.2 2270 50.0 96.20 15.0 ICP 150 K DCN 14-17.99
DCN 160-024-20A-1.5D 16.00 16.90 20.00 25.00 26.42 49.3 2420 50.0 99.30 16.0 ICP 160 K DCN 14-17.99
DCN 170-026-20A-1.5D 17.00 17.90 20.00 25.00 28.09 52.4 2.590 50.0 102.40 17.0 ICP 170 K DON 14-17.99
DCN 180-027-25A-1.5D 18.00 18.90 25.00 32.00 29.78 55.5 2.730 56.0 111.50 18.0 ICP 180  KDCN 18-21.99
DCN 190-029-25A-1.5D 19.00 19.90 25.00 32.00 31.38 58.5 2.880 56.0 114.50 19.0 ICP 190  KDON 18-21.99
DCN 200-030-25A-1.5D 20.00 20.90 25.00 32.00 33.02 61.6 3.020 56.0 117.60 20.0 ICP200 K DOCN 18-21.99
DCN 210-032-25A-1.5D 21.00 21.90 25.00 32.00 34.68 64.7 3.180 56.0 120.70 21.0 ICP210 K DOCN 18-21.99
DCN 220-033-25A-1.5D 22.00 22.90 25.00 32.00 36.32 67.8 3.320 56.0 123.80 22.0 ICP 220  KDON 22-26.99
DCN 230-035-32A-1.5D 23.00 23.90 32.00 42.00 37.96 70.9 3.460 60.0 130.90 23.0 ICP 230  KDON 22-26.99
DCN 240-036-32A-1.5D 24.00 24.90 32.00 42.00 39.62 73.9 3.620 60.0 133.90 24.0 ICP 240 K DCN 22-26.99
DCN 250-038-32A-1.5D 25.00 256.90 32.00 42.00 41.30 77.0 3.800 60.0 137.00 25.0 ICP 250 K DON 22-26.99
DCN 260-039-32A-1.5D 26.00 26.90 32.00 42.00 42,95 80.1 3.950 60.0 140.10 26.0 ICP 260 K DON 22-26.99
DCN 270-041-32A-1.5D 27.00 27.90 32.00 42.00 44.60 83.1 4.100 60.0 151.10 27.0 ICP270  KDOCN 27-32.99
DCN 280-042-32A-1.5D 28.00 28.90 32.00 42.00 46.25 86.2 4.250 60.0 146.20 28.0 ICP 280 K DON 27-32.99
DCN 290-044-32A-1.5D 29.00 29.90 32.00 42.00 47.93 89.3 4.430 60.0 149.30 29.0 ICP290 K DON 27-32.99
DCN 300-045-32A-1.5D 30.00 30.90 32.00 42.00 49.59 92.4 4.590 60.0 152.40 30.0 ICP 300 K DCN 27-32.99
DCN 310-047-32A-1.5D 31.00 31.90 32.00 42.00 51.26 95.5 4.760 60.0 165.50 31.0 ICP 310  KDCN 27-32.99
DCN 320-048-32A-1.5D 32.00 32.90 32.00 42.00 52.86 98.5 4.860 60.0 158.50 32.0 ICP 320 K DCN 27-32.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

@) Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) o ICK (28)  ICK-2M (32) » ICM (36) » ICN (42) « QCP-2M (43) » HCP-IQ (47) ® FCP (52) * ICG (57)
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OAL
DCN R-1.5D LPR LS ! r
Exchangeable Head Drills with B i~ 1
Coolant Holes and a Cylindrical DCN-DCX k7 o=t ———— —-DCONMS h6 DF
Shank, Driling Depth 1.5xD ¥ L f

DCN®  DCX? DCONMS  DF W LPR PL LS OAL  SSCO  MIDY @

DCN 060-009-12R-1.5D 6.00 6.40 12.00 16.00 9.96 23.0 0.960 45,0 68.00 6.0 ICP 060 K DCN 6-9.99-Y
DCN 065-010-12R-1.5D 6.50 6.90 12.00 16.00 10.78 241 1.030 45.0 69.10 6.5 ICP 065 K DCN 6-9.99-Y
DCN 070-011-12R-1.5D 7.00 7.40 12.00 16.00 11.51 251 1.010 45,0 70.10 7.0 ICP 070 K DCN 6-9.99
DCN 075-011-12R-1.5D 7.50 7.90 12.00 16.00 12.35 25.9 1.100 45.0 70.90 7.0 ICP 075 K DCN 6-9.99
DCN 080-012-12R-1.5D 8.00 8.40 12.00 16.00 13.20 27.9 1.200 45,0 72.90 8.0 ICP080  KDOCN 6-9.99
DCN 085-013-12R-1.5D 8.50 8.90 12.00 16.00 14.04 282 1.290 450 73.20 8.0 ICP 085 K DCN 6-9.99
DCN 090-014-12R-1.5D 9.00 9.40 12.00 16.00 14.85 29.3 1.350 45.0 74.30 9.0 ICP090  KDOCN 6-9.99
DCN 095-014-12R-1.5D 9.50 9.90 12.00 16.00 15.69 30.1 1.440 45.0 75.10 9.0 ICP095  KDON 6-9.99
DCN 100-015-16R-1.5D 10.00 10.40 16.00 20.00 16.50 312 1.500 48.0 79.20 10.0 ICP 100 K DCN 10-13.99
DCN 105-016-16R-1.5D 10.50 10.90 16.00 20.00 17.27 32.0 1.520 48.0 80.00 10.0 ICP 105 K DCN 10-13.99
DCN 110-017-16R-1.5D 11.00 11.40 16.00 20.00 18.17 33.1 1.670 48.0 81.10 11.0 ICP 110 K DCN 10-13.99
DCN 115-017-16R-1.5D 11.50 11.90 16.00 20.00 19.01 339 1.760 48.0 81.90 1.0 ICP 115 K DCN 10-13.99
DCN 120-018-16R-1.5D 12.00 12.40 16.00 20.00 19.82 35.0 1.820 48.0 83.00 12.0 ICP 120 K DCN 10-13.99
DCN 125-019-16R-1.5D 12.50 12.90 16.00 20.00 20.66 35.8 1910 48.0 83.80 12.0 ICP 125 K DCN 10-13.99
DCN 130-020-16R-1.5D 13.00 13.40 16.00 20.00 21.46 371 1.960 48.0 85.10 13.0 ICP 130 K DCN 10-13.99
DCN 135-020-16R-1.5D 13.50 13.90 16.00 20.00 22.30 37.9 2.050 48.0 85.90 13.0 ICP 135 K DCN 10-13.99
DCN 140-021-16R-1.5D 14.00 14.40 16.00 20.00 2312 4.1 2.120 48.0 89.10 14.0 ICP 140 K DOCN 14-17.99
DCN 145-022-16R-1.5D 14.50 14.90 16.00 20.00 23.96 419 2.210 48,0 89.90 14.0 ICP 145 K DCN 14-17.99
DCN 150-023-20R-1.5D 15.00 15.90 20.00 25.00 24.77 46.2 2.270 50.0 96.20 15.0 ICP 150  KDCN 14-17.99
DCN 160-024-20R-1.5D 16.00 16.90 20.00 25.00 26.42 493 2.420 50.0 99.30 16.0 ICP 160 K DCN 14-17.99
DCN 170-026-20R-1.5D 17.00 17.90 20.00 25.00 28.09 52.4 2.590 50.0 102.40 17.0 ICP 170 K DCN 14-17.99
DCN 180-027-25R-1.5D 18.00 18.90 25.00 32.00 29.73 53] 2.730 56.0 111.50 18.0 ICP 180 K DCN 18-21.99
DCN 190-029-25R-1.5D 19.00 19.90 25.00 32.00 31.38 58.5 2.880 56.0 114.50 19.0 ICP 190 K DCN 18-21.99
DCN 200-030-25R-1.5D 20.00 20.90 25.00 32.00 33.02 61.6 3.020 56.0 117.60 20.0 ICP200 K DCN 18-21.99
DCN 210-032-25R-1.5D 21.00 21.90 25.00 32.00 34.68 64.7 3.180 56.0 120.70 21.0 ICP 210 K DCN 18-21.99
DCN 220-033-25R-1.5D 22.00 22.90 25.00 32.00 36.32 67.8 3.320 56.0 123.80 22.0 ICP220 K DCN 22-26.99
DCN 230-035-32R-1.5D 23.00 23.90 32.00 42,00 37.96 70.9 3.460 60.0 130.90 23.0 ICP230 K DCN 22-26.99
DCN 240-036-32R-1.5D 24.00 24.90 32.00 42.00 39.62 74.0 3.620 60.0 134.00 24.0 ICP 240 K DCN 22-26.99
DCN 250-038-32R-1.5D 25.00 25.90 32.00 42.00 41.30 77.0 3.800 60.0 137.00 25.0 ICP 250 K DCN 22-26.99
DCN 260-039-32R-1.5D 26.00 26.90 32.00 42.00 42.95 80.1 3.950 60.0 140.10 26.0 ICP260 K DCN 22-26.99
DCN 270-041-32R-1.5D 27.00 27.90 32.00 42.00 44.60 83.1 4.100 60.0 143.10 27.0 ICP270 K DCN 27-32.99
DCN 280-042-32R-1.5D 28.00 28.90 32.00 42.00 46.25 86.2 4.250 60.0 146.20 28.0 ICP280 K DCN 27-32.99
DCN 290-044-32R-1.5D 29.00 29.90 32.00 42.00 47,93 89.3 4.430 60.0 149.30 29.0 ICP290 K DCN 27-32.99
DCN 300-045-32R-1.5D 30.00 30.90 32.00 42.00 49.59 924 4590 60.0 152.40 30.0 ICP 300 K DCN 27-32.99
DCN 310-047-32R-1.5D 31.00 31.90 32.00 42.00 51.26 95.5 4.760 60.0 155.50 31.0 ICP310 K DCN 27-32.99
DCN 320-048-32R-1.5D 32.00 32.90 32.00 42.00 52.86 98.5 4.860 60.0 158.50 32.0 ICP 320 K DCN 27-32.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

@) Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) o ICK (28)  ICK-2M (32) » ICM (36) » ICN (42) « QCP-2M (43) » HCP-IQ (47) ® FCP (52) * ICG (57)
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S DCN A-3D oAL | Fﬂ r

B Exchangeable Head Drills with DTy ! S 1

== Coolant Holes and One Flat S q ) 4 t

BB Shank, Driling Depth 3xD DoN-DOX 7 e >~ Sy - — =) ocowses cF

0 Folle

LLI

EI DCN®  DCX® DCONMS  DF W PR PL LS OAL  SSCO  MID® 5
DCN 060-018-12A-3D 6.00 6.40 12.00 16.00 18.96 32.0 0.960 45.0 77.00 6.0 ICP 060 K DCN 6-9.99-Y

§ DCN 065-020-12A-3D 6.50 6.90 12.00 16.00 20.68 338 1.180 45.0 78.80 6.5 ICP 065 K DCN 6-9.99-Y
DCN 070-021-12A-3D 7.00 7.40 12.00 16.00 22.01 35.6 1.010 45.0 80.60 7.0 ICP 070 K'DCN 6-9.99

I_I_I DCN 075-023-12A-3D 7.50 7.90 12.00 16.00 23.60 37.1 1.100 45.0 82.10 7.0 ICP 075 K DCN 6-9.99

D DCN 080-024-12A-3D 8.00 8.40 12.00 16.00 25.20 39.4 1.200 45.0 84.40 8.0 ICP080  KDCN 6-9.99
DCN 085-025-12A-3D 8.50 8.90 12.00 16.00 26.79 40.9 1.290 45.0 85.90 8.0 ICP 085 K DCN 6-9.99

Z DCN 090-027-12A-3D 9.00 9.40 12.00 16.00 28.35 428 1.350 45.0 87.80 9.0 ICP090  KDCN 6-9.99

= DCN 095-029-12A-3D 9.50 9.90 12.00 16.00 29.94 443 1.440 45.0 89.30 9.0 ICP 09  KDCN 6-9.99
DCN 100-030-16A-3D 10.00 10.40 16.00 20.00 31.50 46.2 1.500 48.0 94.20 10.0 ICP 100 K DCN 10-13.99
DCN 105-032-16A-3D 10.50 10.90 16.00 20.00 33.09 477 1.590 48.0 95.70 10.0 ICP 105 K DCN 10-13.99
DCN 110-033-16A-3D 11.00 11.40 16.00 20.00 34.67 49.6 1.670 48.0 97.60 11.0 ICP 110  KDCN 10-13.99
DCN 115-035-16A-3D 11.50 11.90 16.00 20.00 36.26 51.1 1.760 48.0 99.10 11.0 ICP 115 K DCN 10-13.99
DCN 120-036-16A-3D 12.00 12.40 16.00 20.00 37.82 53.0 1.820 48.0 101.00 12.0 ICP 120 K DCN 10-13.99
DCN 125-037-16A-3D 12.50 12.90 16.00 20.00 39.41 54.5 1.910 48.0 102.50 12.0 ICP 125 K DCN 10-13.99
DCN 130-039-16A-3D 13.00 13.40 16.00 20.00 40.96 56.6 1.960 48.0 104.60 13.0 ICP 130 K DCN 10-13.99
DCN 135-041-16A-3D 13.50 13.90 16.00 20.00 42.55 58.1 2.0650 48.0 106.10 13.0 ICP 135 K DCN 10-13.99
DCN 140-042-16A-3D 14.00 14.40 16.00 20.00 4412 62.1 2.120 48.0 110.10 14.0 ICP 140  KDCN 14-17.99
DCN 145-044-16A-3D 14.50 14.90 16.00 20.00 45.71 63.6 2210 48.0 111.60 14.0 ICP 145 K DCN 14-17.99
DCN 150-045-20A-3D 15.00 16.90 20.00 25.00 47.27 68.7 2.270 50.0 118.70 15.0 ICP 150 K DCN 14-17.99
DCN 160-048-20A-3D 16.00 16.90 20.00 25.00 5.42 73.3 2.420 50.0 123.30 16.0 ICP160 K DCN 14-17.99
DCN 170-051-20A-3D 17.00 17.90 20.00 25.00 53.59 77.9 2.590 50.0 127.90 17.0 ICP 170  KDCN 14-17.99
DCN 180-054-25A-3D 18.00 18.90 25.00 32.00 56.73 82.5 2.730 56.0 138.50 18.0 ICP 180  KDCN 18-21.99
DCN 190-057-25A-3D 19.00 19.90 25.00 32.00 59.88 87.0 2.880 56.0 143.00 19.0 ICP 190 K DCN 18-21.99
DCN 200-060-25A-3D 20.00 20.90 25.00 32.00 63.02 91.6 3.020 56.0 147.60 20.0 ICP200 K DCN 18-21.99
DCN 210-063-25A-3D 21.00 21.90 25.00 32.00 66.18 96.2 3.180 56.0 1562.20 21.0 ICP210 K DOCN 18-21.99
DCN 220-066-25A-3D 22.00 22.90 25.00 32.00 69.32 100.8 3.320 56.0 1566.80 22.0 ICP 220 K DCN 22-26.99
DCN 230-069-32A-3D 23.00 23.90 32.00 42.00 72.46 105.4 3.460 60.0 165.40 23.0 ICP230 K DCN 22-26.99
DCN 240-072-32A-3D 24.00 24.90 32.00 42.00 75.62 110.0 3.620 60.0 170.00 24.0 ICP 240 K DCN 22-26.99
DCN 250-075-32A-3D 25.00 256.90 32.00 42.00 78.80 1145 3.800 60.0 174.50 25.0 ICP250 K DCN 22-26.99
DCN 260-078-32A-3D 26.00 26.90 32.00 42.00 81.95 119.0 3.950 60.0 179.00 26.0 ICP 260 K DCN 22-26.99
DCN 270-081-32A-3D 27.00 27.90 32.00 42.00 85.10 123.7 4.100 60.0 191.70 27.0 ICP270 K DCN 27-32.99
DCN 270-081-40A-3D 27.00 27.90 40.00 50.00 85.10 123.7 4.100 68.0 183.70 27.0 ICP 270 K DCN 27-32.99
DCN 280-084-32A-3D 28.00 28.90 32.00 42.00 88.25 128.2 4.250 60.0 196.20 28.0 ICP280 K DCN 27-32.99
DCN 280-084-40A-3D 28.00 28.90 40.00 50.00 88.25 128.2 4.250 68.0 188.20 28.0 ICP 280 K DCN 27-32.99
DCN 290-087-32A-3D 29.00 29.90 32.00 42.00 91.43 132.8 4.430 60.0 200.80 29.0 ICP290 K DCN 27-32.99
DCN 290-087-40A-3D 29.00 29.90 40.00 50.00 91.43 132.8 4.430 68.0 192.80 29.0 ICP290 K DCN 27-32.99
DCN 300-090-32A-3D 30.00 30.90 32.00 42.00 94.59 137.4 4.590 60.0 206.40 30.0 ICP 300 K DCN 27-32.99
DCN 300-090-40A-3D 30.00 30.90 40.00 50.00 94.59 137.4 4.590 68.0 197.40 30.0 ICP 300 K DCN 27-32.99
DCN 310-093-32A-3D 31.00 31.90 32.00 42.00 97.76 142.0 4.760 60.0 210.00 31.0 ICP 310 K DCN 27-32.99
DCN 320-096-32A-3D 32.00 32.90 32.00 42.00 100.86 146.5 4.860 60.0 214.50 32.0 ICP 320 K DCN 27-32.99
DCN 320-096-40A-3D 32.00 32.90 40.00 50.00 100.86 146.5 4.860 68.0 206.50 32.0 ICP320 K DON 27-32.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

(2 Cutting diameter maximum

() Seat size code

@) Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) » ICK-2M (32) * ICM (36) ® ICN (42) ® QCP-2M (43) » HCP-IQ (47) ® FCP (52)  ICG (57)
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SUMOCHAM

DCN R-3D oL | ! r
Exchangeable Head Drills with S i = ;

Coolant Holes and a Cylindrical DCN-DCX k7 - K& DCONMS ~ DF

Shank, Driling Depth 3xD L '

DCN®  DCX? DCONMS  DF W LPR PL LS OAL  SSCO  MIDY @

DCN 060-018-12R-3D 6.00 6.40 12.00 16.00 18.96 32.0 0.960 45,0 77.00 6.0 ICP 060 K DCN 6-9.99-Y
DCN 065-020-12R-3D 6.50 6.90 12.00 16.00 20.68 338 1.180 45.0 78.80 6.5 ICP 065 K DCN 6-9.99-Y
DCN 070-021-12R-3D 7.00 7.40 12.00 16.00 22.01 35.6 1.010 45,0 80.60 7.0 ICP 070 K DCN 6-9.99
DCN 075-023-12R-3D 7.50 7.90 12.00 16.00 23.60 37.1 1.100 45.0 82.10 7.0 ICP 075 K DCN 6-9.99
DCN 080-024-12R-3D 8.00 8.40 12.00 16.00 25.20 39.4 1.200 45,0 84.40 8.0 ICP080  KDOCN 6-9.99
DCN 085-025-12R-3D 8.50 8.90 12.00 16.00 26.79 40.9 1.290 450 85.90 8.0 ICP 085 K DCN 6-9.99
DCN 090-027-12R-3D 9.00 9.40 12.00 16.00 28.35 42.8 1.350 45.0 87.80 9.0 ICP090  KDOCN 6-9.99
DCN 095-029-12R-3D 9.50 9.90 12.00 16.00 29.94 443 1.440 45.0 89.30 9.0 ICP095  KDON 6-9.99
DCN 100-030-16R-3D 10.00 10.40 16.00 20.00 31.50 46.2 1.500 48.0 94.20 10.0 ICP 100 K DCN 10-13.99
DCN 105-032-16R-3D 10.50 10.90 16.00 20.00 33.09 47.7 1.590 48.0 95.70 10.0 ICP 105 K DCN 10-13.99
DCN 110-033-16R-3D 11.00 11.40 16.00 20.00 34.67 496 1.670 48.0 97.60 11.0 ICP 110 K DCN 10-13.99
DCN 115-035-16R-3D 11.50 11.90 16.00 20.00 36.26 51.1 1.760 48.0 99.10 1.0 ICP 115 K DCN 10-13.99
DCN 120-036-16R-3D 12.00 12.40 16.00 20.00 37.82 53.0 1.820 48.0 101.00 12.0 ICP 120 K DCN 10-13.99
DCN 125-037-16R-3D 12.50 12.90 16.00 20.00 39.41 54.5 1910 48.0 102.50 12.0 ICP 125 K DCN 10-13.99
DCN 130-039-16R-3D 13.00 13.40 16.00 20.00 40.96 56.6 1.960 48.0 104.60 13.0 ICP 130 K DCN 10-13.99
DCN 135-041-16R-3D 13.50 13.90 16.00 20.00 42.55 58.1 2.050 48.0 106.10 13.0 ICP 135 K DCN 10-13.99
DCN 140-042-16R-3D 14.00 14.40 16.00 20.00 4412 62.1 2.120 48.0 110.10 14.0 ICP 140 K DOCN 14-17.99
DCN 145-044-16R-3D 14.50 14.90 16.00 20.00 4571 63.6 2.210 48,0 111.60 14.0 ICP 145 K DCN 14-17.99
DCN 150-045-20R-3D 15.00 15.90 20.00 25.00 47.27 68.7 2.270 50.0 118.70 15.0 ICP 150  KDCN 14-17.99
DCN 160-048-20R-3D 16.00 16.90 20.00 25.00 50.42 733 2.420 50.0 123.30 16.0 ICP 160 K DCN 14-17.99
DCN 170-051-20R-3D 17.00 17.90 20.00 25.00 53.59 77.9 2.590 50.0 127.90 17.0 ICP 170 K DCN 14-17.99
DCN 180-054-25R-3D 18.00 18.90 25.00 32.00 56.73 82.5 2.730 56.0 138.50 18.0 ICP 180 K DCN 18-21.99
DCN 190-057-25R-3D 19.00 19.90 25.00 32.00 59.88 87.0 2.880 56.0 143.00 19.0 ICP 190 K DCN 18-21.99
DCN 200-060-25R-3D 20.00 20.90 25.00 32.00 63.02 91.6 3.020 56.0 147.60 20.0 ICP200 K DCN 18-21.99
DCN 210-063-25R-3D 21.00 21.90 25.00 32.00 66.18 96.2 3.180 56.0 152.20 21.0 ICP 210 K DCN 18-21.99
DCN 220-066-25R-3D 22.00 22.90 25.00 32.00 69.32 100.8 3.320 56.0 156.80 22.0 ICP220 K DCN 22-26.99
DCN 230-069-32R-3D 23.00 23.90 32.00 42,00 72.46 105.4 3.460 60.0 165.40 23.0 ICP230 K DCN 22-26.99
DCN 240-072-32R-3D 24.00 24.90 32.00 42.00 75.62 110.0 3.620 60.0 170.00 24.0 ICP 240 K DCN 22-26.99
DCN 250-075-32R-3D 25.00 25.90 32.00 42.00 78.80 114.5 3.800 60.0 174.50 25.0 ICP 250 K DCN 22-26.99
DCN 260-078-32R-3D 26.00 26.90 32.00 42.00 81.95 119.0 3.950 60.0 179.00 26.0 ICP260 K DCN 22-26.99
DCN 270-081-32R-3D 27.00 27.90 32.00 42.00 85.10 128.7 4.100 60.0 183.70 27.0 ICP270 K DCN 27-32.99
DCN 280-084-32R-3D 28.00 28.90 32.00 42.00 88.25 1282 4.250 60.0 188.20 28.0 ICP280 K DCN 27-32.99
DCN 290-087-32R-3D 29.00 29.90 32.00 42,00 9143 132.8 4.430 60.0 192.80 29.0 ICP290 K DCN 27-32.99
DCN 300-090-32R-3D 30.00 30.90 32.00 42.00 94.59 137.4 4590 60.0 197.40 30.0 ICP 300 K DCN 27-32.99
DCN 310-093-32R-3D 31.00 31.90 32.00 42.00 97.76 142.0 4.760 60.0 202.00 31.0 ICP310 K DCN 27-32.99
DCN 320-096-32R-3D 32.00 32.90 32.00 42.00 100.86 146.5 4.860 60.0 206.50 32.0 ICP 320 K DCN 27-32.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

@) Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) ¢ ICK-2M (32) ® ICM (36) ® ICN (42) ® QCP-2M (43)  HCP-IQ (47)  FCP (52) ¢ ICG (57)
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% Shank, Driling Depth 5xD L 1
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EI DCN®  DCX? DCONMS  DF LU LPR PL LS OAL  SSC®  MIDY @
DCN 060-030-12A-5D 6.00 6.40 12.00 16.00 30.96 44,0 0.960 45.0 89.00 6.0 ICP 060 K DCN 6-9.99-Y

§ DCN 065-033-12A-5D 6.50 6.90 12.00 16.00 33.68 46.8 1.180 45,0 91.80 6.5 ICP065 KDCN 6-9.99-Y
DCN 070-035-12A-5D 7.00 7.40 12.00 16.00 36.01 49.6 1.010 45.0 94.60 7.0 ICP 070 K DCN 6-9.99

I_I_I DCN 075-038-12A-5D 7.50 7.90 12.00 16.00 38.60 52.1 1.100 45.0 97.10 7.0 ICP 075 K DCN 6-9.99

D DCN 080-040-12A-5D 8.00 8.40 12.00 16.00 41.20 55.4 1.200 45,0 100.40 8.0 ICP 080 K DCN 6-9.99
DCN 085-042-12A-5D 8.50 8.90 12.00 16.00 43.79 57.9 1.290 45.0 102.90 8.0 ICP 085 K DCN 6-9.99

Z DCN 090-045-12A-5D 9.00 9.40 12.00 16.00 46.35 60.8 1.350 45,0 105.80 9.0 ICP 090 K DCN 6-9.99

= DCN 095-048-12A-5D 9.50 9.90 12.00 16.00 48,94 63.3 1.440 45,0 108.30 9.0 ICP 095 K DCN 6-9.99
DCN 100-050-16A-5D 10.00 10.40 16.00 20.00 51.50 66.2 1.500 48.0 114.20 10.0 ICP100 K DCN 10-13.99
DCN 105-053-16A-5D 10.50 10.90 16.00 20.00 54.09 68.7 1.590 48.0 116.70 10.0 ICP 105 K DCN 10-13.99
DCN 110-055-16A-5D 11.00 11.40 16.00 20.00 56.67 716 1.670 48.0 119.60 1.0 ICP 110 K DCN 10-13.99
DCN 115-058-16A-5D 11.50 11.90 16.00 20.00 59.26 741 1.760 48.0 122.10 1.0 ICP 115 K DCN 10-13.99
DCN 120-060-16A-5D 12.00 12.40 16.00 20.00 61.82 77.0 1.820 48.0 125.00 12.0 ICP120 K DCN 10-13.99
DCN 125-062-16A-5D 12.50 12.90 16.00 20.00 64.41 79.5 1.910 48.0 127.50 12.0 ICP 125 K DCN 10-13.99
DCN 130-065-16A-5D 13.00 13.40 16.00 20.00 66.96 82.6 1.960 48.0 130.60 13.0 ICP 130 K DCN 10-13.99
DCN 135-068-16A-5D 13.50 13.90 16.00 20.00 69.55 85.1 2.050 48.0 133.10 13.0 ICP 135 K DCN 10-13.99
DCN 140-070-16A-5D 14,00 14.40 16.00 20.00 7212 90.2 2.120 48.0 138.20 14.0 ICP 140 K DCN 14-17.99
DCN 145-073-16A-5D 14.50 14.90 16.00 20.00 74.71 9.7 2.210 48.0 140.70 14.0 ICP 145 K DCN 14-17.99
DCN 150-075-20A-5D 15.00 15.90 20.00 25.00 77.27 98.7 2.270 50.0 148.70 156.0 ICP 150 K DCN 14-17.99
DCN 160-080-20A-5D 16.00 16.90 20.00 25.00 82.42 105.3 2.420 50.0 155.30 16.0 ICP 160 K DCN 14-17.99
DCN 170-085-20A-5D 17.00 17.90 20.00 25.00 87.59 111.9 2.590 50.0 161.90 17.0 ICP170 K DCN 14-17.99
DCN 180-090-25A-5D 18.00 18.90 25.00 32.00 92.73 118.5 2.730 56.0 174.50 18.0 ICP 180 K DCN 18-21.99
DCN 190-095-25A-5D 19.00 19.90 25.00 32.00 97.88 125.0 2.880 56.0 181.00 19.0 ICP190 K DCN 18-21.99
DCN 200-100-25A-5D 20.00 20.90 25.00 32.00 103.02 131.6 3.020 56.0 187.60 20.0 ICP200 K DCN 18-21.99
DCN 210-105-25A-5D 21.00 21.90 25.00 32.00 108.18 138.2 3.180 56.0 194.20 21.0 ICP210 K DCN 18-21.99
DCN 220-110-25A-5D 22.00 22.90 25.00 32.00 113.32 144.8 3.320 56.0 200.80 22.0 ICP 220 K DCN 22-26.99
DCN 230-115-32A-5D 23.00 23.90 32.00 42.00 118.46 151.4 3.460 60.0 211.40 23.0 ICP 230 K DCN 22-26.99
DCN 240-120-32A-5D 24,00 24.90 32.00 42.00 123.62 158.0 3.620 60.0 218.00 24.0 ICP 240 K DCN 22-26.99
DCN 250-125-32A-5D 25.00 25.90 32.00 42,00 128.80 164.5 3.800 60.0 224,50 25.0 ICP 250 K DCN 22-26.99
DCN 260-130-32A-5D 26.00 26.90 32.00 42.00 133.95 171.0 3.950 60.0 231.00 26.0 ICP 260 K DCN 22-26.99
DCN 270-135-32A-5D 27.00 27.90 32.00 42.00 139.10 177.7 4100 60.0 237.65 27.0 ICP 270 K DCN 27-32.99
DCN 270-135-40A-5D 27.00 27.90 40.00 50.00 139.10 177.7 4100 68.0 245,65 27.0 ICP 270 K DCN 27-32.99
DCN 280-140-32A-5D 28.00 28.90 32.00 42.00 144.25 184.2 4.250 60.0 252.20 28.0 ICP 280 K DCN 27-32.99
DCN 280-140-40A-5D 28.00 28.90 40.00 50.00 144.25 184.2 4.250 68.0 244.20 28.0 ICP280 K DCN 27-32.99
DCN 290-145-32A-5D 29.00 29.90 32.00 42.00 149.43 190.8 4.430 60.0 258.80 29.0 ICP 290 K DCN 27-32.99
DCN 290-145-40A-5D 29.00 29.90 40.00 50.00 149.43 190.8 4.430 68.0 250.80 29.0 ICP290 K DCN 27-32.99
DCN 300-150-32A-5D 30.00 30.90 32.00 42.00 154.59 197.4 4.590 60.0 265.40 30.0 ICP 300 K DCN 27-32.99
DCN 300-150-40A-5D 30.00 30.90 40.00 50.00 1564.59 197.4 4.590 68.0 257.40 30.0 ICP 300 K DCN 27-32.99
DCN 310-155-32A-5D 31.00 31.90 32.00 42.00 1569.76 204.0 4.760 60.0 272.00 31.0 ICP 310 K DCN 27-32.99
DCN 310-155-40A-5D 31.00 31.90 40.00 50.00 159.76 204.0 4.760 68.0 264.00 31.0 ICP 310 K DCN 27-32.99
DCN 320-160-32A-5D 32.00 32.90 32.00 42.00 164.86 2105 4.860 60.0 278.50 32.0 ICP 320 K DCN 27-32.99
DCN 320-160-40A-5D 32,00 32.90 40.00 50.00 164.86 210.5 4.860 68.0 270.50 32.0 ICP 320 K DCN 27-32.99

* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

@) Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) ¢ ICK-2M (32) ® ICM (36) ® ICN (42) ® QCP-2M (43) ® HCP-IQ (47) ® FCP (52) * ICG (57)
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Shank, Drilling Depth 5xD y v | m
o P D
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DCN'  DCX@ DCONMS  DF LU LPR PL LS OAL  SSC®  MID¥ @ EI
DCN 060-030-12R-5D 6.00 6.40 12.00 16.00 30.96 44.0 0.960 450 89.00 6.0 ICP0B0 K DCN 6-9.99-Y
DCN 065-033-12R-5D 6.50 6.90 12.00 16.00 33.68 468 1,180 45,0 91.80 6.5 ICP0B5 K DCN 6-9.99-Y §
DCN 070-035-12R-5D 7.00 7.40 12.00 16.00 36.01 496 1.010 450 94.60 7.0 ICP070 K DCN 6-9.99
DCN 075-038-12R-5D 7.50 7.90 12.00 16.00 38,60 52.1 1,100 45,0 97.10 7.0 ICP075  KDCN 6-9.99 LLI
DCN 080-040-12R-5D 8.00 8.40 12.00 16.00 41.20 55.4 1.200 450 100.40 80 ICP080  KDCN 6-9.99 D
DCN 085-042-12R-5D 8.50 8.90 12.00 16.00 43.79 57.9 1.290 450 102.90 8.0 ICP085  KDCN 6-9.99
DCN 090-045-12R-5D 9.00 9.40 12.00 16.00 46.35 60.8 1.350 45,0 105.80 90 ICP090 K DCN 6-9.99 Z
DCN 095-048-12R-5D 9.50 9.90 12.00 16.00 48,94 63.3 1.440 45,0 108.30 920 ICP095  KDCN 6-9.99 -
DCN 100-050-16R-5D 10.00 10,40 16.00 20.00 51,50 66.2 1.500 48,0 114.20 100 ICP100 K DCN 10-13.99
DCN 105-053-16R-5D 10.50 10.90 16.00 20.00 54,09 68.7 1,590 480 116.70 10.0 ICP105 K DCN 10-13.99
DCN 110-055-16R-5D 11.00 11.40 16.00 20.00 56.67 716 1.670 480 119.60 110 ICP 110 KDCN 10-13.99
DCN 115-058-16R-5D 11,50 11.90 16.00 20.00 59.26 74.1 1.760 48,0 122.10 110 ICP 115 K DCN 10-13.99
DCN 120-060-16R-5D 12,00 12,40 16.00 20.00 61.82 77.0 1.820 480 125.00 120 ICP120 K DCN 10-13.99
DCN 125-062-16R-5D 12,50 12.90 16.00 20.00 64.41 795 1.910 480 127,50 120 ICP125 K DCN 10-13.99
DCN 130-065-16R-5D 13.00 13.40 16.00 20.00 66.96 82.6 1.960 480 130.60 130 ICP130 K DCN 10-13.99
DCN 135-068-16R-5D 13.50 13.90 16.00 20.00 69.55 85.1 2.050 480 133.10 13.0 ICP135 K DCN 10-13.99
DCN 140-070-16R-5D 14.00 14.40 16.00 20.00 72.12 90.2 2120 480 138.20 140 ICP140 K DCN 14-17.99
DCN 145-073-16R-5D 14,50 14.90 16.00 20.00 7462 9.7 2210 48,0 140.70 140 ICP145 K DCN 14-17.99
DCN 150-075-20R-5D 15.00 16.90 20.00 25.00 7721 98.7 2.270 50.0 148.70 15.0 ICP150 K DCN 14-17.99
DCN 160-080-20R-5D 16.00 16.90 20.00 25.00 82.42 1053 2420 50.0 165.30 16.0 ICP160 K DCN 14-17.99
DCN 170-085-20R-5D 17.00 17.90 20.00 25.00 87.59 119 2590 50.0 161.90 17.0 ICP170 K DCN 14-17.99
DCN 180-090-25R-5D 18.00 18.90 25.00 32.00 273 1185 2.730 56.0 17450 180 ICP180 K DCN 18-21.99
DCN 190-095-25R-5D 19.00 19.90 25.00 32.00 97.88 125.0 2.880 56.0 181.00 190 ICP190 K DCN 18-21.99
DCN 200-100-25R-5D 20.00 20.90 25.00 32.00 103.02 1316 3.020 56.0 187.60 20.0 ICP200 K DCN 18-21.99
DCN 210-105-25R-5D 21.00 21.90 25.00 3200  108.18 1382 3180 56.0 194.20 21.0 ICP210 K DCN 18-21.99
DCN 220-110-25R-5D 22,00 22.90 25.00 3200 11332 144.8 3320 56.0 200.80 22.0 ICP220 K DCN 22-26.99
DCN 230-115-32R-5D 23,00 2390 32.00 4200 11846 1514 3.460 60.0 211.40 23.0 ICP230 K DCN 22-26.99
DCN 240-120-32R-5D 24,00 24.90 32.00 42.00 12362 1580 3.620 60.0 218.00 24.0 ICP240 K DCN 22-26.99
DCN 250-125-32R-5D 25.00 25.90 32.00 4200 12880 1645 3.800 60.0 224.50 25.0 ICP250 K DCN 22-26.99
DCN 260-130-32R-5D 26.00 26.90 32.00 42.00 133.95 1710 3.950 60.0 231.00 26.0 ICP260 K DCN 22-26.99
DCN 270-135-32R-5D 27.00 27.90 32.00 4200  139.10 1777 4100 60.0 237.70 27.0 ICP270 K DCN 27-32.99
DCN 280-140-32R-5D 28.00 28.90 32.00 4200 14425 1842 4.250 60.0 244.20 28.0 ICP280 K DCN 27-32.99
DCN 290-145-32R-5D 29.00 29.90 32.00 4200  149.43 190.8 4430 60.0 250.80 29.0 ICP290 K DCN 27-32.99
DCN 300-150-32R-5D 30.00 30.90 32.00 42.00 16459 197.4 4590 60.0 257.40 30.0 ICP300 K DCN 27-32.99
DCN 310-155-32R-5D 31.00 31.90 32.00 4200  159.76 2040 4.760 60.0 264.00 31.0 ICP310 K DCN 27-32.99
DCN 320-160-32R-5D 32.00 32.90 32.00 4200 16486 2105 4.860 60.0 270.50 32.0 ICP320 K DCN 27-32.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

@) Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) o ICK (28)  ICK-2M (32) » ICM (36) » ICN (42) « QCP-2M (43) » HCP-IQ (47) ® FCP (52) * ICG (57)
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DCN 060-048-12A-8D 6.00 6.40 12.00 16.00 48.96 62.0 0.960 45.0 107.00 6.0 ICP 060 K DCN 6-9.99-Y
DCN 065-052-12A-8D 6.50 6.90 12.00 16.00 53.18 66.3 1.180 45.0 111.30 6.5 ICP 065 K DCN 6-9.99-Y
DCN 070-056-12A-8D 7.00 7.40 12.00 16.00 57.01 70.6 1.010 45.0 115.60 7.0 ICP070  KDCN 6-9.99

DCN 075-060-12A-8D 7.50 7.90 12.00 16.00 61.10 74.6 1.100 45.0 120.00 7.0 ICP 075  KDCN 6-9.99

DCN 080-064-12A-8D 8.00 8.40 12.00 16.00 65.20 79.4 1.200 45.0 124.40 8.0 ICP080  KDCN 6-9.99

DCN 085-068-12A-8D 8.50 8.90 12.00 16.00 69.29 83.4 1.290 45.0 128.40 8.0 ICP 085  KDCN 6-9.99

DCN 090-072-12A-8D 9.00 9.40 12.00 16.00 73.36 87.8 1.360 45.0 132.80 9.0 ICP090  KDCN 6-9.99

DCN 095-076-12A-8D 9.50 9.90 12.00 16.00 77.44 91.8 1.440 45.0 136.80 9.0 ICP095  KDCN 6-9.99

DCN 100-080-16A-8D 10.00 10.40 16.00 20.00 81.50 96.2 1.500 48.0 144.20 10.0 ICP 100 K DCN 10-13.99
DCN 105-084-16A-8D 10.50 10.90 16.00 20.00 85.59 100.2 1.590 48.0 148.20 10.0 ICP 105 K DCN 10-13.99
DCN 110-088-16A-8D 11.00 11.40 16.00 20.00 89.67 104.6 1.670 48.0 162.60 11.0 ICP 110  KDCN 10-13.99
DCN 115-092-16A-8D 11.50 11.90 16.00 20.00 93.76 108.6 1.760 48.0 1566.60 11.0 ICP 115 K DCN 10-13.99
DCN 120-096-16A-8D 12.00 12.40 16.00 20.00 97.82 113.0 1.820 48.0 161.00 12.0 ICP 120 K DCN 10-13.99
DCN 125-100-16A-8D 12.50 12.90 16.00 20.00 101.91 117.0 1.910 48.0 165.00 12.0 ICP 1256 K DCN 10-13.99
DCN 130-104-16A-8D 13.00 13.40 16.00 20.00 105.96 121.6 1.960 48.0 169.60 13.0 ICP 130  KDON 10-13.99
DCN 135-108-16A-8D 13.50 13.90 16.00 20.00 110.05 125.6 2.0650 48.0 173.60 13.0 ICP 135 K DCN 10-13.99
DCN 140-112-16A-8D 14.00 14.40 16.00 20.00 114.12 132.1 2120 48.0 180.10 14.0 ICP 140 K DON 14-17.99
DCN 145-116-16A-8D 14.50 14.90 16.00 20.00 118.21 136.2 2.210 48.0 184.20 14.0 ICP 145 K DCN 14-17.99
DCN 150-120-20A-8D 15.00 156.90 20.00 25.00 12227 143.7 2270 50.0 193.70 15.0 ICP 150 K DCN 14-17.99
DCN 160-128-20A-8D 16.00 16.90 20.00 25.00 130.42 1563.3 2420 50.0 203.30 16.0 ICP 160 K DCN 14-17.99
DCN 170-136-20A-8D 17.00 17.90 20.00 25.00 138.59 162.9 2.590 50.0 212.90 17.0 ICP 170 K DON 14-17.99
DCN 180-144-25A-8D 18.00 18.90 25.00 32.00 146.73 172.5 2.730 56.0 228.50 18.0 ICP 180  KDCN 18-21.99
DCN 190-152-25A-8D 19.00 19.90 25.00 32.00 154.88 182.0 2.880 56.0 238.00 19.0 ICP 190  KDON 18-21.99
DCN 200-160-25A-8D 20.00 20.90 25.00 32.00 163.02 191.6 3.020 56.0 247.60 20.0 ICP200 K DOCN 18-21.99
DCN 210-168-25A-8D 21.00 21.90 25.00 32.00 171.18 201.2 3.180 56.0 257.20 21.0 ICP210 K DOCN 18-21.99
DCN 220-176-25A-8D 22.00 22.90 25.00 32.00 179.32 210.8 3.320 56.0 266.80 22.0 ICP 220  KDON 22-26.99
DCN 230-184-32A-8D 23.00 23.90 32.00 42.00 187.46 220.4 3.460 60.0 280.40 23.0 ICP 230  KDON 22-26.99
DCN 240-192-32A-8D 24.00 24.90 32.00 42.00 195.62 230.0 3.620 60.0 290.00 24.0 ICP 240 K DCN 22-26.99
DCN 250-200-32A-8D 25.00 256.90 32.00 42.00 203.80 2395 3.800 60.0 299.50 25.0 ICP 250 K DON 22-26.99
DCN 260-208-32A-8D 26.00 26.90 32.00 42.00 211.95 249.3 3.950 60.0 309.30 26.0 ICP 260 K DON 22-26.99
DCN 270-216-32A-8D 27.00 27.90 32.00 42.00 220.10 258.6 4.100 60.0 318.60 27.0 ICP270  KDOCN 27-32.99
DCN 280-224-32A-8D 28.00 28.90 32.00 42.00 228.25 268.2 4.250 60.0 328.20 28.0 ICP 280 K DON 27-32.99
DCN 290-232-32A-8D 29.00 29.90 32.00 42.00 236.43 277.8 4.430 60.0 337.80 29.0 ICP290 K DON 27-32.99
DCN 300-240-32A-8D 30.00 30.90 32.00 42.00 244.59 287.4 4.590 60.0 347.40 30.0 ICP 300 K DCN 27-32.99
DCN 310-248-32A-8D 31.00 31.90 32.00 42.00 262.76 297.0 4.760 60.0 357.00 31.0 ICP 310  KDCN 27-32.99
DCN 320-256-32A-8D 32.00 32.90 32.00 42.00 260.86 306.5 4.860 60.0 366.50 32.0 ICP 320 K DCN 27-32.99
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® Prior to using the 8xD drill, it is recommended to drill a pre-hole by using a DCN 1.5xD drill or a centering drill. It is not required if HCP or QCP drilling head is used
* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

@) Seat size code

4 Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) * ICK-2M (32) * ICM (36) ® ICN (42) » QCP-2M (43) ® HCP-IQ (47) » FCP (52) ¢ ICG (57)
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DCN R-8D P P — !'ﬂﬁ

Exchangeable Head Dirills with ' LU | - 7 5

Coolant Holes and a Cylindrical BENEET k7,§ S N e | | DCONMSH DF

Shank, Drilling Depth 8xD — || v y

e

DCN("  DCX@ DCONMS DF LU LPR PL LS OAL SSC®  MIIDY @
DCN 060-048-12R-8D 6.00 6.40 12.00 16.00 48.96 62.0 0.960 45,0 107.00 6.0 ICP060  KDCN 6-9.99Y
DCN 065-052-12R-8D 6.50 6.90 12.00 16.00 53.18 66.3 1.180 45.0 111.30 6.5 ICP 065  KDCN 6-9.99-Y
DCN 070-056-12R-8D 7.00 7.40 12.00 16.00 57.01 706 1.010 45,0 115.60 7.0 ICP070  KDCN6-9.99
DCN 075-060-12R-8D 7.50 7.90 12.00 16.00 61.10 74.6 1.100 45,0 120.00 7.0 ICP075  KDCN6-9.99
DCN 080-064-12R-8D 8.00 8.40 12.00 16.00 65.20 79.4 1.200 45.0 124.40 8.0 ICP080  KDCN 6-9.99
DCN 085-068-12R-8D 8.50 8.90 12.00 16.00 69.29 83.4 1.290 45,0 128.40 8.0 ICP085  KDCN6-9.99
DCN 090-072-12R-8D 9.00 9.40 12.00 16.00 73.35 87.8 1.350 45.0 132.80 9.0 ICP090  KDCN 6-9.99
DCN 095-076-12R-8D 9.50 9.90 12.00 16.00 77.44 91.8 1.440 45.0 136.80 9.0 ICP 095 K DCN 6-9.99
DCN 100-080-16R-8D 10.00 10.40 16.00 20.00 81.50 9.2 1500 48.0 144.20 10.0 ICP 100 K DCN 10-13.99
DCN 105-084-16R-8D 10.50 10.90 16.00 20.00 85.59 100.2 1.590 48.0 148.20 10.0 ICP 105 K DCN 10-13.99
DCN 110-088-16R-8D 11.00 11.40 16.00 20.00 89.67 104.6 1.670 48.0 152.60 11.0 ICP110 K DCN 10-13.99
DCN 115-092-16R-8D 11.50 11.90 16.00 20.00 93.76 108.6 1.760 48.0 156.60 11.0 ICP 115 K DCN 10-13.99
DCN 120-096-16R-8D 12.00 12.40 16.00 20.00 97.82 113.0 1.820 48.0 161.00 12.0 ICP 120 K DCN 10-13.99
DCN 125-100-16R-8D 12.50 12.90 16.00 20.00 101.91 117.0 1.910 48.0 165.00 12.0 ICP 125 K DCN 10-13.99
DCN 130-104-16R-8D 13.00 13.40 16.00 20.00 105.96 1216 1.960 48.0 169.60 13.0 ICP 130 K DCN 10-13.99
DCN 135-108-16R-8D 13.50 13.90 16.00 20.00 110.05 125.6 2.050 48.0 173.60 13.0 ICP 135  KDCN 10-13.99
DCN 140-112-16R-8D 14.00 14.40 16.00 20.00 114.12 132.1 2120 48.0 180.10 14.0 ICP 140  KDCN 14-17.99
DCN 145-116-16R-8D 14.50 14.90 16.00 20.00 118.21 136.2 2.210 48.0 184.20 14.0 ICP 145 K DCN 14-17.99
DCN 150-120-20R-8D 15.00 15.90 20.00 25.00 122.27 143.7 2.270 50.0 193.70 15.0 ICP 150 K DCN 14-17.99
DCN 160-128-20R-8D 16.00 16.90 20.00 25.00 130.42 153.3 2.420 50.0 203.30 16.0 ICP 160 K DCN 14-17.99
DCN 170-136-20R-8D 17.00 17.90 20.00 2500 138.59 162.9 2,590 50.0 212.90 17.0 ICP170 K DCN 14-17.99
DCN 180-144-25R-8D 18.00 18.90 25.00 32.00 146.73 1725 2.730 56.0 228.50 18.0 ICP 180 K DCN 18-21.99
DCN 190-152-25R-8D 19.00 19.90 25.00 32.00 154.88 182.0 2.880 56.0 238.00 19.0 ICP190 K DCN 18-21.99
DCN 200-160-25R-8D 20.00 20.90 25,00 32.00 163.02 191.6 3.020 56.0 247.60 20.0 ICP200 K DCN 18-21.99
DCN 210-168-25R-8D 21.00 21.90 25.00 32.00 171.18 201.2 3.180 56.0 257.20 21.0 ICP210  KDCN 18-21.99
DCN 220-176-25R-8D 22,00 22.90 25,00 32.00 179.32 2108 3.320 56.0 266.80 22.0 ICP220 K DCN 22-26.99
DCN 230-184-32R-8D 23.00 23.90 32.00 42,00 187.46 220.4 3.460 60.0 280.40 23.0 ICP230 K DCN 22-26.99
DCN 240-192-32R-8D 24.00 24.90 32.00 42.00 195.62 230.0 3.620 60.0 290.00 24.0 ICP 240  KDCN 22-26.99
DCN 250-200-32R-8D 25.00 25.90 32.00 42.00 203.80 239.5 3.800 60.0 299.50 25.0 ICP 250 K DCN 22-26.99
DCN 260-208-32R-8D 26.00 26.90 32.00 42,00 211.95 2493 3.950 60.0 300.30 26.0 ICP260 K DCN 22-26.99
DCN 270-216-32R-8D 27.00 27.90 32.00 42.00 220.10 258.6 4.100 60.0 318.60 27.0 ICP270 K DCN 27-32.99
DCN 280-224-32R-8D 28.00 28.90 32.00 42.00 228.25 268.2 4.250 60.0 328.20 28.0 ICP280 K DCN 27-32.99
DCN 290-232-32R-8D 29,00 29.90 32.00 42,00 236.43 277.8 4.430 60.0 337.80 29.0 ICP290  KDCN 27-32.99
DCN 300-240-32R-8D 30.00 30.90 32.00 42.00 244.59 2874 4.590 60.0 347.40 30.0 ICP300 K DCN 27-32.99
DCN 310-248-32R-8D 31.00 31.90 32.00 42.00 252.76 297.0 4.760 60.0 357.00 31.0 ICP310 K DCN 27-32.99
DCN 320-256-32R-8D 32.00 32.90 32.00 42.00 260.86 306.5 4.860 60.0 366.50 32.0 ICP 320 K DCN 27-32.99

® Prior to using the 8xD drill, it is recommended to drill a pre-hole by using a DCN 1.5xD drill or a centering drill. It is not required if HCP or QCP drilling head is used
* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

@) Seat size code

4 Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) * ICK-2M (32) * ICM (36) ® ICN (42) » QCP-2M (43) ® HCP-IQ (47) » FCP (52) ¢ ICG (57)

SUMOCHAM

DCN R-10D Fﬂ %‘

Exchangeable Head Drills with

Coolant Holes and a Cylindrical ' ' 1y

Shank, Drilling Depth 10xD Di ko DCONMS h6  DF

'y

DC DCONMS DF LU LPR PL OAL ssc @
DCN 160-160-20R-10D 16.00 20.00 25.00 162.40 185.30 2.420 235.30 16.0 KDCN 14-17.99
DCN 190-190-25R-10D 19.00 25.00 32.00 192.90 220.00 2.880 276.00 19.0 KDCN 18-21.99
DCN 250-250-32R-10D 25.00 32.00 42.00 253.80 289.50 3.800 349.50 25.0 K DCN 22-26.99

® Prior to using the 10xD drill, it is recommended to drill a pre-hole by using a DCN 1.5xD drill or a centering drill. It is not required if HCP or QCP drilling head is used ® Do
not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Seat size code

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) ® ICK-2M (32) * ICM (36) ® ICN (42) » QCP-2M (43) ® HCP-IQ (47) ® FCP (52) ¢ ICG (57)

Member IMC Group
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S DCN R-12D OAL | Fﬂ fdﬁ

_| Exchangeable Head Drills with 0 LPR ‘ i LS |

== Coolant Holes and a Cylindrical — ~— ) N

BN 5ok, Driling Depth 12xD SO BONLT S—— o=~ DCONMSre OF

& e —

LL]

EI DCN®  DCX? DCONMS  DF W LR P LS  OAL  SSC® MDY [
DCN 080-096-12R-12D 800 840 1200 1600 9750 1114 1200 450 15640 80  ICP0B0  KDONG6-9.99

§ DCN 085-102-12R-12D 8.50 8.90 12.00 16.00 103.60 174 1.290 45.0 162.40 8.0 ICP 085 K DCN 6-9.99
DCN 090-108-12R-12D 9.0 940 1200 1600 10060 1238 135 450 16880 90  ICP0S  KDON6-9.99

L DCN 095-114-12R-12D 950 990 1200 1600 11670 1208 1440 450 17480 90  ICP0Y%  KDON6-9.99

D DCN 100-120-16R-12D 10.00 10.40 16.00 20.00 121.80 136.2 1.500 48.0 184.20 10.0 ICP100  KDCN 10-13.99
DCN 105-126-16R-12D [RRIE RO RCY 2000 12790 1422 1500 480 19020 100  ICP105 KDCN10-13.99

Z DCN 110-132-16R-12D 11.00 11.40 16.00 20.00 134.00 148.6 1.670 48.0 196.60 11.0 ICP 110  KDCN 10-13.99

DCN 115-138-16R-12D 11.50 11.90 16.00 20.00 140.10 154.6 1.760 48.0 202.60 11.0 ICP 115 K DCN 10-13.99
DCN 120-144-16R-12D 12.00 12.40 16.00 20.00 146.20 161.0 1.820 48.0 209.00 12.0 ICP 120 K DCN 10-13.99
DCN 125-150-16R-12D 12.50 12.90 16.00 20.00 162.30 167.0 1.910 48.0 215.00 12.0 ICP 125 K DCN 10-13.99
DCN 130-156-16R-12D 13.00 13.40 16.00 20.00 158.40 173.6 1.960 48.0 221.60 13.0 ICP 130  KDCN 10-13.99
DCN 135-162-16R-12D 13.50 13.90 16.00 20.00 164.50 179.6 2.050 48.0 227.00 13.0 ICP 135 K DCN 10-13.99
DCN 140-168-16R-12D 14.00 14.40 16.00 20.00 170.60 188.2 2.120 48.0 236.00 14.0 ICP 140 K DCN 14-17.99
DCN 145-174-16R-12D 14.50 14.90 16.00 20.00 176.60 194.2 2.210 48.0 242.00 14.0 ICP 145 K DCN 14-17.99
DCN 150-180-20R-12D 16.00 16.90 20.00 25.00 182.70 208.7 2.270 50.0 253.73 15.0 ICP 150  KDON 14-17.99
DCN 160-192-20R-12D 16.00 16.90 20.00 25.00 194.90 217.3 2.420 50.0 267.30 16.0 ICP 160 K DCN 14-17.99
DCN 170-204-20R-12D 17.00 17.90 20.00 25.00 207.10 2309 2.590 50.0 280.90 17.0 ICP170 K DON 14-17.99
DCN 180-216-25R-12D 18.00 18.90 25.00 32.00 219.30 244.5 2.730 56.0 300.50 18.0 ICP 180 K DCN 18-21.99
DCN 190-228-25R-12D 19.00 19.90 25.00 32.00 231.50 258.0 2.880 56.0 314.00 19.0 ICP 190 K DCN 18-21.99
DCN 200-240-25R-12D 20.00 20.90 25.00 32.00 243.60 271.6 3.020 56.0 327.60 20.0 ICP200 K DCN 18-21.99
DCN 210-252-25R-12D 21.00 21.90 25.00 32.00 256.80 286.2 3.180 56.0 341.20 21.0 ICP210  KDON 18-21.99
DCN 220-264-25R-12D 22.00 22.90 25.00 32.00 268.00 298.8 3.320 56.0 354.80 22.0 ICP 220 K DCN 22-26.99
DCN 230-276-32R-12D 23.00 23.90 32.00 42.00 280.20 3123 3.460 60.0 362.40 230 ICP230 K DON 22-26.99
DCN 240-288-32R-12D 24,00 24.90 32.00 42.00 292.40 326.9 3.620 60.0 386.00 24.0 ICP 240  KDON 22-26.99
DCN 250-300-32R-12D 25.00 25.90 32.00 42.00 304.60 339.5 3.800 60.0 399.50 25,0 ICP 250 K DON 22-26.99
DCN 260-312-32R-12D 26.00 26.90 32.00 42.00 316.70 381.1 3.950 60.0 441.10 26.0 ICP 260 K DON 22-26.99
DCN 270-324-32R-12D 27.00 27.90 32.00 42.00 328.90 393.7 4.100 60.0 453.60 27.0 ICP 270  KDON 27-32.99
DCN 280-336-32R-12D 28.00 28.90 32.00 42.00 341.10 406.2 4.250 60.0 466.20 28.0 ICP 280 K DCN 27-32.99
DCN 290-348-32R-12D 29.00 29.90 32.00 42.00 353.30 418.8 4.430 60.0 478.80 29.0 ICP290  KDON 27-32.99
DCN 300-360-32R-12D 30.00 30.90 32.00 42.00 365.50 431.4 4.590 60.0 491.40 30.0 ICP 300 K DOCN 27-32.99
DCN 310-372-32R-12D 31.00 31.90 32.00 42.00 377.60 444.0 4.760 60.0 504.00 31.0 ICP 310  KDOCN 27-32.99
DCN 320-384-32R-12D 32.00 32.90 32.00 42.00 389.80 457.5 4.860 60.0 516.50 32.0 ICP 320 K DON 27-32.99

® Prior to using the 12xD drill, it is recommended to drill a pre-hole by using a DCN 1.5xD drill or a centering drill e The HCP or QCP drilling head may eliminate the need for a
pre-hole e Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

@) Seat size code

4) Master insert identification

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) ¢ ICK-2M (32) ® ICM (36) ® ICN (42) ® QCP-2M (43) ® HCP-IQ (47) ® FCP (52) * ICG (57)

1.5xD 3xD 5xD 8xD 10xD

Standard Tools

ISCAR
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DCN C-3D OAL Fﬂ fﬂ‘»i —
Exchangeable Head Drills with o LU LS 1
Coolant Holes and a Cylindrical v ¥ P~
Shank, Drilling Depth 3xD DCN-DCXK? (=~ - DCONMSh6 @ m
+ : a)
LL
"Il
Designation DCN®@ DCX® DCONMS LU PL LS OAL SSC¥ MIID®! m
DCN 040-012-06C-3D (1 4.00 440 6.00 12.62 0.620 3.0 67.70 40 ICP 040
DCN 045-014-06C-3D (1) 4.50 490 6.00 14.16 0.660 35.0 59.65 45 ICP 045 §
DCN 050-015-06C-3D (1) 5.00 5.40 6.00 16.73 0.730 350 61.30 50 ICP 050
DCN 055-017-06C-3D (1 5.50 5.90 6.00 17.31 0810 35.0 63.15 55 ICP 055 LL]
DCN 060-018-08C-3D 6.00 6.40 8.00 18.96 0.960 36.0 64.00 6.0 ICP 060 K DCN 6-9.99-Y D
DCN 065-020-08C-3D 6.50 6.90 8.00 2068 1.180 360 65.80 6.5 ICPOB5 K DCN 6-9.99-Y
DCN 070-021-08C-3D 7.00 7.40 8.00 22.01 1.010 36.0 67.60 70 ICP 070 K'DCN 6-9.99 Z
DCN 075-023-08C-3D 7.50 7.90 8.00 23.60 1.100 36.0 69.10 7.0 ICP 075 K'DCN 6-9.99 -
DCN 080-024-10C-3D 8.00 840 10,00 25.20 1.200 400 75.40 8.0 ICP 080 K DON 6-0.99
DCN 085-026-10C-3D 8.50 8.90 10.00 27.69 1.290 40.0 76.90 8.0 ICP 085 K'DCN 6-9.99
DCN 090-027-10C-3D 9.00 9.40 10.00 28.38 1.350 40.0 78.80 9.0 ICP 090 K'DCN 6-9.99
DCN 095-029-10C-3D 9.50 9.90 10.00 29.94 1.440 40.0 80.30 9.0 ICP 095 K'DCN 6-9.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81
() The SK DCN key is supplied with the insert

() Cutting diameter minimum

@) Cutting diameter maximum

) Seat size code

) Master insert identification

For inserts, see pages: ICP (18) * ICP-2M (24) » ICK (28) » ICK-2M (32) » ICM (36)  ICN (42) » QCP-2M (43)  HCP-IQ (47) * FCP (52)

SUMOCHAM

DCN C-5D OAL ! 'Ki

Exchangeable Head Dirills with L L | s

Coolant Holes and a Cylindrical " v

Shank, Drilling Depth 5xD DCN-DCXk7 —! eSS N —— ﬂ» DCONMShe @

Y

DCN®@ DCX® DCONMS LU PL LS OAL SSCH MIID® @
DCN 040-020-06C-5D (1) 4.00 4.40 6.00 2062 0.620 35.0 65.70 40 ICP 040
DCN 045-023-06C-5D (1) 4.50 4.90 6.00 23.16 0.660 35.0 68.65 45 ICP 045
DCN 050-025-06C-5D (1) 5.00 5.40 6.00 2573 0.730 35.0 71.30 5.0 ICP 050
DCN 055-028-06C-5D (1) 5.50 5.90 6.00 28.31 0.810 35.0 74.15 55 ICP 055
DCN 060-030-08C-5D 6.00 6.40 8.00 30.96 0.960 36.0 76.00 6.0 ICP 060 K DCN 6-9.99-Y
DCN 065-033-08C-5D 6.50 6.90 8.00 33.68 1.180 36.0 78.80 6.5 ICP 065 K DCN 6-9.99-Y
DCN 070-035-08C-5D 7.00 7.40 8.00 36.01 1.010 36.0 81.60 7.0 ICP 070 K DCN 6-9.99
DCN 075-038-08C-5D 7.50 7.90 8.00 38.60 1.100 36.0 84.10 7.0 ICP 075 K DCN 6-9.99
DCN 080-040-10C-5D 8.00 8.40 10.00 41.20 1.200 40.0 91.40 8.0 ICP 080 K DCN 6-9.99
DCN 085-043-10C-5D 8.50 8.90 10.00 43.79 1.290 40.0 93.90 8.0 ICP 085 K DCN 6-9.99
DCN 090-045-10C-5D 9.00 9.40 10.00 46.35 1.350 40.0 96.80 9.0 ICP 090 K DCN 6-9.99
DCN 095-048-10C-5D 9.50 9.90 10.00 48.94 1.440 40.0 99.30 9.0 ICP 095 K DCN 6-9.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81
() The SK DCN key is supplied with the insert

@) Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

) Master insert identification

For inserts, see pages: ICP (18)  ICP-2M (24) » ICK (28) » ICK-2M (32) * ICM (36)  ICN (42) » QCP-2M (43)  HCP-IQ (47) * FCP (52)

Member IMC Group
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SUMOCHAM

DCN C-8D OAL m r

Exchangeable Head Dirills with P L ‘ i Ls

Coolant Holes and a Cylindrical (. _

Shank, Drilling Depth 8xD sovoow ESeSSSSIS S — ——— —— oconsre

.
)

DCN() DCX® DCONMS LU PL LS OAL SSCA MIID@
DCN 040-032-06C-8D 4.00 4.40 6.00 32.62 0.620 35.0 77.70 4.0 ICP 040
DCN 045-036-06C-8D 4.50 4.90 6.00 36.66 0.660 35.0 82.20 45 ICP 045
DCN 050-040-06C-8D 5.00 5.40 6.00 40.73 0.730 35.0 86.30 5.0 ICP 050
DCN 055-044-06C-8D 5.50 5.90 6.00 4481 0.810 35.0 90.70 515) ICP 055

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81
() Cutting diameter minimum

(2 Cutting diameter maximum

() Seat size code

@) Master insert identification

For inserts, see pages: ICP (18) ¢ ICK (28) * ICM (36) ® HCP-IQ (47) ® FCP (52)

SUMOCHAM

DCN C-12D N A s m 4&;

Exchangeable Head Dirills with o] ‘ ‘

Coolant Holes and a Cylindrical LJ« 1

Shank, Drilling Depth 12xD pon-poxs (PRSI SIS = Jocowss

b T

DCN( DCX DCONMS LU PL LS OAL SScl MIID® @
DCN 060-072-08C-12D 6.00 6.40 8.00 72.96 0.960 36.0 120.00 6.0 ICP 060 K DCN 6-9.99-Y
DCN 065-078-08C-12D 6.50 6.90 8.00 79.18 1.180 36.0 126.30 6.5 ICP 065 K DCN 6-9.99-Y
DCN 070-084-08C-12D 7.00 7.40 8.00 85.01 1.010 36.0 132.60 7.0 ICP 070 K DCN 6-9.99
DCN 075-090-08C-12D 7.50 7.90 8.00 91.10 1.100 36.0 136.60 7.0 ICP 075 K DCN 6-9.99

e Prior to using the 12xD drill, it is recommended to drill a pre-hole by using a DCN 1.5xD drill or a centering drill ® The HCP or QCP drilling head may eliminate the need for a
pre-hole e Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

(2 Cutting diameter maximum

@ Seat size code

@) Master insert identification

For inserts, see pages: ICP (18) ® ICP-2M (24) ¢ ICK (28) ® ICK-2M (32) ® ICM (36) ® ICN (42) ® QCP-2M (43) ® HCP-IQ (47) ® FCP (52)

ISCAR
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DCNS-3D PR LS ! ! 'ﬁ_ﬁ —
Exchangeable Head Drills without = ; 1
a Flange and One Flat Shank, DCN-DCX k7 = L -—-—-]+ pconmsne -
Driling Depth 3xD, Suitable L ' o
for Chamfering Holders — B D
LL]
DCN®  DCX?  DCONMS LU LPR PL LS OAL $SCO @ EI
DCNS 075-022-080B-3D 7.50 7.90 8.00 23.60 342 1.100 360 7020 7.0 K DON 6-0.99
DCNS 080-024-080B-3D 8.00 8.40 8.00 25.20 347 1.200 360 70.70 8.0 K DON 6-0.99 §
DCNS 085-025-090B-3D 8.50 8.90 9.00 26.79 368 1.290 360 72.90 8.0 K DON 6-9.99
DCNS 090-027-090B-3D 9.00 9.40 9.00 28.35 388 1.350 360 74.80 9.0 K DON 6-9.99 LLI
DCNS 095-029-100B-3D 9.50 9.90 10.00 29.94 403 1.440 360 7630 90 K DON 6-0.99 )
DCNS 100-030-100B-3D [N 10.40 10.00 3150 452 1500 410 86.20 10.0 K DCN 10-13.99
DCNS 105-032-110B-3D RN 10.90 11.00 33.09 467 159 410 87.70 10.0 K DON 10-13.99 Z
DCNS 110-033-110B-3D [RANI) 11.40 11.00 34.67 486 1670 410 89.60 1.0 K DON 10-13.99 -
DCNS 115-035-120B-3D [REREK) 11.90 12,00 36.26 50.1 1760 410 9110 1.0 K DON 10-13.99
DCNS 120-036-120B-3D [REIL) 12.40 12.00 37.82 52.0 1.820 410 93.00 12.0 K DCN 10-13.99
DCNS 125-037-130B-3D [P 12.90 13.00 34.41 535 1910 460 9950 12.0 K DON 10-13.99
DCNS 130-039-130B-3D [JEREI) 13.40 13.00 40.96 55.6 1.960 470 102.60 13.0 K DON 10-13.99
DCNS 135-041-140B-3D [EREE) 13.90 14,00 4255 57.1 2.050 430 100.10 13.0 K DON 10-13.99
DCNS 140-042-140B-3D [IREAL) 14.40 14,00 44.12 59.2 2.120 440 103.20 14.0 K DON 14-17.99
DCNS 145-044-150B-3D RV 14.90 16.00 4571 60.7 2210 450 105.70 14.0 K DON 14-17.99
DCNS 150-045-150B-3D RGN 15.90 16,00 47.27 62.7 2.270 450 107.70 15.0 K DCN 14-17.99
DCNS 160-048-160B-3D [ERLI0) 16.90 16.00 50.42 69.6 2.420 480 17.70 16.0 K DON 14-17.99
DCNS 170-051-170B-3D [RYAU] 17.90 17.00 5359 719 2,590 480 119.90 17.0 K DON 14-17.99
DCNS 180-054-180B-3D [EREIN) 18.90 18.00 56.73 755 2.730 480 123.50 18.0 K DON 18-21.99
DCNS 190-057-190B-3D [EREIL) 19.90 19.00 50.88 786 2.880 540 132.60 19.0 K DON 18-21.99
DCNS 200-060-200B-3D [ENPIIN) 2090 20,00 63.02 88.1 3.020 540 14210 200 K DON 18-21.99
DCNS 210-063-210B-3D [ENL) 2190 2100 66.18 9.7 3180 600 160.70 210 K DCN 18-21.99
DCNS 220-066-220B-3D [RNPZIV) 22.90 22,00 69.32 943 3320 600 164.30 220 K DON 22-26.99
DCNS 230-069-230B-3D [JPEI] 2390 23.00 72.46 97.8 3.460 600 167.80 230 K DON 22-26.99
DCNS 240-072-240B-3D [ENPIII) 2490 24,00 75.62 1013 3.620 600 161.40 240 K DON 22-26.99
DCNS 250-075-250B-3D [P 25.90 25.00 78.80 105.0 3.800 60.0 165.00 25.0 K DON 22-26.99

* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 86-81

* For CHAMRING, see page 139

() Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) * ICK-2M (32) ® ICM (36) ® ICN (42) » QCP-2M (43) ® HCP-IQ (47) ® FCP (52)  ICG (57)

Member IMC Group




SUMO "CHAM
DCNS-5D LPR OAL‘ | LS m% ’r

Exchangeable Head Drills without . v | ;
a Flange and One Flat Shank, DCN-DCX k7 ————— ——] '»DCONMShe
Driling Depth 5xD, Suitable s '

for Chamfering Holders

o oo ccows W b a s ow s M

DCNS 075-037-080B-5D 7.50 7.90 8.00 38.60 49.2 1.100 36.0 85.20 7.0 K'DCN 6-9.99

DCNS 080-040-080B-5D 8.00 8.40 8.00 41.20 56.4 1.200 36.0 92.40 8.0 K'DCN 6-9.99

DCNS 085-042-090B-5D 8.50 8.90 9.00 43.79 53.9 1.290 36.0 89.90 8.0 K'DCN 6-9.99

DCNS 090-045-090B-5D 9.00 9.40 9.00 46.35 56.8 1.350 36.0 92.80 9.0 K'DCN 6-9.99

DCNS 095-048-100B-5D 9.50 9.90 10.00 48.94 59.2 1.440 36.0 95.30 9.0 K'DCN 6-9.99

DCNS 100-050-100B-5D 10.00 10.40 10.00 51.50 65.2 1.500 41.0 106.20 10.0 K DCN 10-13.99
DCNS 105-053-110B-5D 10.50 10.90 11.00 54.09 67.7 1.5690 41.0 108.70 10.0 K'DCN 10-13.99
DCNS 110-055-110B-5D 11.00 11.40 11.00 56.67 70.6 1.670 41.0 111.60 11.0 K'DCN 10-13.99
DCNS 115-058-120B-5D 11.50 11.90 12.00 59.26 731 1.760 41.0 11410 11.0 K'DCN 10-13.99
DCNS 120-060-120B-5D 12.00 12.40 12.00 61.82 75.9 1.820 41.0 117.00 12.0 K DCN 10-13.99
DCNS 125-062-130B-5D 12.50 12.90 13.00 64.41 785 1.910 46.0 124.50 12.0 K'DCN 10-13.99
DCNS 130-065-130B-5D 13.00 13.40 13.00 66.96 81.5 1.960 47.0 128.60 13.0 K DCN 10-13.99
DCNS 135-068-140B-5D 13.50 13.90 14.00 69.55 84.1 2.050 43.0 127.10 13.0 K'DCN 10-13.99
DCNS 140-070-140B-5D 14.00 14.40 14.00 7212 87.1 2.120 44.0 131.20 14.0 KDCN 14-17.99
DCNS 145-073-150B-5D 14.50 14.90 15.00 747 89.7 2210 45.0 134.70 14.0 K'DCN 14-17.99
DCNS 150-075-150B-5D 16.00 15.90 15.00 77.27 92.7 2.270 45.0 137.70 16.0 K'DCN 14-17.99
DCNS 160-080-160B-5D 16.00 16.90 16.00 82.42 101.7 2.420 48.0 149.70 16.0 K'DCN 14-17.99
DCNS 170-085-170B-5D 17.00 17.90 17.00 87.59 105.9 2.590 48.0 153.90 17.0 K DCN 14-17.99
DCNS 180-090-180B-5D 18.00 18.90 18.00 92.73 1115 2.730 48.0 159.50 18.0 K'DCN 18-21.99
DCNS 190-095-190B-5D 19.00 19.90 19.00 97.88 116.6 2.880 54.0 170.60 19.0 KDCN 18-21.99
DCNS 200-100-200B-5D 20.00 20.90 20.00 103.02 1281 3.020 54.0 182.10 20.0 K'DCN 18-21.99
DCNS 210-105-210B-5D 21.00 21.90 21.00 108.18 132.6 3.180 60.0 192.70 21.0 KDCN 18-21.99
DCNS 220-110-220B-5D 22.00 22.90 22.00 113.32 138.3 3.320 60.0 198.30 22.0 K'DCN 22-26.99
DCNS 230-115-230B-5D 23.00 23.90 23.00 118.46 143.8 3.460 60.0 203.80 23.0 K DCN 22-26.99
DCNS 240-120-240B-5D 24.00 24.90 24,00 123.62 149.4 3.620 60.0 209.40 24.0 K'DCN 22-26.99
DCNS 250-125-250B-5D 25.00 25.90 25.00 128.80 165.0 3.800 60.0 215.00 25.0 K DCN 22-26.99
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* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

* For CHAMRING, see page 139

() Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

For inserts, see pages: ICP (18) ¢ ICP-2M (24) ¢ ICK (28) * ICK-2M (32) ® ICM (36) ® ICN (42) » QCP-2M (43) ® HCP-IQ (47) ® FCP (52)  ICG (57)
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CHAMDRILL LINE OAL q
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FLEXFi7 T |
DCNM T ]
Modular SUMOCHAM Drill with DCN-DCX — 7|",7 H[IH]]]EH’THSZMS DCONMS
FLEXFIT Connection for LA —
Multi-Spindle and
Swiss-Type Machines

DCN®  DCX? DCONMS LU LPR PL OAL  THSZMS SSC®  TQ3¥ @

DCNM 060-018-M12-3D 6.00 6.40 25.00 22.00 42.0 0.960 64.00 M12 6.0 33 K DCN 6-9.99-Y
DCNM 065-020-M12-3D 6.50 6.90 25.00 24.30 44.3 1.180 66.30 M12 6.5 33 K DCN 6-9.99-Y
DCNM 070-021-M12-3D 7.00 7.40 25.00 25.60 45.6 1.010 67.60 M12 7.0 33 K DCN 6-9.99
DCNM 075-023-M12-3D 7.50 7.90 25.00 27.60 47.6 1.100 69.60 M12 7.0 33 K'DCN 6-9.99
DCNM 080-024-M12-3D 8.00 8.40 25.00 29.40 49.4 1.200 71.40 M12 8.0 33 K DCN 6-9.99
DCNM 085-025-M12-3D 8.50 8.90 25.00 30.40 50.4 1.290 72.40 M12 8.0 33 K DCN 6-9.99
DCNM 090-027-M12-3D 9.00 9.40 25.00 32.80 52.8 1.350 74.80 M12 9.0 33 K'DCN 6-9.99
DCNM 095-029-M12-3D 9.50 9.90 25.00 34.80 54.8 1.440 76.80 M12 9.0 33 K DCN 6-9.99
DCNM 100-030-M12-3D 10.00 10.40 25.00 36.20 56.2 1.500 78.20 M12 10.0 33 K DCN 10-13.99
DCNM 105-032-M12-3D 10.50 10.90 25.00 38.20 58.2 1.590 80.20 M12 10.0 33 K'DCN 10-13.99
DCNM 110-033-M12-3D 11.00 11.40 25.00 39.60 59.6 1.670 81.60 M12 11.0 33 K DCN 10-13.99
DCNM 115-035-M12-3D 11.50 11.90 25.00 41.60 61.6 1.760 83.60 M12 11.0 33 K DCN 10-13.99
DCNM 120-036-M12-3D 12.00 12.40 25.00 43.00 63.0 1.820 85.00 M12 12.0 33 K'DCN 10-13.99
DCNM 125-037-M12-3D 12.50 12.90 25.00 44.00 64.0 1910 86.00 M12 12.0 33 K DCN 10-13.99
DCNM 130-039-M12-3D 13.00 13.40 25.00 46.60 66.6 1.960 88.60 M12 13.0 33 K DCN 10-13.99
DCNM 135-041-M12-3D 13.50 13.90 25.00 48.60 68.6 2.050 90.60 M12 13.0 33 K DCN 10-13.99
DCNM 140-042-M12-3D 14.00 14.40 25.00 50.20 70.2 2.120 92.15 M12 14.0 33 K DCN 14-17.99
DCNM 145-044-M12-3D 14.50 14.90 25.00 52.20 722 2.210 94.15 M12 14.0 33 K DCN 14-17.99
DCNM 150-045-M12-3D 16.00 15.90 25.00 53.70 73.7 2270 95.73 M12 15.0 33 K'DCN 14-17.99
DCNM 160-048-M12-3D 16.00 16.90 25.00 57.30 77.3 2.420 99.30 M12 16.0 33 K DCN 14-17.99
DCNM 170-051-M12-3D 17.00 17.90 25.00 60.90 80.9 2.590 102.90 M12 17.0 33 K DCN 14-17.99
DCNM 180-054-M12-3D 18.00 18.90 25.00 64.50 84.5 2.730 106.50 M12 18.0 33 K DCN 18-21.99
DCNM 190-057-M12-3D 19.00 19.90 25.00 68.00 88.0 2.880 110.00 M12 19.0 33 K DCN 18-21.99
DCNM 200-060-M12-3D 20.00 20.90 25.00 71.60 91.6 3.020 113.60 M12 20.0 33 K DCN 18-21.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

() Cutting diameter maximum

) Seat size code

) Tool tightening torque Nxm (Ibfxin)

For inserts, see pages: ICP (18) ® ICP-2M (24) ¢ ICK (28) ® ICK-2M (32) ® ICM (36) ® ICN (42) « QCP-2M (43) ® HCP-IQ (47) ® FCP (52) * ICG (57)

For holders, see pages: FLEXFIT HOLDER (17)

For more holders see ISCAR MILLING LINES catalog
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FLEXFiv wsc L M2 SFLATS  ONT
FLEXFIT HOLDER : ‘ ¥ ’F
FLEXFIT Threaded Modular Shank X (2 T
with 3 Flats for Side Clamping 1 ' ~—7 1 | DCONMS
‘ ‘ OAL |
DCONMS OAL WSCt CNT

FLEXFIT 160-HOLDER-DCN-MS 16.00 36.00 75 5/16"-24
FLEXFIT 1905-HOLDER-DCNMS 19.05 36.00 85 5/16"-24
FLEXFIT 200-HOLDER-DCN-MS 20.00 36.00 85 G1/8" BSP
FLEXFIT 220-HOLDER-DCN-MS 22.00 48.00 9.5 G1/8" BSP
FLEXFIT 250-HOLDER-DCN-MS 25.00 54.00 11.0 G1/8" BSP
FLEXFIT 254-HOLDER-DCN-MS 25.40 54.00 11.0 G1/8" BSP

) For all 3 flats

For tools, see pages: DCNM (17)

Member IMC Group
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SUMOCHAM

AMDRILL LINE

ICP

Exchangeable Drilling
Heads for DCN Dirills, for
Machining ISO P Materials

Designation
ICP 040
ICP 041
ICP 042
ICP 043
ICP 044
ICP 045
ICP 046
ICP 047
ICP 048
ICP 049
ICP 050
ICP 051
ICP 052
ICP 053
ICP 054
ICP 055
ICP 056
ICP 057
ICP 058
ICP 059
ICP 060
ICP 061
ICP 062
ICP 063
ICP 0635
ICP 064
ICP 065
ICP 066
ICP 067
ICP 068
ICP 069
ICP 070
ICP 071
ICP 072
ICP 073
ICP 074
ICP 075
ICP 076
ICP 077
ICP 078
ICP 079
ICP 080
ICP 081
ICP 082
ICP 083
ICP 084
ICP 085
ICP 086
ICP 087
ICP 088
ICP 089
ICP 090
ICP 091
ICP 092
ICP 093

e The drill head has a honed cutting edge e For cutting conditions see page 68-81

() Seat size code

DC = = SIG
Dimensions

g S
DC PL LF SIG SSci ©
4.00 0.620 2.48 140 4.0 SK DCN 4-4.99 (]
410 0.620 2.48 140 4.0 SK DCN 4-4.99 o
4.20 0.620 2.48 140 4.0 SK DCN 4-4.99 o
4.30 0.620 2.48 140 4.0 SK DCN 4-4.99 [
4.40 0.620 2.48 140 4.0 SK DCN 4-4.99 L[]
4.50 0.660 2.89 140 45 SK DCN 4-4.99 o
4.60 0.680 2.87 140 45 SK DCN 4-4.99 [
4.70 0.700 2.85 140 45 SK DCN 4-4.99 o
4.80 0.710 2.84 140 45 SK DCN 4-4.99 °
4.90 0.730 2.82 140 45 SK DCN 4-4.99 [
5.00 0.730 2.97 140 5.0 SK DCN 5-5.99 o
5.10 0.750 3.02 140 5.0 SK DCN 5-5.99 °
5.20 0.770 3.00 140 5.0 SK DCN 5-5.99 °
5.30 0.780 2.99 140 5.0 SK DCN 5-5.99 o
5.40 0.800 2.97 140 5.0 SK DCN 5-5.99 °
5.50 0.810 3.04 140 615) SK DCN 5-5.99 [
5.60 0.830 3.02 140 515 SK DCN 5-5.99 o
5.70 0.850 3.00 140 615) SK DCN 5-5.99 [
5.80 0.860 2.99 140 615) SK DCN 5-5.99 °
5.90 0.880 297 140 515 SK DCN 5-5.99 o
6.00 0.960 3.04 140 6.0 °
6.10 0.980 3.02 140 6.0 )
6.20 1.000 3.00 140 6.0 (]
6.30 1.010 2.99 140 6.0 °
6.35 1.020 2.98 140 6.0 3
6.40 1.030 2.97 140 6.0 o
6.50 1.180 3.12 140 6.5 °
6.60 1.200 3.10 140 6.5 °
6.70 1.220 3.08 140 6.5 L[]
6.80 1.230 3.07 140 6.5 °
6.90 1.250 3.05 140 6.5 3
7.00 1.010 3.59 140 7.0 o
7.10 1.030 BIo7 140 7.0 °
7.20 1.050 BIES) 140 7.0 )
7.30 1.060 3.54 140 7.0 (]
7.40 1.080 3.52 140 7.0 )
7.50 1.100 3.50 140 7.0 3
7.60 1.120 3.48 140 7.0 o
7.70 1.140 3.46 140 7.0 °
7.80 1.160 3.44 140 7.0 °
7.90 1.170 3.43 140 7.0 (]
8.00 1.200 4.20 140 8.0 )
8.10 1.220 418 140 8.0 3
8.20 1.240 416 140 8.0 o
8.30 1.250 415 140 8.0 °
8.40 1.270 413 140 8.0 °
8.50 1.290 411 140 8.0 ]
8.60 1.310 4.09 140 8.0 °
8.70 1.330 4,07 140 8.0 o
8.80 1.350 4,05 140 8.0 o
8.90 1.360 4.04 140 8.0 °
9.00 1.350 4.45 140 9.0 °
9.10 1.370 4.43 140 9.0 o
9.20 1.390 4.41 140 9.0 °
9.30 1.400 4.40 140 9.0 °

For tools, see pages: DCN A-1.5D (4) » DON R-1.5D (5) » DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8) « DCN R-5D (9) » DCN A-8D (10) » DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) » DCN C-3D (13) ® DCN C-5D (13) ¢ DCN C-8D (14) » DCN C-12D (14) « DCNS-3D (15) » DCNS-5D (16) ¢ DCNM (17)

o MNC-5D (66)  DCNT (M8-M24) (136) ® MNSNT (293)

ISCAR
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ICP (continued) @@% 1

Exchangeable Drilling > N 1

Heads for DCN Dirills, for DC - - - ~ SIG —

Machining ISO P Materials %

LL]

Dimensions EI

:

Designation DC PL LF SIG Sset o LL]

ICP 094 9.40 1.420 438 140 9.0 o D

ICP 095 9.50 1.440 4.36 140 9.0 o Z

ICP 096 9.60 1.460 4.34 140 9.0 ° —
ICP 097 9.70 1.480 4.32 140 9.0 °
ICP 098 9.80 1,500 4.30 140 9.0 °
ICP 099 9.90 1.510 4.29 140 9.0 o
ICP 100 10.00 1,500 4.70 140 10.0 °
ICP 101 10.10 1.520 4.68 140 10.0 o
ICP 102 10.20 1,540 4,66 140 10.0 °
ICP 103 10.30 1,550 4.65 140 10.0 °
ICP 104 10.40 1.570 4.63 140 10.0 °
ICP 105 10.50 1.590 461 140 10.0 °
ICP 106 10.60 1.610 4.59 140 10.0 °
ICP 107 10.70 1.630 457 140 10.0 o
ICP 108 10.80 1.650 455 140 10.0 °
ICP 109 10.90 1.660 4.54 140 10.0 °
ICP 110 11.00 1.670 493 140 11.0 °
ICP 111 11.10 1.690 491 140 11.0 °
ICP 112 11.20 1.710 4.89 140 11.0 °
ICP 113 11.30 1.720 4.88 140 11.0 o
ICP 114 11.40 1,740 4.86 140 11.0 )
ICP 115 11.50 1.760 4.84 140 11.0 °
ICP 116 11.60 1.780 4.82 140 11.0 °
ICP 117 11.70 1.800 4.80 140 11.0 °
ICP 118 11.80 1.820 4.78 140 11.0 °
ICP 119 11.90 1.830 477 140 11.0 .
ICP 120 12,00 1.820 5.18 140 12.0 °
ICP 121 12,10 1.320 5.16 140 12,0 °
ICP 122 12.20 1.340 5.14 140 12.0 °
ICP 123 12.30 1.350 5.13 140 12.0 °
ICP 124 12.40 1.370 5.11 140 12,0 °
ICP 125 12.50 1.390 5.09 140 12.0 o
ICP 126 12.60 1.410 5.07 140 12.0 °
ICP 127 12.70 1.430 5.05 140 12.0 °
ICP 128 12.80 1.450 5.08 140 12.0 °
ICP 129 12.90 1.460 5.02 140 12.0 °
ICP 130 13.00 1.960 5.64 140 13.0 °
ICP 131 13.10 1.980 5.62 140 13.0 o
ICP 132 13.20 2.000 5.60 140 13.0 °
ICP 133 13.30 2,010 5.59 140 13.0 °
ICP 134 13.40 2.030 5.57 140 13.0 o
ICP 135 13.50 2.050 5.55 140 13.0 °
ICP 136 13.60 2,070 5.53 140 13.0 °
ICP 137 13.70 2,090 5.51 140 13.0 °
ICP 138 13.80 2.110 5.49 140 13.0 °
ICP 139 13.90 2,120 5.48 140 13.0 °
ICP 140 14,00 2.120 6.03 140 14.0 °
ICP 141 1410 2.140 6.01 140 14.0 °
ICP 142 14.20 2.160 5.99 140 14.0 °
ICP 143 14.30 2170 5.98 140 14.0 °
ICP 144 14.40 2.190 5.96 140 14.0 °
ICP 145 14.50 2.210 5.94 140 14.0 °
ICP 146 14.60 2.230 5.92 140 14.0 o
ICP 147 14,70 2.250 5.90 140 14.0 [

® The drill head has a honed cutting edge e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) » DCN R-1.5D (5)  DCN A-3D (6) ® DCN R-3D (7) * DCN A-5D (8) * DCN R-5D (9) ® DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) * DCN C-3D (13) ®* DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e MNC-5D (66) ® DCNT (M8-M24) (136) ® MNSNT (293)

Member IMC Group
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ICP (continued)
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Heads for DCN Dirills, for
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Dimensions

S
Designation DC PL LF SIG ssc e
ICP 148 14.80 2.270 5.88 140 14.0 o
ICP 149 14.90 2.280 5.87 140 14.0 (]
ICP 150 15.00 2.270 6.46 140 156.0 [
ICP 151 15.10 2.290 6.44 140 15.0 °
ICP 152 15.20 2.310 6.42 140 15.0 o
ICP 153 156.30 2.320 6.41 140 156.0 [
ICP 154 15.40 2.340 6.39 140 15.0 [
ICP 155 15,50 2,360 6.37 140 15,0 .
ICP 156 15.60 2.380 6.35 140 15.0 [
ICP 157 15.70 2.400 6.33 140 15.0 °
ICP 158 15.80 2.420 6.31 140 15.0 o
ICP 159 156.90 2.430 6.30 140 156.0 [
ICP 160 16.00 2.420 6.88 140 16.0 [
ICP 161 16.10 2.440 6.6 140 16.0 .
ICP 162 16.20 2.460 6.84 140 16.0 [
ICP 163 16.30 2.470 6.83 140 16.0 (]
ICP 164 16.40 2.490 6.81 140 16.0 o
ICP 165 16.50 2.510 6.79 140 16.0 [
ICP 166 16.60 2.530 6.77 140 16.0 [
ICP 167 16.70 2,550 6.75 140 16.0 .
ICP 168 16.80 2.570 6.73 140 16.0 °
ICP 169 16.90 2,580 6.72 140 16.0 .
ICP 170 17.00 2.590 7.31 140 17.0 o
ICP 171 17.10 2.610 7.29 140 17.0 [
ICP 172 17.20 2.630 7.27 140 17.0 °
ICP 173 17.30 2,640 7.26 140 17.0 .
ICP 174 17.40 2.660 7.24 140 17.0 °
ICP 175 17.50 2.680 7.22 140 17.0 (]
ICP 176 17.60 2.700 7.20 140 17.0 °
ICP 177 17.70 2.720 718 140 17.0 °
ICP 178 17.80 2.740 716 140 17.0 [
ICP 179 17.90 2.750 7.15 140 17.0 .
ICP 180 18.00 2.730 7.77 140 18.0 [
ICP 181 18.10 2.750 7.75 140 18.0 (]
ICP 182 18.20 2.770 7.73 140 18.0 o
ICP 183 18.30 2.780 7.72 140 18.0 °
ICP 184 18.40 2.800 7.70 140 18.0 o
ICP 185 18.50 2.820 7.68 140 18.0 .
ICP 186 18.60 2.840 7.66 140 18.0 [
ICP 187 18.70 2.860 7.64 140 18.0 .
(o] 0 :1:3 18.80 2.880 7.62 140 18.0 o
ICP 189 18.90 2.890 7.61 140 18.0 °
ICP 190 19.00 2.880 8.12 140 19.0 o
ICP 1905 19.05 2.890 8.11 140 19.0 .
ICP 191 19.10 2.900 8.10 140 19.0 [
ICP 192 19.20 2,920 8.08 140 19.0 .
ICP 1927 19.27 2.930 8.07 140 19.0 °
ICP 193 19.30 2.930 8.07 140 19.0 [
ICP 194 19.40 2,950 8.05 140 19.0 .
ICP 195 19.50 2,970 8.03 140 19.0 .
ICP 196 19.60 2.990 8.01 140 19.0 [
ICP 197 19.70 3010 7.99 140 19.0 .
ICP 198 19.80 3.030 7.97 140 19.0 [
ICP 199 19.90 3.040 7.96 140 19.0 [
ICP 200 20.00 3.020 8.58 140 20.0 [

* The drill head has a honed cutting edge e For cutting conditions see page 68-81

M) Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) « DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) * DCN R-5D (9) ® DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) » DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14)  DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e MNC-5D (66) ® DCNT (M8-M24) (136) » MNSNT (293)

ISCAR
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ICP (continued) @@% —

Exchangeable Drilling a F 1

Heads for DCN Dirills, for DC - - = SIG —

Machining ISO P Materials %

LL]

e —1

Dimensions

M

.
(=23

Designation DC PL LF SIG ssci e LL

ICP 201 2010 3.040 8.56 140 20.0 o D

ICP 202 20.20 3.060 8.54 140 20.0 o Z

ICP 203 20.30 3.070 8.53 140 20.0 o —
ICP 204 20.40 3.090 8.51 140 20.0 °
ICP 205 20.50 3.110 8.49 140 20.0 o
ICP 206 20.60 3.130 8.47 140 20.0 )
ICP 207 20.70 3.150 8.45 140 20.0 °
ICP 208 20.80 3.170 8.43 140 20.0 o
ICP 209 20.90 3.180 8.42 140 20.0 ()
ICP 210 21,00 3.180 9.00 140 21.0 °
ICP 211 21.10 3.200 8.98 140 21.0 .
ICP 212 21.20 3.220 8.96 140 21.0 °
ICP 213 21.30 3.230 8.95 140 21.0 °
ICP 214 21.40 3.250 8.93 140 21.0 o
ICP 215 21.50 3.270 8.91 140 21.0 ()
ICP 216 21,60 3.290 8.89 140 21.0 °
ICP 217 21.70 3.310 8.87 140 21.0 .
ICP 218 21.80 3.330 8.85 140 21.0 °
ICP 219 21.90 3.340 8.84 140 21.0 .
ICP 220 22,00 3.320 9.44 140 22.0 o
ICP 221 22.10 3.340 9.42 140 22.0 ()
ICP 222 22.20 3.360 9.40 140 22.0 °
ICP 223 22.30 3.370 9.39 140 22.0 o
ICP 224 22.40 3.390 9.37 140 22.0 °
ICP 225 2250 3.410 9.35 140 22.0 °
ICP 226 22.60 3.430 9.33 140 22.0 o
ICP 227 22.70 3.450 9.31 140 22.0 .
ICP 228 22.80 3.470 9.29 140 22.0 °
ICP 229 22.90 3.480 9.28 140 22.0 °
ICP 230 23.00 3.460 9.87 140 23.0 °
ICP 231 23.10 3.480 9.85 140 23.0 °
ICP 232 23.20 3.500 9.83 140 23.0 o
ICP 233 23.30 3510 9.82 140 23.0 .
ICP 234 23.40 3.530 9.80 140 23.0 °
ICP 235 23.50 3.550 9.78 140 23.0 o
ICP 236 23.60 3.570 9.76 140 23.0 °
ICP 237 23.70 3.590 9.74 140 23.0 °
ICP 238 23.80 3.610 9.72 140 23.0 o
ICP 239 23.90 3.620 9.71 140 23.0 .
ICP 240 24,00 3.620 10.28 140 240 °
ICP 241 2410 3.640 10.26 140 240 .
ICP 242 24.20 3.660 10.24 140 24.0 °
ICP 243 24.30 3.670 10.23 140 24.0 o
ICP 244 24,40 3.690 10.21 140 24,0 °
ICP 245 24.50 3.710 10.19 140 240 .
ICP 246 24,60 3.730 10.17 140 240 °
ICP 247 24,70 3.750 10.15 140 240 .
ICP 248 24.80 3.770 10.13 140 24.0 °
ICP 249 24,90 3.780 10.12 140 240 .
ICP 250 25.00 3.800 10.70 140 25.0 o
ICP 251 25.10 3.820 10.68 140 25.0 °
ICP 252 25.20 3.840 10.66 140 25.0 °
ICP 253 25.30 3.850 10.65 140 25.0 o
ICP 254 25.40 3.870 10.63 140 25.0 °
ICP 255 25.50 3.890 10.61 140 25.0 o

* The drill head has a honed cutting edge e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) * DCN R-3D (7) * DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) « DCN C-12D (14) ® DCNS-3D (15) * DCNS-5D (16) ® DCNM (17)
* MNC-5D (66) ® DCNT (M8-M24) (136) ® MNSNT (293)

Member IMC Group




wn
—
—
0
a
LLI
—J
g
LLI
a
Z

OCHAM

CHAMDRILL LINE

ICP (continued)
Exchangeable Drilling
Heads for DCN Dirills, for
Machining ISO P Materials

Designation
ICP 256
ICP 257
ICP 258
ICP 259
ICP 260
ICP 261
ICP 262
ICP 263
ICP 264
ICP 265
ICP 266
ICP 267
ICP 268
ICP 269
ICP 270
ICP 271
ICP 272
ICP 273
ICP 274
ICP 275
ICP 276
ICP 277
ICP 278
ICP 279
ICP 280
ICP 281
ICP 282
ICP 283
ICP 284
ICP 285
ICP 2858
ICP 286
ICP 287
ICP 288
ICP 289
ICP 290
ICP 291
ICP 292
ICP 293
ICP 294
ICP 295
ICP 296
ICP 297
ICP 298
ICP 299
ICP 300
ICP 301
ICP 302
ICP 303
ICP 304
ICP 305
ICP 306
ICP 307
ICP 308

e The drill head has a honed cutting edge e For cutting conditions see page 68-81

M) Seat size code

DC

Dimensions

8

DC PL LF SIG SSCH ©
25.60 3.910 10.59 140 25.0 ()
25.70 3.930 10.57 140 25.0 (]
25.80 3.950 10.55 140 25.0 o
25.90 3.960 10.54 140 25.0 °
26.00 3.950 11.12 140 26.0 [
26.10 3.970 11.10 140 26.0 °
26.20 3.990 11.08 140 26.0 (]
26.30 4,000 11.07 140 26.0 (]
26.40 4.020 11.05 140 26.0 o
26.50 4.040 11.03 140 26.0 (]
26.60 4,060 11.01 140 26.0 [
26.70 4.080 10.99 140 26.0 o
26.80 4100 10.97 140 26.0 (]
26.90 4110 10.96 140 26.0 [
27.00 4100 11.55 140 27.0 o
27.10 4120 11.58 140 27.0 (]
27.20 4140 11.51 140 27.0 )
27.30 4150 11.50 140 27.0 o
27.40 4170 11.48 140 27.0 [
27.50 4190 11.46 140 27.0 [
27.60 4.210 11.44 140 27.0 (]
27.70 4,230 11.42 140 27.0 ]
27.80 4,250 11.40 140 27.0 ()
27.90 4,260 11.39 140 27.0 L]
28.00 4,250 11.97 140 28.0 [
28.10 4,270 11.95 140 28.0 °
28.20 4.290 11.93 140 28.0 o
28.30 4,300 11.92 140 28.0 (]
28.40 4.320 11.90 140 28.0 °
28.50 4.340 11.88 140 28.0 (]
28.58 4.360 11.86 140 28.0 (]
28.60 4.360 11.86 140 28.0 [
28.70 4.380 11.84 140 28.0 L]
28.80 4.400 11.82 140 28.0 [
28.90 4.410 11.81 140 28.0 [
29.00 4.430 12.37 140 29.0 o
29.10 4.450 12.35 140 29.0 [
29.20 4.470 12.33 140 29.0 o
29.30 4.480 12.32 140 29.0 o
29.40 4,500 12.30 140 29.0 [
29.50 4,520 12.28 140 29.0 ()
29.60 4.540 12.26 140 29.0 °
29.70 4,560 12.24 140 29.0 [
29.80 4.580 12.22 140 29.0 o
29.90 4.590 12.21 140 29.0 (]
30.00 4,590 12.79 140 30.0 (]
30.10 4,610 12.77 140 30.0 ()
30.20 4.630 12.75 140 30.0 °
30.30 4,640 12.74 140 30.0 [
30.40 4.660 12.72 140 30.0 o
30.50 4.680 12.70 140 30.0 o
30.60 4,700 12.68 140 30.0 [
30.70 4,720 12.66 140 30.0 )
30.80 4,740 12.64 140 30.0 [

For tools, see pages: DON A-1.5D (4) » DCN R-1.5D (5)  DON A-3D (6) * DCN R-3D (7) » DCN A-5D (8)  DCN R-5D (9) » DCN A-8D (10) » DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) » DCN C-3D (13) » DCN C-5D (13)  DCN C-8D (14) » DCN C-12D (14)  DCNS-3D (15) » DCNS-5D (16) « DCNM (17)

o MNC-5D (66) ® DCNT (M8-M24) (136) » MNSNT (293)

ISCAR
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ICP (continued) E@% —

Exchangeable Driling ; F 1

Heads for DCN Dirills, for DC - - = SIG —_—

Machining ISO P Materials %

LL]

Dimensions —I

M

. B
(=23

Designation DC PL LF SIG sscH ] LL]

ICP 309 30.90 4750 1263 140 300 . 0O

ICP 310 31.00 4.760 13.20 140 310 . =

ICP 311 31.10 4.780 13.18 140 310 . =
ICP 312 31.20 4.800 13.16 140 31.0 °
ICP 313 3130 4810 13.15 140 310 .
ICP 314 31.40 4.830 13.13 140 31.0 o
ICP 315 3150 4.850 13.11 140 310 .
ICP 316 31.60 4870 13.00 140 310 .
ICP 317 31.70 4.890 13.07 140 31.0 o
ICP 3175 31.75 4,900 13.06 140 310 .
ICP 318 3180 4910 13.05 140 310 .
ICP 319 31.90 4,920 13.04 140 310 .
ICP 320 32.00 4.860 13.68 140 320 .
ICP 321 32.10 4,880 13.66 140 320 .
ICP 322 32.20 4.900 13.64 140 32.0 o
ICP 323 32.30 4910 13.63 140 32.0 °
ICP 324 32.40 4,930 13.61 140 320 .
ICP 325 32.50 4.950 13.59 140 32.0 o
ICP 326 32.60 4,970 13.57 140 320 .
ICP 327 32.70 4,990 13.55 140 320 .
ICP 328 32.80 5.010 13.53 140 32.0 o
ICP 329 32.90 5.020 13.52 140 32.0 o

e The drill head has a honed cutting edge e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ® DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) ® DCN C-3D (13) ®* DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14) ® DCNS-3D (15)  DCNS-5D (16) « DCNM (17)
e MNC-5D (66) ® DCNT (M8-M24) (136) ® MNSNT (293)

Member IMC Group
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ICP-2M

Exchangeable Double Margin
Driling Heads for DCN Dirills, for
Machining ISO P Materials with
High Surface Finish Results

> LFT

(B

=

Lihd

Designation

ICP 060-2M
ICP 061-2M
ICP 062-2M
ICP 064-2M
ICP 065-2M
ICP 066-2M
ICP 067-2M
ICP 068-2M
ICP 069-2M
ICP 070-2M
ICP 071-2M
ICP 073-2M
ICP 074-2M
ICP 075-2M
ICP 077-2M
ICP 078-2M
ICP 079-2M
ICP 080-2M
ICP 081-2M
ICP 082-2M
ICP 083-2M
ICP 084-2M
ICP 085-2M
ICP 086-2M
ICP 087-2M
ICP 088-2M
ICP 089-2M
ICP 090-2M
ICP 091-2M
ICP 092-2M
ICP 093-2M
ICP 094-2M
ICP 095-2M
ICP 096-2M
ICP 097-2M
ICP 098-2M
ICP 099-2M
ICP 100-2M
ICP 101-2M
ICP 102-2M
ICP 103-2M
ICP 104-2M
ICP 105-2M
ICP 106-2M
ICP 107-2M
ICP 108-2M
ICP 109-2M
ICP 110-2M
ICP 111-2M
ICP 112-2M
ICP 113-2M
ICP 114-2M
ICP 115-2M
ICP 116-2M

DC SIG
!
Dimensions

S

DC LF PL SIG ssc 2
6.00 2.91 1.090 140 6.0 °
6.10 2.89 1.110 140 6.0 °
6.20 2.87 1.130 140 6.0 o
6.40 2.84 1.160 140 6.0 o
6.50 312 1.180 140 6.5 °
6.60 3.10 1.200 140 6.5 o
6.70 3.08 1.220 140 6.5 °
6.80 3.06 1.240 140 6.5 [
6.90 3.04 1.260 140 6.5 o
7.00 3.33 1.270 140 7.0 °
7.10 3.31 1.290 140 7.0 °
7.30 3.27 1.330 140 7.0 o
7.40 3.25 1.350 140 7.0 °
7.50 3.24 1.360 140 7.0 [
7.70 3.20 1.400 140 7.0 o
7.80 3.18 1.420 140 7.0 °
7.90 3.16 1.440 140 7.0 °
8.00 3.94 1.460 140 8.0 o
8.10 3.93 1.470 140 8.0 °
8.20 3.91 1.490 140 8.0 °
8.30 3.89 1.510 140 8.0 o
8.40 3.87 1.530 140 8.0 °
8.50 3.85 1.550 140 8.0 °
8.60 3.83 1.570 140 8.0 o
8.70 3.82 1.580 140 8.0 °
8.80 3.80 1.600 140 8.0 °
8.90 3.78 1.620 140 8.0 o
9.00 416 1.640 140 9.0 °
9.10 414 1.660 140 9.0 °
9.20 413 1.670 140 9.0 o
9.30 411 1.690 140 9.0 °
9.40 4.09 1.710 140 9.0 °
9.50 407 1.730 140 9.0 o
9.60 4.05 1.750 140 9.0 °
9.70 4.03 1.770 140 9.0 o
9.80 4,02 1.780 140 9.0 o
9.90 4.00 1.800 140 9.0 °
10.00 4.38 1.820 140 10.0 [
10.10 4.36 1.840 140 10.0 (]
10.20 4.34 1.860 140 10.0 [
10.30 4.33 1.870 140 10.0 o
10.40 4.31 1.890 140 10.0 o
10.50 4.29 1.910 140 10.0 ()
10.60 427 1.930 140 10.0 [
10.70 4.25 1.950 140 10.0 o
10.80 423 1.970 140 10.0 [
10.90 4.22 1.980 140 10.0 o
11.00 4.60 2.000 140 1.0 (]
11.10 4.58 2.020 140 1.0 ()
11.20 4.56 2.040 140 1.0 ()
11.30 4.54 2.060 140 1.0 °
11.40 453 2.070 140 1.0 [
11.50 4.51 2.090 140 1.0 o
11.60 4.49 2110 140 1.0 ()

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DON A-1.5D (4) » DON R-1.5D (5) » DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8) « DCN R-5D (9) « DCN A-8D (10) » DCN R-8D (11)
e DCNR-10D (11) » DCN R-12D (12) » DCN C-3D (13)  DCN C-5D (13) ¢ DCN G-12D (14) » DCNS-3D (15) ¢ DCNS-5D (16) « DCNM (17)  DCNT (M8-M24) (136)

e MNSNT (293)

ISCAR
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ICP-2M  (continued)
Exchangeable Double Margin
Drilling Heads for DCN Dirills, for
Machining ISO P Materials with
High Surface Finish Results

DC
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Dimensions

g
Designation DC LF PL SIG sscm ]
ICP 117-2M 11.70 4.47 2130 140 1.0 ()
ICP 118-2M 11.80 4.45 2.150 140 1.0 °
ICP 119-2M 11.90 4.43 2170 140 1.0 ()
ICP 120-2M 12.00 482 2180 140 12.0 [
ICP 121-2M 1210 4.80 2.200 140 12.0 o
ICP 122-2M 12.20 4.78 2.220 140 12.0 °
ICP 123-2M 12.30 4.76 2.240 140 12.0 )
ICP 124-2M 12.40 474 2.260 140 12.0 °
ICP 125-2M 12.50 4.73 2.270 140 12.0 ()
ICP 126-2M 12.60 4.7 2.290 140 12.0 °
ICP 127-2M 12.70 4.69 2.310 140 12.0 (]
ICP 128-2M 12.80 4,67 2.330 140 12.0 °
ICP 129-2M 12.90 4.65 2.350 140 12.0 o
ICP 130-2M 13.00 523 2,370 140 13.0 o
ICP 131-2M 13.10 522 2.380 140 13.0 ()
ICP 132-2M 13.20 5.20 2.400 140 13.0 °
ICP 133-2M 13.30 5.18 2.420 140 13.0 (]
ICP 134-2M 13.40 5.16 2.440 140 13.0 °
ICP 135-2M 13,50 514 2,460 140 13.0 .
ICP 136-2M 13.60 513 2.470 140 13.0 °
ICP 137-2M 13.70 511 2.490 140 13.0 )
ICP 138-2M 13.80 5.09 2510 140 13.0 °
ICP 139-2M 13.90 5.07 2.530 140 13.0 ()
ICP 140-2M 14.00 5.60 2.550 140 14.0 °
ICP 141-2M 1410 5.58 2.570 140 14.0 o
ICP 142-2M 14.20 5.57 2.580 140 14.0 ]
ICP 143-2M 14.30 HI58) 2.600 140 14.0 ()
ICP 144-2M 14.40 5153) 2.620 140 14.0 °
ICP 145-2M 14.50 &9 2.640 140 14.0 ()
ICP 146-2M 14.60 5.49 2.660 140 14.0 °
ICP 147-2M 14.70 547 2.680 140 14.0 o
ICP 148-2M 14.80 5.46 2.690 140 14.0 o
ICP 149-2M 14.90 544 2.710 140 14.0 ()
ICP 150-2M 15.00 6.00 2.730 140 15.0 °
ICP 151-2M 15.10 5.98 2.750 140 15.0 ()
ICP 152-2M 15.20 5.96 2.770 140 16.0 °
ICP 153-2M 15.30 595 2.780 140 15.0 .
ICP 154-2M 15.40 5.93 2.800 140 15.0 °
ICP 155-2M 15.50 591 2.820 140 16.0 [
ICP 156-2M 15.60 5.89 2.840 140 15.0 o
ICP 157-2M 15.70 5.87 2.860 140 15.0 ()
ICP 158-2M 15.80 5.85 2.880 140 16.0 °
ICP 159-2M 15.90 584 2.890 140 15.0 .
ICP 160-2M 16.00 6.39 2910 140 16.0 °
ICP 161-2M 16.10 6.37 2.930 140 16.0 ()
ICP 162-2M 16.20 6.35 2,950 140 16.0 o
ICP 163-2M 16.30 6.33 2,970 140 16.0 .
ICP 165-2M 16.50 6.30 3.000 140 16.0 °
ICP 166-2M 16.60 6.28 3.020 140 16.0 .
ICP 167-2M 16.70 6.26 3.040 140 16.0 °
ICP 170-2M 17.00 6.81 3.090 140 17.0 ()
ICP 171-2M 17.10 6.79 3.110 140 17.0 o
ICP 172-2M 17.20 6.77 3.130 140 17.0 ()
ICP 174-2M 17.40 6.73 3.170 140 17.0 ]

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ® DCN R-1.5D (5) « DCN A-3D (6) * DCN R-3D (7) * DCN A-5D (8) ® DCN R-5D (9) ¢ DCN A-8D (10) ® DCN R-8D (11)

e DCN R-10D (11) « DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)
e MNSNT (293)

Member IMC Group
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ICP-2M (continued)
Exchangeable Double Margin
Driling Heads for DCN Dirills, for
Machining ISO P Materials with
High Surface Finish Results
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Designation

ICP 175-2M
ICP 177-2M
ICP 178-2M
ICP 179-2M
ICP 180-2M
ICP 181-2M
ICP 182-2M
ICP 183-2M
ICP 184-2M
ICP 185-2M
ICP 186-2M
ICP 187-2M
ICP 188-2M
ICP 189-2M
ICP 190-2M
ICP 191-2M
ICP 192-2M
ICP 1925-2M
ICP 1927-2M
ICP 193-2M
ICP 194-2M
ICP 195-2M
ICP 196-2M
ICP 197-2M
ICP 198-2M
ICP 199-2M
ICP 200-2M
ICP 201-2M
ICP 202-2M
ICP 203-2M
ICP 204-2M
ICP 206-2M
ICP 207-2M
ICP 208-2M
ICP 209-2M
ICP 210-2M
ICP 211-2M
ICP 212-2M
ICP 213-2M
ICP 214-2M
ICP 215-2M
ICP 216-2M
ICP 217-2M
ICP 218-2M
ICP 219-2M
ICP 220-2M
ICP 221-2M
ICP 222-2M
ICP 223-2M
ICP 224-2M
ICP 225-2M
ICP 226-2M
ICP 227-2M
ICP 228-2M

DC SIG
!
Dimensions

S

DC LF PL SIG ssc e
17.50 6.72 3.180 140 17.0 ]
17.70 6.68 3.220 140 17.0 (]
17.80 6.66 3.240 140 17.0 ]
17.90 6.64 3.260 140 17.0 ]
18.00 7.22 3.280 140 18.0 o
18.10 7.21 3.290 140 18.0 ]
18.20 719 3.310 140 18.0 ]
18.30 717 3.330 140 18.0 o
18.40 7.15 3.350 140 18.0 ]
18.50 713 3.370 140 18.0 ]
18.60 7.12 3.380 140 18.0 o
18.70 7.10 3.400 140 18.0 ]
18.80 7.08 3.420 140 18.0 L[]
18.90 7.06 3.440 140 18.0 o
19.00 7.54 3.460 140 19.0 ]
19.10 7.52 3.480 140 19.0 ]
19.20 7.51 3.490 140 19.0 o
19.25 7.50 3.500 140 19.0 ]
19.27 7.49 3.510 140 19.0 (]
19.30 7.49 3.510 140 19.0 o
19.40 7.47 3.530 140 19.0 ]
19.50 7.45 3.550 140 19.0 ]
19.60 7.43 3.570 140 19.0 °
19.70 7.41 3.590 140 19.0 ]
19.80 7.40 3.600 140 19.0 o
19.90 7.38 3.620 140 19.0 ()
20.00 7.96 3.640 140 20.0 ]
20.10 7.94 3.660 140 20.0 o
20.20 7.92 3.680 140 20.0 [
20.30 7.91 3.690 140 20.0 ]
20.40 7.89 3.710 140 20.0 o
20.60 7.85 3.750 140 20.0 o
20.70 7.83 3.770 140 20.0 ]
20.80 7.81 3.790 140 20.0 °
20.90 7.80 3.800 140 20.0 °
21.00 8.38 3.820 140 21.0 ]
21.10 8.36 3.840 140 21.0 o
21.20 8.34 3.860 140 21.0 o
21.30 8.32 3.880 140 21.0 ]
21.40 8.31 3.890 140 21.0 (]
21.50 8.29 3.910 140 21.0 ()
21.60 8.27 3.930 140 21.0 ]
21.70 8.25 3.950 140 21.0 (]
21.80 8.23 3.970 140 21.0 ()
21.90 8.21 3.990 140 21.0 ]
22.00 8.80 4.000 140 22.0 o
22.10 8.78 4.020 140 22.0 ()
22.20 8.76 4.040 140 22.0 ]
22.30 8.74 4.060 140 22.0 L[]
22.40 8.72 4.080 140 22.0 ]
22.50 8.71 4.090 140 22.0 ]
22.60 8.69 4110 140 22.0 L[]
22.70 8.67 4130 140 22.0 ]
22.80 8.65 4.150 140 22.0 o

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) » DCN A-3D (8) ® DCN R-3D (7) ® DCN A-5D (8) » DCN R-5D (9) » DCN A-8D (10) » DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) » DCN C-3D (13) ® DCN C-5D (13) ¢ DCN C-12D (14) » DCNS-3D (15) ¢ DCNS-5D (16) « DCNM (17) « DCNT (M8-M24) (136)

o MNSNT (293)
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Dimensions

S
Designation DC LF PL SIG SSCH S
ICP 229-2M 22.90 8.63 4170 140 22.0 (]
ICP 230-2M 23.00 9.11 4190 140 23.0 °
ICP 231-2M 23.10 9.10 4.200 140 23.0 o
ICP 232-2M 23.20 9.08 4.220 140 23.0 [
ICP 233-2M 23.30 9.06 4.240 140 23.0 °
ICP 234-2M 23.40 9.04 4.260 140 23.0 o
ICP 235-2M 23.50 9.02 4.280 140 23.0 [
ICP 236-2M 23.60 9.01 4.290 140 23.0 [
ICP 237-2M 23.70 8.99 4.310 140 23.0 o
ICP 238-2M 23.80 8.97 4.330 140 23.0 [
ICP 239-2M 23.90 8.95 4.350 140 23.0 o
ICP 240-2M 24.00 953 4370 140 2.0 .
ICP 241-2M 2410 9.51 4.390 140 24.0 [
ICP 242-2M 24.20 9.50 4.400 140 24,0 °
ICP 243-2M 24.30 9.48 4.420 140 24.0 o
ICP 245-2M 24.50 9.44 4.460 140 24,0 [
ICP 246-2M 24.60 9.42 4.480 140 24.0 (]
ICP 247-2M 24.70 9.40 4.500 140 24.0 (]
ICP 248-2M 24.80 9.39 4.510 140 24,0 [
ICP 249-2M 24.90 9.37 4.530 140 24,0 °
ICP 250-2M 25.00 9.95 4.550 140 25.0 °
ICP 251-2M 25.10 9.93 4.570 140 25.0 [
ICP 252-2M 25.20 9.91 4.590 140 25.0 o
ICP 253-2M 25.30 9.90 4.600 140 25.0 ()
ICP 254-2M 25.40 9.88 4.620 140 25.0 °
ICP 255-2M 25.50 9.86 4.640 140 25.0 °
ICP 256-2M 25.60 9.84 4.660 140 25.0 °
ICP 2567-2M 25.67 10.58 3.920 140 25.0 [
ICP 257-2M 25.70 9.82 4.680 140 25.0 o
ICP 258-2M 25.80 9.80 4.700 140 25.0 o
ICP 259-2M 25.90 9.79 4.710 140 25.0 °

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ¢ DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)

e DCN R-10D (11) * DCN R-12D (12) ® DCN C-3D (13) ® DCN C-5D (13) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)
* MNSNT (293)

Member IMC Group
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Designation DC LF PL BCH KCH SIG SSCH <] €
ICK 050 5.00 2.45 1.250 0.60 30.0 140 5.0 SK DCN 5-5.99

ICK 055 5.50 247 1.380 0.60 30.0 140 5.5 SK DON 5-5.99
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.
ICK 059 5.90 247 1.380 0.60 30.0 140 55 SK DCN 5-5.99 (]
ICK 061 6.10 248 1.520 0.72 30.0 140 6.0 (]
ICK 062 6.20 248 1.620 0.72 30.0 140 6.0 .
ICK 063 6.30 2.48 1.520 0.72 30.0 140 6.0 .
ICK 0635 6.35 248 1.520 0.72 30.0 140 6.0 (]
ICK 064 6.40 248 1.520 0.72 30.0 140 6.0 .
ICK 065 6.50 2.64 1.660 0.72 30.0 140 6I5 ]
ICK 066 6.60 2.64 1.660 0.72 30.0 140 6.5 (]
ICK 067 6.70 2.64 1.660 0.72 30.0 140 6.5 .
ICK 068 6.80 2.64 1.660 0.72 30.0 140 65 .
ICK 069 6.90 2.64 1.660 0.72 30.0 140 6.5 (]
ICK 070 7.00 3.02 1.580 0.84 30.0 140 7.0 .
ICK 071 7.10 3.02 1.580 0.84 30.0 140 7.0 .
ICK 072 7.20 3.02 1.580 0.84 30.0 140 7.0 (]
ICK 073 7.30 3.02 1.580 0.84 30.0 140 7.0 ]
ICK 074 7.40 3.02 1.580 0.84 30.0 140 7.0 ]
ICK 075 7.50 3.02 1.580 0.84 30.0 140 7.0 (]
ICK 076 7.60 3.02 1.580 0.84 30.0 140 7.0 .
ICK 078 7.80 3.02 1.580 0.84 30.0 140 7.0 .
ICK 079 7.90 3.02 1.580 0.84 30.0 140 7.0 (]
ICK 080 8.00 343 1.970 0.96 30.0 140 8.0 . .
ICK 082 8.20 343 1.970 0.96 30.0 140 8.0 ]
ICK 083 8.30 343 1.970 0.96 30.0 140 8.0 (]
ICK 084 8.40 343 1.970 0.96 30.0 140 8.0 .
ICK 085 8.50 343 1.970 0.96 30.0 140 8.0 (] (]
ICK 086 8.60 3.43 1.970 0.96 30.0 140 8.0 (]
ICK 087 8.70 343 1.970 0.96 30.0 140 8.0 .
ICK 088 8.80 343 1.970 0.96 30.0 140 8.0 .
ICK 089 8.90 343 1.970 0.96 30.0 140 8.0 .
ICK 090 9.00 3.60 2.200 1.08 30.0 140 9.0 . .
ICK 091 9.10 3.60 2.200 1.08 30.0 140 9.0 (] (]
ICK 092 9.20 3.60 2.200 1.08 30.0 140 9.0 (]
ICK 094 9.40 3.60 2.200 1.08 30.0 140 9.0 .
ICK 095 9.50 3.60 2.200 1.08 30.0 140 9.0 . .
ICK 098 9.80 3.60 2.200 1.08 30.0 140 9.0 .
ICK 099 9.90 3.60 2.200 1.08 30.0 140 9.0 .
ICK 100 10.00 3.77 2430 1.20 30.0 140 10.0 (] L]
ICK 101 10.10 3.77 2430 1.20 30.0 140 10.0 (]
ICK 102 10.20 3.77 2430 1.20 30.0 140 10.0 . .
ICK 103 10.30 3.77 2.430 1.20 30.0 140 10.0 ] .
ICK 104 10.40 3.77 2.430 1.20 30.0 140 10.0 .
ICK 105 10.50 3.77 2.430 1.20 30.0 140 10.0 . .
ICK 106 10.60 3.77 2430 1.20 30.0 140 10.0 (] L]
ICK 107 10.70 3.77 2430 1.20 30.0 140 10.0 (] (]
ICK 108 10.80 3.77 2430 1.20 30.0 140 10.0 (] .
ICK 109 10.90 3.77 2.430 1.20 30.0 140 10.0 (]
ICK 110 11.00 3.94 2,660 1.32 30.0 140 11.0 .
ICK 111 11.10 3.94 2,660 1.32 30.0 140 11.0 . .
ICK 112 11.20 394 2.660 1.32 30.0 140 11.0 .
ICK 113 11.30 3.94 2.660 1.32 30.0 140 1.0 . .
ICK 114 11.40 3.94 2,660 1.32 30.0 140 11.0 (]
ICK 115 11.50 3.94 2.660 1.32 30.0 140 11.0 (] (]
.

ICK 116 11.60 3.94 2.660 1.32 30.0 140 11.0

® The drill head is produced with a ground chamfer and a honed cutting edge e For cutting conditions see page 68-81

M) Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) * DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) * DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) ®* DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136) ®* MNSNT (293)
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Dimensions Tough <— Hard
g | g
Designation DC LF PL BCH KCH SIG ssci e e
ICK 117 11.70 3.94 2.660 1.32 30.0 140 1.0 o o
ICK 118 11.80 3.94 2.660 1.32 30.0 140 11.0 .
ICK 119 11.90 3.94 2.660 1.32 30.0 140 11.0 .
ICK 120 12.00 410 2.180 1.44 30.0 140 12.0 o o
ICK 121 12.10 410 2.200 1.44 30.0 140 12.0 .
ICK 122 12.20 410 2.220 1.44 30.0 140 12.0 .
ICK 123 12.30 410 2.240 1.44 30.0 140 12.0 L]
ICK 124 12.40 410 2.260 1.44 30.0 140 12.0 .
ICK 125 12.50 410 2270 1.44 30.0 140 12.0 . .
ICK 126 12.60 410 2.290 1.44 30.0 140 12.0 o
ICK 127 12.70 410 2.310 1.44 30.0 140 12.0 .
ICK 128 12.80 410 2.330 1.44 30.0 140 12.0 ° .
ICK 129 12.90 410 2.350 1.44 30.0 140 12.0 o
ICK 130 13.00 448 3.120 1.56 30.0 140 13.0 ° .
ICK 131 13.10 4.48 3.120 1.56 30.0 140 13.0 .
ICK 132 13.20 448 3.120 1.56 30.0 140 13.0 (] (]
ICK 133 13.30 4.48 3.120 1.56 30.0 140 13.0 .
ICK 134 13.40 448 3.120 1.56 30.0 140 13.0 .
ICK 135 13.50 4.48 3.120 1.56 30.0 140 13.0 (] o
ICK 136 13.60 448 3.120 1.56 30.0 140 13.0 . .
ICK 137 13.70 4.48 3.120 1.56 30.0 140 13.0 ° .
ICK 138 13.80 448 3.120 1.56 30.0 140 13.0 (] o
(o] @ K1) 13.90 4.48 3.120 1.56 30.0 140 13.0 .
ICK 140 14.00 479 3.360 1.68 30.0 140 14.0 . .
ICK 141 1410 479 3.360 1.68 30.0 140 14.0 (] o
ICK 142 14.20 479 3.360 1.68 30.0 140 14.0 . .
ICK 143 14.30 479 3.360 1.68 30.0 140 14.0 . .
ICK 144 14.40 479 3.360 1.68 30.0 140 14.0 o
ICK 145 14.50 479 3.360 1.68 30.0 140 14.0 ° .
ICK 146 14.60 479 3.360 1.68 30.0 140 14.0 (]
ICK 147 14.70 479 3.360 1.68 30.0 140 14.0 (] o
ICK 148 14.80 479 3.360 1.68 30.0 140 14.0 .
ICK 149 14.90 479 3.360 1.68 30.0 140 14.0 .
ICK 150 15.00 514 3.590 1.80 30.0 140 15.0 . °
ICK 151 15,10 514 3.590 1.80 30.0 140 15.0 .
ICK 152 15.20 5.14 3.590 1.80 30.0 140 15.0 (]
ICK 153 15.30 5.14 3.590 1.80 30.0 140 15.0 (] o
ICK 154 15.40 514 3.590 1.80 30.0 140 15.0 ° .
ICK 155 15.50 5.14 3.590 1.80 30.0 140 15.0 . .
ICK 156 15.60 514 3.590 1.80 30.0 140 15.0 ° .
ICK 157 156.70 514 3.590 1.80 30.0 140 15.0 . .
ICK 158 15.80 5.14 3.590 1.80 30.0 140 15.0 (] (]
ICK 159 15.90 5.14 3.590 1.80 30.0 140 15.0 (]
ICK 160 16.00 5.55 3.750 1.92 30.0 140 16.0 .
ICK 161 16.10 615 3.750 1.92 30.0 140 16.0 ]
ICK 162 16.20 5.55 3.750 1.92 30.0 140 16.0 .
ICK 163 16.30 5.55 3.750 1.92 30.0 140 16.0 .
ICK 164 16.40 BIEs 3.750 1.92 30.0 140 16.0 L] o
ICK 165 16.50 6155 3.750 1.92 30.0 140 16.0 ° o
ICK 166 16.60 5.55 3.750 1.92 30.0 140 16.0 .
ICK 167 16.70 6155 3.750 1.92 30.0 140 16.0 (]
ICK 168 16.80 5.55 3.750 1.92 30.0 140 16.0 ° .
ICK 170 17.00 584 4,060 2.04 30.0 140 17.0 ° .
ICK 171 17.10 584 4.060 2.04 30.0 140 17.0 ° .
® The drill head is produced with a ground chamfer and a honed cutting edge e For cutting conditions see page 68-81
() Seat size code
For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ®« DCN A-3D (6) ® DCN R-3D (7) * DCN A-5D (8) ® DCN R-5D (9) « DCN A-8D (10) * DCN R-8D (11)
e DCNR-10D (11) ® DCN R-12D (12)  DCN C-3D (13) ® DCN C-5D (13) » DCN C-8D (14) ¢ DCN C-12D (14) » DCNS-3D (15) ¢ DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136) ® MNSNT (293)
-—
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Dimensions Tough <— Hard

3 S
Designation DC LF PL BCH KCH SIG SSci © ©
ICK 172 17.20 5.84 4.060 2.04 30.0 140 17.0 ° °
ICK 173 17.30 5.84 4.060 2.04 30.0 140 17.0 o
ICK 174 17.40 5.84 4.060 2.04 30.0 140 17.0 °
ICK 175 17.50 5.84 4.060 2.04 30.0 140 17.0 ° °
ICK 176 17.60 5.84 4.060 2.04 30.0 140 17.0 o
ICK 177 17.70 5.84 4.060 2.04 30.0 140 17.0 °
ICK 178 17.80 5.84 4.060 2.04 30.0 140 17.0 () °
ICK 179 17.90 5.84 4.060 2.04 30.0 140 17.0 o o
ICK 180 18.00 6.21 4.290 2.16 30.0 140 18.0 [ °
ICK 181 18.10 6.21 4.290 2.16 30.0 140 18.0 ° °
ICK 182 18.20 6.21 4.290 2.16 30.0 140 18.0 o
ICK 183 18.30 6.21 4.290 2.16 30.0 140 18.0 °
ICK 184 18.40 6.21 4.290 216 30.0 140 18.0 °
ICK 185 18.50 6.21 4.290 2.16 30.0 140 18.0 ° (]
ICK 186 18.60 6.21 4.290 2.16 30.0 140 18.0 °
ICK 187 18.70 6.21 4.290 2.16 30.0 140 18.0 ° °
ICK 189 18.90 6.21 4.290 2.16 30.0 140 18.0 o
ICK 190 19.00 6.47 4.530 2.28 30.0 140 19.0 °
ICK 1905 19.05 6.47 4.530 2.28 30.0 140 19.0 ° °
ICK 191 19.10 6.47 4.530 2.28 30.0 140 19.0 o (]
ICK 192 19.20 6.47 4.530 2.28 30.0 140 19.0 °
ICK 193 19.30 6.47 4.530 2.28 30.0 140 19.0 o
ICK 194 19.40 6.47 4.530 2.28 30.0 140 19.0 ° o
ICK 195 19.50 6.47 4.530 2.28 30.0 140 19.0 () °
ICK 196 19.60 6.47 4.530 2.28 30.0 140 19.0 °
ICK 197 19.70 6.47 4.530 2.28 30.0 140 19.0 °
ICK 198 19.80 6.47 4.530 2.28 30.0 140 19.0 °
ICK 199 19.90 6.47 4.530 2.28 30.0 140 19.0 o
ICK 200 20.00 6.81 4.790 2.40 30.0 140 20.0 o o
ICK 201 20.10 6.81 4.790 2.40 30.0 140 20.0 °
ICK 204 20.40 6.81 4.790 2.40 30.0 140 20.0 °
ICK 205 20.50 6.81 4.790 2.40 30.0 140 20.0 °
ICK 206 20.60 6.81 4.790 2.40 30.0 140 20.0 °
ICK 207 20.70 6.81 4.790 2.40 30.0 140 20.0 o
ICK 208 20.80 6.81 4.790 2.40 30.0 140 20.0 o
ICK 209 20.90 6.81 4.790 2.40 30.0 140 20.0 °
ICK 210 21.00 7.20 4.980 2.52 30.0 140 21.0 ° °
ICK 211 21.10 7.20 4.980 2.52 30.0 140 21.0 o
ICK 212 21.20 7.20 4.980 2.52 30.0 140 21.0 °
ICK 213 21.30 7.20 4.980 2.52 30.0 140 21.0 o
ICK 215 21.50 7.20 4.980 2.52 30.0 140 21.0 ° (]
ICK 216 21.60 7.20 4.980 2.52 30.0 140 21.0 [
ICK 217 21.70 7.20 4.980 2.52 30.0 140 21.0 °
ICK 218 21.80 7.20 4.980 2.52 30.0 140 21.0 °
ICK 219 21.90 7.20 4.980 2.52 30.0 140 21.0 °
ICK 220 22.00 7.54 5.220 2.64 30.0 140 22.0 ° L[]
ICK 221 22.10 7.54 5.220 2.64 30.0 140 22.0 o
ICK 222 22.20 7.54 5.220 2.64 30.0 140 22.0 °
ICK 223 22.30 7.54 5.220 2.64 30.0 140 22.0 °
ICK 225 22.50 7.54 5.220 2.64 30.0 140 22.0 o
ICK 226 22.60 7.54 5.220 2.64 30.0 140 22.0 °
ICK 227 22.70 7.54 5.220 2.64 30.0 140 22.0 o
ICK 230 23.00 7.88 5.450 2.76 30.0 140 23.0 °
ICK 231 23.10 7.88 5.450 2.76 30.0 140 23.0 () ()
ICK 233 23.30 7.88 5.450 2.76 30.0 140 23.0 °

e The drill head is produced with a ground chamfer and a honed cutting edge e For cutting conditions see page 68-81

) Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) * DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14) « DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136) ®* MNSNT (293)
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Dimensions Tough <— Hard
s | 8
Designation DC LF PL BCH KCH SIG SSCH) 2 2
ICK 234 23.40 7.88 5.450 2.76 30.0 140 23.0 o
ICK 235 23.50 7.88 5.450 2.76 30.0 140 23.0 o o
ICK 236 23.60 7.88 5.450 2.76 30.0 140 23.0 o
ICK 238 23.80 7.88 5.450 2.76 30.0 140 23.0 o
ICK 239 23.90 7.88 5.450 2.76 30.0 140 23.0 o
ICK 240 24.00 8.21 5.690 2.88 30.0 140 24.0 o o
ICK 243 24.30 8.21 5.690 2.88 30.0 140 24.0 o
ICK 245 24.50 8.21 5.690 2.88 30.0 140 24.0 o
ICK 247 24.70 8.21 5.690 2.88 30.0 140 24.0 o
ICK 248 24.80 8.21 5.690 2.88 30.0 140 24.0 o
ICK 249 24.90 8.21 5.690 2.88 30.0 140 24.0 [
ICK 250 25.00 8.56 5.940 3.00 30.0 140 25.0 ° °
ICK 251 25.10 8.56 5.940 3.00 30.0 140 25.0 o
ICK 252 25.20 8.56 5.940 3.00 30.0 140 25.0 .
ICK 253 25.30 8.56 5.940 3.00 30.0 140 25.0 o
ICK 254 25.40 8.56 5.940 3.00 30.0 140 25.0 o
ICK 255 25.50 8.56 5.940 3.00 30.0 140 25.0 o
ICK 256 25.60 8.56 5.940 3.00 30.0 140 25.0 o
ICK 258 25.80 8.56 5.940 3.00 30.0 140 25.0 ° °
ICK 259 25.90 8.56 5.940 3.00 30.0 140 25.0 o
ICK 260 26.00 9.05 6.020 3.12 30.0 140 26.0 o
ICK 264 26.40 9.05 6.020 3.12 30.0 140 26.0 o
ICK 265 26.50 9.05 6.020 312 30.0 140 26.0 o
ICK 269 26.90 9.05 6.020 3.12 30.0 140 26.0 o
ICK 270 27.00 9.44 6.210 3.24 30.0 140 27.0 o
ICK 275 27.50 9.44 6.210 324 30.0 140 27.0 o
ICK 279 27.90 9.44 6.210 3.24 30.0 140 27.0 o
ICK 280 28.00 9.78 6.440 3.36 30.0 140 28.0 o
(o] @11 28.50 9.78 6.440 3.36 30.0 140 28.0 o
ICK 289 28.90 9.78 6.440 3.36 30.0 140 28.0 o
ICK 290 29.00 10.10 6.700 3.48 30.0 140 29.0 o
ICK 295 29.50 10.10 6.700 3.48 30.0 140 29.0 o
ICK 299 29.90 10.10 6.700 3.48 30.0 140 29.0 o
ICK 300 30.00 10.45 6.930 3.60 30.0 140 30.0 o
ICK 305 30.50 10.45 6.930 3.60 30.0 140 30.0 o
ICK 309 30.90 10.45 6.930 3.60 30.0 140 30.0 o
ICK 310 31.00 10.78 7.180 3.72 30.0 140 31.0 o
ICK 315 31.50 10.78 7.180 372 30.0 140 31.0 [
ICK 3175 31.75 10.78 7.180 3.72 30.0 140 31.0 o
ICK 319 31.90 10.78 7.180 3.72 30.0 140 31.0 o
ICK 320 32.00 1118 7.360 3.84 30.0 140 32.0 o
ICK 325 32.50 11.18 7.360 3.84 30.0 140 32.0 [
ICK 329 32.90 11.18 7.360 3.84 30.0 140 32.0 o
e The drill head is produced with a ground chamfer and a honed cutting edge e For cutting conditions see page 68-81
M) Seat size code
For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) * DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) ® DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14) * DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136) ® MNSNT (293)
-Hﬂ C Group
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= Drilling Heads for DCN Dirills, for bc E‘@ —

m Machining ISO K Materials with l

D High Surface Finish Results ielpile

LL]

EI Dimensions Tough «<— Hard

§ 3 S

LL Designation DC LF PL BCH KCH SIG SSc 3 3

(O N ickoeo-2m 600 248 1520 072 00 140 60 .

Z ICK 061-2M 6.10 2.48 1,520 0.72 30.0 140 6.0 .

— ICK 062-2M 6.20 248 1.520 0.72 30.0 140 6.0 o
ICK 063-2M 6.30 248 1,520 0.72 30.0 140 6.0 °
ICK 0635-2M 6.35 248 1,520 0.72 30.0 140 6.0 °
ICK 064-2M 6.40 248 1.520 0.72 30.0 140 6.0 o
ICK 065-2M 6.50 2.64 1.660 0.72 30.0 140 6.5 °
ICK 066-2M 6.60 2.64 1,660 0.72 30.0 140 65 .
ICK 067-2M 6.70 2.64 1.660 0.72 30.0 140 6.5 o
ICK 068-2M 6.80 264 1,660 0.72 30.0 140 65 .
ICK 069-2M 6.90 2.64 1,660 0.72 30.0 140 65 °
ICK 070-2M 7.00 3.02 1.580 0.84 30.0 140 7.0 o
ICK 071-2M 7.10 302 1,580 0.84 30.0 140 7.0 °
ICK 072-2M 7.20 302 1,580 0.84 30.0 140 7.0 °
ICK 073-2M 7.30 3.02 1.580 0.84 30.0 140 7.0 o
ICK 074-2M 7.40 302 1,580 0.84 30.0 140 70 .
ICK 075-2M 7.50 302 1,580 0.84 30.0 140 7.0 °
ICK 076-2M 7.60 3.02 1.580 0.84 30.0 140 7.0 o
ICK 077-2M 7.0 302 1,580 0.84 30.0 140 7.0 °
ICK 078-2M 7.80 302 1,580 0.84 30.0 140 7.0 .
ICK 079-2M 7.90 3.02 1.580 0.84 30.0 140 7.0 o
ICK 080-2M 8.00 343 1,970 0.96 30.0 140 8.0 .
ICK 081-2M 8.10 343 1.970 0.96 30.0 140 8.0 °
ICK 083-2M 8.30 343 1.970 0.96 30.0 140 8.0 o
ICK 084-2M 8.40 343 1.970 0.96 30.0 140 8.0 °
ICK 085-2M 8.50 343 1.970 0.96 30.0 140 8.0 °
ICK 086-2M 8.60 343 1.970 0.96 30.0 140 8.0 o
ICK 087-2M 8.70 343 1,970 0.96 30.0 140 8.0 °
ICK 088-2M 8.80 343 1.970 0.96 30.0 140 8.0 °
ICK 089-2M 8.90 343 1.970 0.96 30.0 140 8.0 o
ICK 090-2M 9.00 3.60 2.200 1.08 30.0 140 90 °
ICK 091-2M 9.10 3.60 2.200 1.08 30.0 140 9.0 .
ICK 093-2M 9.30 3.60 2.200 1.08 30.0 140 9.0 o
ICK 094-2M 9.40 3.60 2.200 1.08 30.0 140 90 °
ICK 095-2M 9.50 3.60 2.200 1.08 30.0 140 90 .
ICK 096-2M 9.60 3.60 2.200 1.08 30.0 140 9.0 o
ICK 097-2M 9.70 3.60 2.200 1.08 30.0 140 90 °
ICK 098-2M 9.80 3.60 2.200 1.08 30.0 140 90 .
ICK 099-2M 9.90 3.60 2.200 1.08 30.0 140 9.0 o
ICK 100-2M 10.00 377 2.430 1.20 30.0 140 100 .
ICK 101-2M 10.10 3.77 2.430 1.20 30.0 140 10.0 o o
ICK 102-2M 10.20 3.77 2.430 1.20 30.0 140 10.0 °
ICK 103-2M 10.30 377 2.430 1.20 30.0 140 100 .
ICK 104-2M 10,40 377 2.430 1.20 300 140 100 .
ICK 105-2M 10.50 3.77 2.430 1.20 30.0 140 10.0 o
ICK 106-2M 10.60 377 2.430 1.20 30.0 140 100 . .
ICK 107-2M 10.70 3.77 2.430 1.20 30.0 140 10.0 o
ICK 108-2M 10.80 3.77 2.430 1.20 30.0 140 10.0 °
ICK 109-2M 10.90 377 2.430 1.20 30.0 140 100 .
ICK 110-2M 11.00 394 2.660 132 300 140 1.0 .
ICK 111-2M 11.10 3.94 2.660 1.32 30.0 140 1.0 o
ICK 112-2M 11.20 394 2.660 132 30.0 140 1.0 .
ICK 113-2M 11.30 394 2.660 132 30.0 140 1.0 .
ICK 114-2M 11.40 3.94 2.660 1.32 30.0 140 11.0 [

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ¢ DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)

e DCN R-10D (11) ® DCN R-12D (12) « DCN C-3D (13) ® DCN C-5D (13) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)
* MNSNT (293)
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ICK-2M (continued) Tf . @@% —
Exchangeable Double Margin 1
Drilling Heads for DCN Dirills, for bc E‘@ — o
Machining ISO K Materials with l m
High Surface Finish Results el D
LL]
Dimensions Tough <— Hard EI
3 S §
Designation DC LF PL BCH KCH SIG ssc 3 3 LL]
ICK 116-2M 11.60 3.94 2.660 1.32 30.0 140 11.0 ° D
ICK 117-2M 11.70 3.94 2.660 1.32 30.0 140 11.0 o Z
ICK 118-2M 11.80 394 2.660 132 30.0 140 1.0 . —
ICK 119-2M 11.90 394 2.660 132 30.0 140 1.0 .
ICK 120-2M 12.00 410 2180 1.44 30.0 140 120 .
ICK 121-2M 12.10 410 2.200 1.44 300 140 120 .
ICK 122-2M 12.20 410 2.220 1.44 30.0 140 120 .
ICK 123-2M 12.30 410 2.240 1.44 30.0 140 120 .
ICK 124-2M 12.40 410 2.260 1.44 30.0 140 120 .
ICK 125-2M 12.50 410 2.270 1.44 30.0 140 120 .
ICK 126-2M 12.60 410 2290 1.44 30.0 140 120 .
ICK 127-2M 12.70 410 2310 1.44 300 140 120 .
ICK 128-2M 12.80 410 2.330 1.44 30.0 140 120 .
ICK 131-2M 13.10 4.48 3.120 1.56 30.0 140 13.0 o
ICK 132-2M 13.20 4.48 3120 1,56 30.0 140 130 .
ICK 133-2M 13.30 4.48 3120 156 30.0 140 13.0 .
ICK 134-2M 13.40 4.48 3.120 1.56 30.0 140 13.0 o
ICK 135-2M 13.50 4.48 3120 1,56 30.0 140 13.0 ° °
ICK 136-2M 13.60 4.48 3120 1,56 30.0 140 130 .
ICK 137-2M 13.70 4.48 3.120 1.56 30.0 140 13.0 o
ICK 138-2M 13.80 4.48 3120 1.56 30.0 140 130 .
ICK 139-2M 1390 448 3120 156 30.0 140 130 .
ICK 140-2M 14.00 479 3.360 1.68 30.0 140 14.0 o
ICK 141-2M 14.10 479 3.360 1,68 30.0 140 14.0 ° .
ICK 142-2M 14.20 479 3.360 1.68 30.0 140 14.0 [
ICK 144-2M 14.40 479 3.360 1.68 30.0 140 14.0 o
ICK 145-2M 14.50 479 3.360 1,68 30.0 140 14.0 .
ICK 146-2M 14.60 479 3.360 168 30.0 140 14.0 .
ICK 147-2M 14.70 479 3.360 1.68 30.0 140 14.0 o
ICK 148-2M 14.80 479 3.360 1,68 30.0 140 14.0 .
ICK 149-2M 14.90 479 3.360 1.68 30.0 140 14.0 [
ICK 150-2M 15.00 5.14 3.590 1.80 30.0 140 15.0 o
ICK 151-2M 15.10 5.14 3590 1.80 30.0 140 15.0 .
ICK 152-2M 15.20 5.14 3590 1.80 300 140 15.0 ° °
ICK 153-2M 15.30 5.14 3.590 1.80 30.0 140 15.0 °
ICK 154-2M 15.40 5.14 3590 1.80 30.0 140 15.0 .
ICK 155-2M 15.50 5.14 3.590 1.80 30.0 140 15.0 o
ICK 156-2M 15.60 5.14 3.590 1.80 30.0 140 15.0 [
ICK 159-2M 15.90 5.14 3590 1.80 30.0 140 15.0 .
ICK 160-2M 16.00 5.55 3.750 192 300 140 16.0 ° .
ICK 161-2M 16.10 5155) 3.750 1.92 30.0 140 16.0 ° °
ICK 162-2M 16.20 555 3.750 192 30.0 140 16.0 .
ICK 163-2M 16.30 5165 3.750 1.92 30.0 140 16.0 [
ICK 164-2M 16.40 6155 3.750 1.92 30.0 140 16.0 o
ICK 165-2M 16.50 555 3.750 192 30.0 140 16.0 .
ICK 166-2M 16.60 5165 3.750 1.92 30.0 140 16.0 [
ICK 167-2M 16.70 5.55 3.750 192 30.0 140 16.0 ° .
ICK 168-2M 16.80 555 3.750 192 30.0 140 16.0 .
ICK 169-2M 16.90 5165 3.750 1.92 30.0 140 16.0 [
ICK 170-2M 17.00 5.84 4,060 2.04 300 140 17.0 . .
ICK 171-2M 17.10 584 4,060 204 30.0 140 17.0 .
ICK 172-2M 17.20 5.84 4.060 2.04 30.0 140 17.0 o
ICK 173-2M 17.30 5.84 4.060 2.04 30.0 140 17.0 °
ICK 174-2M 17.40 5.84 4,060 2.04 300 140 17.0 .

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ¢ DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)

e DCN R-10D (11) * DCN R-12D (12) ® DCN C-3D (13) * DCN C-5D (13) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)
o MNSNT (293)

Member IMC Group
o=
L 4 11 ]
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ICK-2M (continued)
Exchangeable Double Margin
Drilling Heads for DCN Dirills, for
Machining ISO K Materials with
High Surface Finish Results
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Dimensions Tough «<— Hard
S S
Designation DC LF pL BCH KCH SIG SSCH) 3 3
ICK 175-2M 17.50 584 4060 2.04 300 140 170 o .
ICK 176-2M 17.60 584 4060 2.04 300 140 170 .
ICK 178-2M 17.80 5.84 4.060 2.04 30.0 140 17.0 ]
ICK 179-2M 17.90 5.84 4.060 2.04 30.0 140 17.0 ]
ICK 180-2M 18.00 6.21 4.290 2.16 30.0 140 18.0 L]
ICK 181-2M 18.10 6.21 4.290 2.16 30.0 140 18.0 ]
ICK 183-2M 18.30 6.21 4.290 2.16 30.0 140 18.0 ]
ICK 184-2M 18.40 6.21 4.290 2.16 30.0 140 18.0 L]
ICK 185-2M 18.50 6.21 4.290 2.16 30.0 140 18.0 ]
ICK 186-2M 18.60 6.21 4.290 2.16 30.0 140 18.0 ]
ICK 187-2M 18.70 6.21 4.290 2.16 30.0 140 18.0 ]
ICK 188-2M 18.80 6.21 4.290 2.16 30.0 140 18.0 ]
ICK 189-2M 18.90 6.21 4.290 2.16 30.0 140 18.0 ]
ICK 190-2M 19.00 6.47 4530 2.8 300 140 190 o
ICK 191-2M 19.10 6.47 4.530 2.28 30.0 140 19.0 ] °
ICK 192-2M 19.20 6.47 4.530 2.28 30.0 140 19.0 °
ICK 193-2M 19.30 647 4530 2.8 300 140 190 o
ICK 195-2M 19.50 6.47 4.530 2.28 30.0 140 19.0 ]
ICK 196-2M 19.60 6.47 4.530 2.28 30.0 140 19.0 ]
ICK 197-2M 19.70 6.47 4530 2.8 300 140 190 o
ICK 198-2M 19.80 6.47 4.530 2.28 30.0 140 19.0 ]
ICK 199-2M 19.90 6.47 4.530 2.28 30.0 140 19.0 [
ICK 200-2M 2000 681 4790 2.40 300 140 200 o
ICK 201-2M 20.10 6.81 4.790 2.40 30.0 140 20.0 ]
ICK 202-2M 2020 681 479 2.40 300 140 200 .
ICK 203-2M 2030 681 4790 2.40 300 140 200 o
ICK 204-2M 20.40 6.81 4.790 2.40 30.0 140 20.0 ]
ICK 205-2M 20.50 6.81 4.790 2.40 30.0 140 20.0 [
ICK 206-2M 2060 681 4790 2.40 300 140 200 o
ICK 207-2M 20.70 6.81 4.790 2.40 30.0 140 20.0 ]
ICK 208-2M 2080 681 4790 2.40 300 140 200 o
ICK 209-2M 2090 681 4790 2.40 300 140 200 o
ICK 210-2M 21.00 7.20 4.980 2.52 30.0 140 21.0 ]
ICK 211-2M 21.10 7.20 4.980 2.52 30.0 140 21.0 [
ICK 212-2M 2120 720 4980 250 300 140 210 o
ICK 213-2M 21.30 7.20 4.980 2.52 30.0 140 21.0 ]
ICK 214-2M 2140 720 4980 250 300 140 210 o
ICK 215-2M 21.50 7.20 4.980 2.52 30.0 140 21.0 L]
ICK 216-2M 21.60 7.20 4.980 2.52 30.0 140 21.0 ]
ICK 217-2M 21.70 7.20 4.980 2.52 30.0 140 21.0 °
ICK 218-2M 2180 720 4980 250 300 140 210 o
ICK 219-2M 21.90 7.20 4.980 2.52 30.0 140 21.0 ]
ICK 220-2M 2200 754 5200 264 300 140 220 o
ICK 221-2M 22.10 7.54 5.220 2.64 30.0 140 22.0 ]
ICK 222-2M 22.20 7.54 5.220 2.64 30.0 140 22.0 ]
ICK 223-2M 22.30 7.54 5.220 2.64 30.0 140 22.0 L]
ICK 224-2M 22.40 754 5220 264 300 140 220 o .
ICK 225-2M 22.50 7.54 5.220 2.64 30.0 140 22.0 ]
ICK 226-2M 22.60 7.54 5.220 2.64 30.0 140 22.0 L]
ICK 227-2M 22.70 7.54 5.220 2.64 30.0 140 22.0 °
ICK 228-2M 22.80 7.54 5.220 2.64 30.0 140 22.0 ]
ICK 229-2M 22.90 7.54 5.220 2.64 30.0 140 22.0 L]
ICK 230-2M 23.00 788 5.450 276 300 140 230 o
ICK 231-2M 2310 788 5.450 276 300 140 230 o

¢ Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ® DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)

e DCN R-10D (11) « DCN R-12D (12) ® DCN C-3D (13) ® DCN C-5D (13) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)
¢ MNSNT (293)

ISCAR
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ICK-2M (continued)
Exchangeable Double Margin
Drilling Heads for DCN Dirills, for
Machining ISO K Materials with
High Surface Finish Results
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Dimensions Tough «<— Hard
S S
Designation DC LF PL BCH KCH SIG ssc 3 3
ICK 232-2M 23.20 7.88 5.450 2.76 30.0 140 23.0 .
ICK 233-2M 23.30 7.88 5.450 2.76 30.0 140 23.0 (]
ICK 234-2M 23.40 7.88 5.450 2.76 30.0 140 23.0 .
ICK 235-2M 23.50 7.88 5.450 2.76 30.0 140 23.0 .
ICK 236-2M 23.60 7.88 5.450 2.76 30.0 140 23.0 (]
ICK 237-2M 23.70 7.88 5.450 2.76 30.0 140 23.0 .
ICK 238-2M 23.80 7.88 5.450 2.76 30.0 140 23.0 .
ICK 239-2M 23.90 7.88 5.450 2.76 30.0 140 23.0 (]
ICK 240-2M 24.00 8.21 5.690 2.88 30.0 140 24.0 (]
ICK 241-2M 24.10 8.21 5.690 2.88 30.0 140 24.0 .
ICK 242-2M 24.20 8.21 5.690 2.88 30.0 140 24.0 o
ICK 243-2M 24.30 8.21 5.690 2.88 30.0 140 24.0 .
ICK 244-2M 24.40 8.21 5.690 2.88 30.0 140 24.0 .
ICK 245-2M 24.50 8.21 5.690 2.88 30.0 140 24.0 o
ICK 246-2M 24.60 8.21 5.690 2.88 30.0 140 24.0 .
ICK 247-2M 24.70 8.21 5.690 2.88 30.0 140 24.0 .
ICK 249-2M 24.90 8.21 5.690 2.88 30.0 140 24.0 o
ICK 250-2M 25.00 8.56 5.940 3.00 30.0 140 25.0 .
ICK 251-2M 25.10 8.56 5.940 3.00 30.0 140 25.0 .
ICK 252-2M 25.20 8.56 5.940 3.00 30.0 140 25.0 (]
ICK 253-2M 25.30 8.56 5.940 3.00 30.0 140 25.0 .
ICK 254-2M 25.40 8.56 5.940 3.00 30.0 140 25.0 .
ICK 255-2M 25.50 8.56 5.940 3.00 30.0 140 25.0 (]
ICK 256-2M 25.60 8.56 5.940 3.00 30.0 140 25.0 .
ICK 257-2M 25.70 8.56 5.940 3.00 30.0 140 25.0 (]
ICK 258-2M 25.80 8.56 5.940 3.00 30.0 140 25.0 .
ICK 259-2M 25.90 8.56 5.940 3.00 30.0 140 25.0 o
¢ Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81
() Seat size code
For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) « DCN A-3D (6) ® DCN R-3D (7) * DCN A-5D (8) « DCN R-5D (9) « DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) ¢ DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)
* MNSNT (293)
-—
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SUMOCHAM

CHAMDRILL LINE

ICM

Exchangeable Driling Heads
for DCN Drrills, for Machining
ISO M and ISO S Materials

Tf

DC

L

. PL
LF T
~

SIG
e

Likd

Designation

ICM 050
ICM 051
ICM 052
ICM 053
ICM 054
ICM 055
ICM 056
ICM 057
ICM 058
ICM 059
ICM 060
ICM 061
ICM 062
ICM 063
ICM 0635
ICM 064
ICM 065
ICM 066
ICM 067
ICM 068
ICM 069
ICM 070
ICM 071
ICM 072
ICM 073
ICM 074
ICM 075
ICM 076
ICM 077
ICM 078
ICM 079
ICM 080
ICM 081
ICM 082
ICM 083
ICM 084
ICM 085
ICM 086
ICM 087
ICM 088
ICM 089
ICM 090
ICM 091
ICM 092
ICM 093
ICM 094
ICM 095
ICM 096
ICM 097
ICM 098
ICM 099
ICM 100
ICM 101

Dimensions Tough «<— Hard

g =3 S

DG PL LF SIG SSCH) 3 8

5.00 0.700 3.00 140 5.0 SK DCN 5-5.99 o

5.10 0.720 2.98 140 5.0 SK DON 5-5.99 [}

5.20 0.740 2.96 140 50 SK DON 5-5.99 o

5.30 0.750 2.95 140 5.0 SK DCN 5-5.99 o

5.40 0.770 2.93 140 5.0 SK DCN 5-5.99 o

5.50 0.900 2.95 140 615) SK DON 5-5.99 o

5.60 0.920 2.93 140 615) SK DON 5-5.99 o

5.70 0.940 2.91 140 515 SK DCN 5-5.99 o

5.80 0.960 2.89 140 515 SK DCN 5-5.99 o

5.90 0.970 2.88 140 515 SK DCN 5-5.99 o

6.00 0.960 3.04 140 6.0 °

6.10 0.980 3.02 140 6.0 (]

6.20 1.000 3.00 140 6.0 o

6.30 1.010 2.99 140 6.0 o

6.35 1.020 2.98 140 6.0 °

6.40 1.030 2.97 140 6.0 o

6.50 1.270 3.03 140 6.5 °

6.60 1.290 3.01 140 6.5 o

6.70 1.310 2.99 140 6.5 °

6.80 1.330 297 140 6.5 o

6.90 1.340 2.96 140 6.5 °

7.00 1.010 3.59 140 7.0 °

7.10 1.030 3.57 140 7.0 o

7.20 1.050 BI55) 140 7.0 °

7.30 1.060 3.54 140 7.0 o

7.40 1.080 3.52 140 7.0 [}

7.50 1.100 3.24 140 7.0 o o

7.60 1.120 3.48 140 7.0 °

7.70 1.140 3.46 140 7.0 L]

7.80 1.160 3.44 140 7.0 °

7.90 1.170 343 140 7.0 °

8.00 1.200 3.94 140 8.0 o o

8.10 1.220 418 140 8.0 °

8.20 1.240 4.16 140 8.0 o

8.30 1.250 415 140 8.0 °

8.40 1.270 413 140 8.0 °

8.50 1.290 3.85 140 8.0 ° °

8.60 1.310 4,09 140 8.0 °

8.70 1.330 3.82 140 8.0 ° °

8.80 1.350 4,05 140 8.0 °

8.90 1.360 4.04 140 8.0 o

9.00 1.360 4.16 140 9.0 ° °

9.10 1.380 414 140 9.0 o (]

9.20 1.400 4.40 140 9.0 °

9.30 1.410 4.39 140 9.0 o

9.40 1.430 437 140 9.0 ° °

9.50 1.450 4,07 140 9.0 ° °

9.60 1.470 433 140 9.0 o

9.70 1.490 4,03 140 9.0 ° °

9.80 1.510 4.29 140 9.0 o

9.90 1.520 4,00 140 9.0 o o

10.00 1.500 4.38 140 10.0 o .

10.10 1.520 4.68 140 10.0 [

* The drill head features a T-land on the cutting edge e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DON A-1.5D (4) » DON R-1.5D (5) » DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8) » DCN R-5D (9) « DCN A-8D (10) » DCN R-8D (11)
o DCN R-10D (11) » DCN R-12D (12) » DCN C-3D (13)  DCN C-5D (13) « DCN C-8D (14) » DCN C-12D (14) « DCNS-3D (15) » DCNS-5D (16) » DCNM (17)

o DCNT (M8-M24) (136)

ISCAR




OCHAM

CHAMDRILL LINE

ICM (continued)
Exchangeable Drilling Heads
for DCN Dirills, for Machining
ISO M and ISO S Materials
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Dimensions Tough <— Hard

= S
Designation DC PL LF SIG ssc 3 3
ICM 102 10.20 1.540 4.66 140 10.0 (] (]
ICM 103 10.30 1550 465 140 100 . .
ICM 104 10.40 1.570 4.31 140 10.0 [ )
ICM 105 1050 159 429 140 100 . .
ICM 106 10.60 1.610 4.27 140 10.0 ] [}
ICM 107 10.70 1.630 4.25 140 10.0 ° 3
ICM 108 10.80 1.650 4.55 140 10.0 (]
ICM 109 10.90 1.660 4.54 140 10.0 ()
ICM 110 11.00 1.660 4.94 140 1.0 (] (]
ICM 111 11.10 1.680 4.58 140 11.0 () 3
ICM 112 11.20 1.700 4.56 140 1.0 (] °
ICM 113 11.30 1.710 4.89 140 11.0 [
ICM 114 11.40 1.730 4.87 140 1.0 °
ICM 115 11.50 1.750 4.51 140 1.0 ° °
ICM 116 11.60 1.770 4.83 140 1.0 °
ICM 117 11.70 1.790 4.81 140 1.0 (]
ICM 118 11.80 1.810 4.45 140 1.0 [ )
ICM 119 11.90 1.820 4.43 140 1.0 (] ]
ICM 120 12.00 1.810 4.82 140 12.0 [ )
ICM 121 12.10 1.830 517 140 12.0 (]
ICM 122 12.20 1.850 5.15 140 12.0 [
ICM 123 12.30 1.860 4.76 140 12.0 (] L[]
ICM 124 12.40 1.880 4.74 140 12.0 ° L[]
ICM 125 12.50 1.900 4.73 140 12.0 () 3
ICM 126 12.60 1.920 5.08 140 12.0 (]
ICM 127 12.70 1.940 4.69 140 12.0 (] °
ICM 128 12.80 1.960 5.04 140 120 .
ICM 129 12.90 1.970 4.65 140 12.0 [ °
ICM 130 13.00 1.950 5.23 140 13.0 ° °
ICM 131 13.10 1.970 5.22 140 13.0 [ °
ICM 132 13.20 1.990 5.61 140 13.0 [
ICM 133 13.30 2,000 5.60 140 13.0 .
ICM 134 13.40 2.020 5.58 140 13.0 ()
ICM 135 13.50 2.040 514 140 13.0 (] L[]
ICM 136 13.60 2.060 513 140 13.0 [ °
ICM 137 1370 2,080 552 140 130 .
ICM 138 13.80 2.100 5.50 140 13.0 [
ICM 139 13.90 2410 5.49 140 130 .
ICM 140 14.00 2110 5.60 140 14.0 ° )
ICM 141 14.10 2.130 6.02 140 14.0 °
ICM 142 14.20 2.150 5.57 140 14.0 L[] L[]
ICM 143 14.30 2.160 6165} 140 14.0 () 3
ICM 144 14.40 2.180 597 140 14.0 (]
ICM 145 14.50 2.200 616 140 14.0 () °
ICM 146 14.60 2.220 5.93 140 14.0 (]
ICM 147 14.70 2.240 5.91 140 14.0 (] o
ICM 148 14.80 2.260 5.89 140 14.0 °
ICM 149 14.90 2270 588 140 140 .
ICM 150 15.00 2.260 6.00 140 15.0 [ °
ICM 151 156.10 2.280 6.45 140 15.0 (]
ICM 152 156.20 2.300 6.43 140 15.0 [
ICM 153 16.30 2.310 6.42 140 15.0 (]
ICM 154 16.40 2.330 6.40 140 15.0 [
ICM 155 16.50 2.350 5.91 140 15.0 ° °

¢ The drill head features a T-land on the cutting edge e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) * DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) * DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) ® DCN R-12D (12) ® DCN C-3D (13) * DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14) « DCNS-3D (15) * DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136)

Member IMC Group
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Dimensions Tough <— Hard
= S
Designation DC PL LF SIG ssc 3 3
RS 15,60 2,370 6.36 140 150 .
ICM 157 15.70 2.390 5.87 140 15.0 (] L]
ICM 158 15.80 2.410 6.32 140 15.0 [
ICM 159 15.90 2420 5.84 140 15.0 .
ICM 160 16.00 2.420 6.39 140 16.0 [
ICM 1605 16.05 2.430 6.87 140 16.0 °
ICM 161 16.10 2.440 6.86 140 16.0 (]
ICM 162 16.20 2.460 6.84 140 16.0 ()
ICM 163 16.30 2470 683 140 16.0 .
ICM 164 16.40 2.490 6.32 140 16.0 () o
ICM 165 16,50 2510 6.30 140 16.0 . .
ICM 166 16.60 2.530 6.77 140 16.0 [
ICM 167 16.70 2.550 6.26 140 16.0 ° °
ICM 168 16.80 2570 673 140 160 .
ICM 169 16.90 2.580 6.72 140 16.0 ()
ICM 170 17.00 2.570 6.81 140 17.0 (] L[]
ICM 171 17.10 2.590 6.79 140 17.0 [ )
ICM 172 17.20 2.610 7.29 140 17.0 (]
ICM 173 17.30 2.620 7.28 140 17.0 [
ICM 174 17.40 2.640 7.26 140 17.0 (]
ICM 175 17.50 2.660 6.72 140 17.0 [ °
ICM 176 17.60 2.680 7.22 140 17.0 °
ICM 177 17.70 2.700 7.20 140 17.0 °
ICM 178 17.80 2.720 718 140 17.0 ()
ICM 179 17.90 2.730 6.64 140 17.0 (] (]
ICM 180 18.00 2.720 7.22 140 18.0 () o
ICM 182 18.20 2.760 7.74 140 18.0 (]
ICM 183 18.30 2.770 7.73 140 18.0 ()
ICM 184 18.40 2.790 7.7 140 18.0 °
ICM 185 1850 2810 7.69 140 180 . .
ICM 186 18.60 2.830 7.67 140 18.0 [
ICM 187 18.70 2850 7.65 140 180 .
ICM 188 18.80 2.870 7.63 140 18.0 [
ICM 189 18.90 2880 762 140 180 .
ICM 190 19.00 2.870 7.54 140 19.0 ° )
ICM 1905 19.05 2880 812 140 19.0 . .
ICM 191 19.10 2.890 8.11 140 19.0 [
ICM 192 19.20 2910 809 140 19.0 .
ICM 1925 19.256 2.920 8.08 140 19.0 [
ICM 1927 19.27 2.920 8.08 140 19.0 °
ICM 193 19.30 2,920 808 140 19.0 .
ICM 194 19.40 2.940 8.06 140 19.0 ()
ICM 195 19,50 2,960 804 140 19.0 .
ICM 196 19.60 2.980 8.02 140 19.0 ()
ICM 197 19.70 3.000 7.41 140 19.0 (] °
ICM 198 19.80 3.020 7.98 140 19.0 (]
ICM 199 19.90 3.030 7.97 140 19.0 °
ICM 200 2000 3020 7.96 140 200 . .
ICM 201 20.10 3.040 8.56 140 20.0 [
ICM 202 2020 3060 854 140 200 .
ICM 203 20.30 3.070 8.53 140 20.0 [
ICM 204 2040 3090 851 140 200 .
ICM 205 20.50 3.110 7.87 140 20.0 (] °

* The drill head features a T-land on the cutting edge e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ® DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) « DCN C-3D (13) ® DCN C-5D (13) * DCN C-8D (14) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136)
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Designation DC PL LF SIG ssc 3

ICM 206 20.60 3.130 8.47 140 20.0

ICM 207 20.70 3.150 8.45 140 20.0

ICM 208 20.80 3.170 8.43 140 20.0

ICM 209 20.90 3.180 8.42 140 20.0

ICM 210 21.00 3.200 8.38 140 21.0 o

ICM 211 21.10 3.220 8.96 140 21.0

ICM 212 21.20 3.240 8.94 140 21.0

ICM 213 21.30 3.250 8.93 140 21.0

ICM 214 21.40 3.270 9.91 140 21.0

ICM 215 21.50 3.290 9.89 140 21.0

ICM 216 21.60 3.310 8.87 140 21.0

ICM 217 21.70 3.330 8.85 140 21.0

ICM 218 21.80 3.350 8.83 140 21.0

ICM 219 21.90 3.360 8.82 140 21.0

ICM 220 22.00 3.350 8.80 140 22.0 (]

ICM 221 2210 3.370 9.39 140 22.0
ICM 222 22.20 3.390 9.37 140 22.0
ICM 223 22.30 3.400 9.36 140 22.0
ICM 224 22.40 3.420 9.34 140 22.0
ICM 225 22.50 3.440 9.32 140 22.0
ICM 226 22.60 3.460 9.30 140 22.0
ICM 227 22.70 3.480 9.28 140 22.0
ICM 228 22.80 3.500 9.26 140 22.0
ICM 229 22.90 3510 9.25 140 22.0
ICM 230 23.00 3510 9.82 140 23.0
ICM 232 23.20 3.550 9.78 140 23.0
ICM 233 23.30 3.560 97T 140 23.0
ICM 234 23.40 3.580 9.75 140 23.0
ICM 235 23.50 3.600 9.73 140 23.0
ICM 237 23.70 3.640 9.69 140 23.0
ICM 238 23.80 3.660 9.67 140 23.0
ICM 239 23.90 3.670 9.66 140 23.0
ICM 240 24.00 3.640 10.26 140 24.0
ICM 241 2410 3.660 10.24 140 24.0
ICM 242 24.20 3.680 10.22 140 24.0
ICM 243 24.30 3.690 10.21 140 24.0
ICM 244 24.40 3.710 10.19 140 24.0
ICM 245 24.50 3.730 10.17 140 24.0
ICM 246 24.60 3.750 10.15 140 24.0
ICM 247 24,70 3.770 10.13 140 24.0
ICM 248 24.80 3.790 10.11 140 24.0
ICM 249 24.90 3.800 10.10 140 24.0
ICM 250 25.00 3.840 10.66 140 25.0
ICM 251 25.10 3.860 10.64 140 25.0
ICM 252 25.20 3.880 10.62 140 25.0
ICM 253 25.30 3.890 10.61 140 25.0
ICM 254 25.40 3.910 10.59 140 25.0
ICM 255 25.50 3.930 10.57 140 25.0
ICM 256 25.60 3.950 10.55 140 25.0
ICM 2565 25.65 3.960 10.54 140 25.0
ICM 2567 25.67 3.960 10.54 140 25.0
ICM 257 25.70 3.970 10.53 140 25.0
ICM 258 25.80 3.990 10.51 140 256.0
ICM 259 25.90 4.000 10.50 140 25.0

® © 0 0 00 00 000 00 0 0 0 0 0 00 00 00 0 00 00000 0000000060000 00 0 0 0 0 0 0 0 o ||CIs

® The drill head features a T-land on the cutting edge e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) « DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) * DCN R-5D (9) * DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11)  DCN R-12D (12) ® DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14)  DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136)

Member IMC Group
o=
L 4 11 ]
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ICM (continued)
Exchangeable Drilling Heads
for DCN Dirills, for Machining
ISO M and ISO S Materials
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Designation

ICM 260
ICM 261
ICM 262
ICM 263
ICM 264
ICM 265
ICM 266
ICM 267
ICM 268
ICM 269
ICM 270
ICM 271
ICM 272
ICM 273
ICM 274
ICM 275
ICM 276
ICM 277
ICM 278
ICM 279
ICM 280
ICM 281
ICM 282
ICM 283
ICM 284
ICM 285
ICM 286
ICM 287
ICM 288
ICM 289
ICM 290
ICM 291
ICM 292
ICM 293
ICM 294
ICM 295
ICM 296
ICM 297
ICM 298
ICM 300
ICM 301
ICM 302
ICM 303
ICM 304
ICM 305
ICM 306
ICM 307
ICM 308
ICM 309
ICM 310
ICM 311
ICM 312
ICM 315
ICM 317

Dimensions Tough «<— Hard
S S
DC PL LF siG ssci 3 3
26.00 3.970 11.10 140 26.0 °
26.10 3.990 11.08 140 26.0 [
26.20 4.010 11.06 140 26.0 [
26.30 4.020 11.05 140 26.0 °
26.40 4.040 11.03 140 26.0 [
26.50 4.060 11.01 140 26.0 °
26.60 4.080 10.99 140 26.0 o
26.70 4100 10.97 140 26.0 o
26.80 4120 10.95 140 26.0 °
26.90 4.130 10.94 140 26.0 o
27.00 4130 11.52 140 27.0 °
2710 4.150 11.50 140 27.0 o
27.20 4170 11.48 140 27.0 °
27.30 4.180 11.47 140 27.0 o
27.40 4.200 11.45 140 27.0 °
27.50 4.220 11.43 140 27.0 °
27.60 4.240 11.41 140 27.0 °
27.70 4.260 11.39 140 27.0 °
27.80 4.280 11.37 140 27.0 [
27.90 4.290 11.36 140 27.0 °
28.00 4.280 11.94 140 28.0 [
28.10 4.300 11.92 140 28.0 °
28.20 4.320 11.90 140 28.0 o
28.30 4.330 11.89 140 28.0 °
28.40 4.350 11.87 140 28.0 °
28.50 4.370 11.85 140 28.0 o
28.60 4.390 11.83 140 28.0 [
28.70 4.410 11.81 140 28.0 [
28.80 4.430 11.79 140 28.0 °
28.90 4.440 11.78 140 28.0 o
29.00 4.460 12.34 140 29.0 °
29.10 4.480 12.32 140 29.0 °
29.20 4500 12.30 140 29.0 °
29.30 4510 12.29 140 29.0 °
29.40 4530 12.27 140 29.0 °
29.50 4.550 12.25 140 29.0 °
29.60 4.570 12.23 140 29.0 [
29.70 4.590 12.21 140 29.0 [
29.80 4.610 12.19 140 29.0 [
30.00 4.610 12,77 140 30.0 °
30.10 4.630 12.75 140 30.0 o
30.20 4.650 12.73 140 30.0 o
30.30 4.660 12.72 140 30.0 °
30.40 4.680 12.70 140 30.0 o
30.50 4.700 12.68 140 30.0 °
30.60 4.720 12.66 140 30.0 o
30.70 4.740 12.64 140 30.0 °
30.80 4.760 12.62 140 30.0 [
30.90 4.770 12.61 140 30.0 °
31.00 4.790 1317 140 31.0 °
31.10 4.810 13.15 140 31.0 °
31.20 4.830 13.13 140 31.0 °
31.50 4.880 13.08 140 31.0 o
31.70 4.920 13.04 140 31.0 o

* The drill head features a T-land on the cutting edge e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) » DCN R-1.5D (5) « DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8) * DCN R-5D (9)  DCN A-8D (10) » DCN R-8D (11)
o DCN R-10D (11) » DCN R-12D (12) » DCN C-3D (13) » DCN C-5D (13) « DCN G-8D (14) » DON C-12D (14) « DCNS-3D (15) » DCNS-5D (16) ¢ DCNM (17)

o DCNT (M8-M24) (136)

ISCAR
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Dimensions Tough «<— Hard
3 S
Designation DC PL LF siG ssct) 3 3
ICM 3175 31.75 4.930 13.03 140 31.0 °
ICM 318 31.80 4.940 13.02 140 31.0 o
ICM 319 31.90 4.950 13.01 140 31.0 o
ICM 320 32.00 4.890 13.65 140 32.0 .
ICM 321 32.10 4.910 13.63 140 320 °
ICM 322 32.20 4.930 13.61 140 32.0 .
ICM 323 32.30 4.940 13.60 140 32.0 °
ICM 324 32.40 4.960 13.58 140 32.0 .
ICM 325 32.50 4.980 13.56 140 320 .
ICM 326 32.60 5.000 13.54 140 320 o
ICM 327 32.70 5.020 13.52 140 32.0 o
ICM 328 32.80 5.040 13.50 140 32.0 .
ICM 329 32.90 5.060 13.49 140 32.0 [
¢ The drill head features a T-land on the cutting edge e For cutting conditions see page 68-81
() Seat size code
For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) * DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) ® DCN R-12D (12) ® DCN C-3D (13) * DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14) « DCNS-3D (15) * DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136)
——s
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ICN

Exchangeable Drilling
Heads for DCN Dirills, for
Machining ISO N Materials

Designation
ICN 0635
ICN 0952
ICN 100
ICN 102
ICN 103
ICN 105
ICN 108
ICN 110
ICN 111
ICN 115
ICN 119
ICN 120
ICN 123
ICN 125
ICN 127
ICN 130
ICN 135
ICN 137
ICN 140
ICN 141
ICN 142
ICN 1427
ICN 145
ICN 150
ICN 157
ICN 158
ICN 1587
ICN 160
ICN 165
ICN 167
ICN 170
ICN 175
ICN 180
ICN 185
ICN 190
ICN 1905
ICN 195
ICN 2062
ICN 2222
ICN 254

W)
‘4—07

LIk d

140°
v
Dimensions

S
DC PL LF SIG Ssci ©
6.35 1.020 2.98 140 6.0 °
9.52 1.440 4.36 140 9.0 °
10.00 1.500 4.70 140 10.0 [
10.20 1.540 4.66 140 10.0 ()
10.30 1.550 4.65 140 10.0 o
10.50 1.590 4.61 140 10.0 o
10.80 1.650 4.55 140 10.0 ()
11.00 1.670 4.93 140 1.0 °
11.10 1.690 4.91 140 11.0 [
11.50 1.760 4.84 140 1.0 ()
11.90 1.830 4.77 140 11.0 (]
12.00 1.820 5.18 140 12.0 [
12.30 1.350 5.65 140 12.0 ()
12.50 1.390 5.61 140 12.0 o
12.70 1.430 5.57 140 12.0 [
13.00 1.960 5.64 140 13.0 ()
13.50 2.050 5153] 140 13.0 o
13.70 2.090 Bl 140 13.0 [
14.00 2120 6.03 140 14.0 ()
1410 2140 6.01 140 14.0 o
14.20 2.160 5.99 140 14.0 °
14.27 2170 5.98 140 14.0 ()
14.50 2.210 5.94 140 14.0 (]
15.00 2270 6.46 140 15.0 [
15.70 2.400 6.33 140 15.0 ()
15.80 2.420 6.31 140 15.0 o
15.87 2.430 6.30 140 15.0 (]
16.00 2.420 6.88 140 16.0 ()
16.50 2.510 6.79 140 16.0 °
16.70 2.550 6.75 140 16.0 [
17.00 2.590 7.31 140 17.0 °
17.50 2.680 7.22 140 17.0 (]
18.00 2.730 7.7 140 18.0 °
18.50 2.820 7.68 140 18.0 °
19.00 2.880 8.12 140 19.0 o
19.05 2.890 8.11 140 19.0 [
19.50 2970 8.03 140 19.0 °
20.62 3.130 8.47 140 20.0 o
22.22 3.360 9.40 140 22.0 ()
25.40 3.870 10.63 140 25.0 o

* The drill is manufactured with a sharp cutting edge and polished flutes e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) » DON R-1.5D (5) « DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8) « DCN R-5D (9) « DCN A-8D (10)  DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) » DCN C-3D (13) » DCN C-5D (13) « DCN C-12D (14) » DONS-3D (15) « DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)

ISCAR
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Dimensions

S
Designation DC LF PL SIG SSCH S
QCP 060-2M 6.00 2.79 1210 136 6.0 .
QCP 061-2M 6.10 2.77 1.230 136 6.0 .
QCP 062-2M 6.20 2.75 1.250 136 6.0 .
QCP 0635-2M 6.35 272 1.280 136 6.0 .
QCP 064-2M 6.40 2.71 1.290 136 6.0 .
QCP 065-2M 6.50 2.89 1.410 136 6.5 .
QCP 066-2M 6.60 2.87 1.430 136 6.5 .
QCP 067-2M 6.70 2.85 1.450 136 6.5 .
QCP 068-2M 6.80 2.83 1.470 136 6.5 )
QCP 069-2M 6.90 2.81 1.490 136 6.5 .
QCP 070-2M 7.00 3.25 1.350 136 7.0 .
QCP 071-2M 7.10 3.23 1.370 136 7.0 .
QCP 072-2M 7.20 3.21 1.390 136 7.0 .
QCP 073-2M 7.30 3.19 1.410 136 70 .
QCP 074-2M 7.40 3.17 1.430 136 7.0 .
QCP 075-2M 7.50 3.15 1.450 136 7.0 .
QCP 076-2M 7.60 3.13 1.470 136 70 °
QCP 077-2M 7.70 3.1 1.490 136 7.0 .
QCP 078-2M 7.80 3.09 1510 136 7.0 .
QCP 079-2M 7.90 3.07 1.530 136 7.0 .
QCP 080-2M 8.00 378 1.620 136 8.0 )
QCP 081-2M 8.10 376 1.640 136 8.0 .
QCP 082-2M 8.20 3.74 1.660 136 8.0 .
QCP 083-2M 8.30 3.72 1.680 136 8.0 .
QCP 084-2M 8.40 3.70 1,700 136 8.0 °
QCP 085-2M 8.50 3.68 1.720 136 8.0 .
QCP 086-2M 8.60 3.66 1.740 136 8.0 )
QCP 087-2M 8.70 3.64 1.760 136 8.0 .
QCP 088-2M 8.80 3.62 1.780 136 8.0 .
QCP 090-2M 9.00 3.89 1.910 136 9.0 .
QCP 091-2M 9.10 387 1.930 136 9.0 .
QCP 092-2M 9.20 3.85 1.950 136 9.0 .
QCP 093-2M 9.30 3.83 1970 136 9.0 .
QCP 094-2M 9.40 3.81 1.990 136 9.0 .
QCP 095-2M 9.50 3.79 2,010 136 9.0 .
QCP 096-2M 9.60 3.77 2.030 136 9.0 .
QCP 097-2M 9.70 3.75 2.050 136 9.0 .
QCP 098-2M 9.80 373 2,070 136 9.0 .
QCP 099-2M 9.90 3.7 2,090 136 9.0 .
QCP 100-2M 10.00 470 2,090 136 10.0 .
QCP 101-2M 10.10 468 2.110 136 10.0 .
QCP 102-2M 10.20 4,66 2.130 136 10.0 .
QCP 103-2M 10.30 4,64 2.150 136 10.0 °
QCP 104-2M 10.40 4.62 2.170 136 10.0 °
QCP 105-2M 10.50 460 2.190 136 10.0 .
QCP 106-2M 10.60 458 2.210 136 10.0 .
QCP 107-2M 10.70 456 2.230 136 10.0 °
QCP 108-2M 10.80 454 2.250 136 10.0 °
QCP 109-2M 10.90 452 2.270 136 10.0 .
QCP 110-2M 11.00 493 2.320 136 11.0 .
QCP 111-2M 11.10 491 2.340 136 11.0 .
QCP 112-2M 11.20 489 2.360 136 11.0 .
QCP 113-2M 11.30 4.87 2.380 136 11.0 °
QCP 114-2M 11.40 485 2.400 136 11.0 .

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) * DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) * DCN R-5D (9) * DCN A-8D (10) * DCN R-8D (11)

e DCN R-10D (11) « DCN R-12D (12) ® DCN C-3D (13) ® DCN C-5D (13) ® DCN C-12D (14) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)
* MNSNT (293)

Member IMC Group
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QCP-2M (continued)
Exchangeable Double Margin
& Self-Centering Driling Heads
for DCN Dirills, for Machining
ISO P Materials with High
Surface Finish Results

Designation
QCP 115-2M
QCP 116-2M
QCP 117-2M
QCP 118-2M
QCP 119-2M
QCP 120-2M
QCP 121-2M
QCP 122-2M
QCP 123-2M
QCP 124-2M
QCP 125-2M
QCP 126-2M
QCP 127-2M
QCP 128-2M
QCP 129-2M
QCP 130-2M
QCP 131-2M
QCP 132-2M
QCP 133-2M
QCP 134-2M
QCP 135-2M
QCP 136-2M
QCP 137-2M
QCP 138-2M
QCP 139-2M
QCP 140-2M
QCP 141-2M
QCP 142-2M
QCP 143-2M
QCP 144-2M
QCP 145-2M
QCP 146-2M
QCP 147-2M
QCP 148-2M
QCP 149-2M
QCP 150-2M
QCP 151-2M
QCP 152-2M
QCP 153-2M
QCP 155-2M
QCP 156-2M
QCP 157-2M
QCP 158-2M
QCP 159-2M
QCP 160-2M
QCP 161-2M
QCP 162-2M
QCP 163-2M
QCP 165-2M
QCP 166-2M
QCP 167-2M
QCP 170-2M
QCP 171-2M
QCP 172-2M
QCP 174-2M

* Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

M) Seat size code

Dimensions

S
DC LF PL sSIG SSCi ©
11.50 4.83 2.420 136 11.0 °
11.60 4.81 2.440 136 1.0 o
11.70 4.79 2.460 136 1.0 (]
11.80 4,77 2.480 136 1.0 °
11.90 4.75 2.500 136 11.0 o
12.00 518 2.450 136 12.0 [
12.10 5.16 2.470 136 12.0 [
12.20 5.14 2.490 136 12.0 o
12.30 512 2.510 136 12.0 (]
12.40 5.10 2.530 136 12.0 ()
12.50 5.08 2.550 136 12.0 o
12.60 5.06 2.570 136 12.0 (]
12.70 5.04 2.590 136 12.0 ()
12.80 5.02 2.610 136 12.0 o
12.90 5.00 2.630 136 12.0 (]
13.00 5.64 2.710 136 13.0 [
13.10 5.62 2.730 136 13.0 o
13.20 5.60 2.750 136 13.0 (]
13.30 5.58 2.770 136 13.0 °
13.40 5.56 2.790 136 13.0 o
13.50 5.54 2.810 136 13.0 [
13.60 5.52 2.830 136 13.0 ()
13.70 5.50 2.850 136 13.0 o
13.80 5.48 2.870 136 13.0 [
13.90 5.46 2.890 136 13.0 o
14.00 6.03 2.930 136 14.0 o
14.10 6.01 2.950 136 14.0 (]
14.20 5.99 2.970 136 14.0 )
14.30 5.97 2.990 136 14.0 o
14.40 5.95 3.010 136 14.0 [
14.50 5.93 3.030 136 14.0 o
14.60 5.91 3.050 136 14.0 o
14.70 5.89 3.070 136 14.0 (]
14.80 5.87 3.090 136 14.0 ()
14.90 5.85 3.110 136 14.0 °
15.00 6.46 3.180 136 15.0 [
15.10 6.44 3.200 136 15.0 o
15.20 6.42 3.220 136 15.0 o
156.30 6.40 3.240 136 15.0 (]
15.50 6.36 3.280 136 15.0 °
15.60 6.34 3.300 136 15.0 °
15.70 6.32 3.320 136 15.0 [
15.80 6.30 3.340 136 15.0 o
15.90 6.28 3.360 136 15.0 o
16.00 6.88 3.390 136 16.0 [
16.10 6.86 3.410 136 16.0 o
16.20 6.84 3.430 136 16.0 °
16.30 6.82 3.450 136 16.0 [
16.50 6.78 3.490 136 16.0 o
16.60 6.76 3.510 136 16.0 L]
16.70 6.74 3.530 136 16.0 (]
17.00 7.31 3.570 136 17.0 o
17.10 7.29 3.590 136 17.0 °
17.20 7.27 3.610 136 17.0 [
17.40 7.23 3.650 136 17.0 (]

For tools, see pages: DCN A-1.5D (4) » DCN R-1.5D (5)  DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8)  DCN R-5D (9) » DCN A-8D (10) » DCN R-8D (11)
o DCN R-10D (11) « DCN R-12D (12) » DCN C-3D (13) » DCN C-5D (13)  DCN C-12D (14) » DCNS-3D (15) « DCNS-5D (16) « DCNM (17) ® DCNT (M8-M24) (136)

o MNSNT (293)
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Exchangeable Double Margin
& Self-Centering Driling Heads
for DCN Dirills, for Machining
ISO P Materials with High
Surface Finish Results
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Dimensions

S
Designation DC LF PL SIG SSCi ©
QCP 175-2M 17.50 7.21 3.670 136 17.0 °
QCP 177-2M 17.70 717 3.710 136 17.0 °
QCP 178-2M 17.80 7.15 3.730 136 17.0 °
QCP 179-2M 17.90 7.13 3.750 136 17.0 °
QCP 180-2M 18.00 777 3.780 136 18.0 °
QCP 181-2M 18.10 7.75 3.800 136 18.0 °
QCP 183-2M 18.30 7.7 3.840 136 18.0 .
QCP 185-2M 18.50 7.67 3.880 136 18.0 o
QCP 186-2M 18.60 7.65 3.900 136 18.0 °
QCP 187-2M 18.70 7.63 3.920 136 18.0 °
QCP 188-2M 18.80 7.61 3.940 136 18.0 o
QCP 189-2M 18.90 7.59 3.960 136 18.0 °
QCP 190-2M 19.00 8.12 3.990 136 19.0 .
QCP 1905-2M 19.05 8.11 4,000 136 19.0 o
QCP 191-2M 19.10 8.10 4,010 136 19.0 °
QCP 192-2M 19.20 8.08 4,030 136 19.0 °
QCP 1927-2M 19.27 8.07 4,040 136 19.0 °
QCP 193-2M 19.30 8.06 4,050 136 19.0 °
QCP 194-2M 19.40 8.04 4,070 136 19.0 .
QCP 195-2M 19.50 8.02 4,090 136 19.0 °
QCP 197-2M 19.70 7.98 4.130 136 19.0 °
QCP 198-2M 19.80 7.96 4.150 136 19.0 °
QCP 199-2M 19.90 7.94 4170 136 19.0 .
QCP 200-2M 20.00 8.58 4.240 136 20.0 °
QCP 201-2M 20.10 8.56 4.260 136 20.0 .
QCP 202-2M 20.20 8.54 4.280 136 20.0 o
QCP 203-2M 20.30 8.52 4,300 136 20.0 °
QCP 204-2M 20.40 8.50 4.320 136 20.0 o
QCP 205-2M 20.50 8.48 4,340 136 20.0 .
QCP 206-2M 20.60 8.46 4,360 136 20.0 °
QCP 207-2M 20.70 8.44 4380 136 20.0 .
QCP 209-2M 20.90 8.40 4.420 136 20.0 )
QCP 210-2M 21.00 9.00 4.400 136 21.0 °
QCP 213-2M 21.30 8.94 4.460 136 21,0 .
QCP 215-2M 21,50 8.90 4,500 136 21.0 .
QCP 217-2M 21.70 8.86 4,540 136 21.0 °
QCP 218-2M 21.80 8.84 4,560 136 21.0 .
QCP 220-2M 22,00 9.44 4,600 136 22,0 °
QCP 221-2M 22.10 9.42 4,620 136 22.0 °
QCP 222-2M 22.20 9.40 4,640 136 22,0 .
QCP 223-2M 22.30 9.38 4,660 136 220 .
QCP 225-2M 22,50 9.34 4,700 136 22.0 °
QCP 226-2M 22.60 9.32 4.720 136 22.0 )
QCP 227-2M 22.70 9.30 4,740 136 22.0 o
QCP 230-2M 23.00 9.87 4,840 136 23.0 °
QCP 233-2M 23.30 9.81 4,900 136 23.0 °
QCP 234-2M 23.40 9.79 4,920 136 23.0 °
QCP 235-2M 2350 9.77 4,940 136 23.0 °
QCP 237-2M 23.70 9.78 4,980 136 23.0 °
QCP 238-2M 23.80 9.71 5,000 136 230 °
QCP 240-2M 24,00 10.28 5,030 136 24.0 °
QCP 242-2M 24,20 10.24 5.070 136 24,0 .
QCP 243-2M 24.30 10.22 5.090 136 24.0 .
QCP 245-2M 24,50 10.18 5.130 136 24.0 °
QCP 246-2M 24.60 10.16 5.150 136 24.0 °

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)

e DCN R-10D (11) « DCN R-12D (12) « DCN C-3D (13) ® DCN C-5D (13) ® DCN C-12D (14) * DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) « DCNT (M8-M24) (136)
o MNSNT (293)

Member IMC Group
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W B Exchangeable Double Margin »

= & Self-Centering Drilling Heads DC

m for DCN Dirills, for Machining S

D ISO P Materials with High

|_|J Surface Finish Results

EI Dimensions

5% :

LLI Designation DC LF PL SIG ssc <]

(O K acp 24a72m 2470 1014 5170 13 240 .

Z QCP 249-2M 24.90 10.10 5.210 136 24.0 o

— QCP 250-2M 25.00 10.70 5.280 136 25.0 °
QCP 251-2M 25.10 10.68 5.300 136 25.0 o
QCP 252-2M 25.20 10.66 5.320 136 25.0 °
QCP 253-2M 25.30 10.64 5.340 136 25.0 °
QCP 254-2M 25.40 10.62 5.360 136 25.0 o
QCP 255-2M 25.50 10.60 5.380 136 25.0 °
QCP 256-2M 25.60 10.58 5.400 136 25.0 °
QCP 2567-2M 25.67 10.56 5.420 136 25.0 o
QCP 257-2M 25.70 10.56 5.420 136 25.0 o
QCP 258-2M 25.80 10.54 5.440 136 25.0 °
QCP 259-2M 25.90 10.52 5.460 136 25.0 °

e Can provide high surface finish of up to 1.6 Ra hole cylindricity and straightness of up to 0.05 mm e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)

e DCN R-10D (11) « DCN R-12D (12) « DCN C-3D (13) ® DCN C-5D (13) ® DCN C-12D (14) * DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® DCNT (M8-M24) (136)
¢ MNSNT (293)
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HCP-IQ

Exchangeable Self-Centering
Driling Heads for DCN

Drills, for Machining I1ISO

P and ISO K Materials
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Dimensions

g S
Designation DC LF PL CHW KCH SSCH) 3
HCP 040-1Q 400 240 1160 020 300 4 SKDON4499 | e
HCP 041-1Q 410 2.40 1.160 0.20 30.0 4 SK DCN 4-4,99 ]
HCP 042-1Q 4.20 2.40 1.160 0.20 30.0 4 SK DCN 4-4.99 ]
HCP 043-1Q 430 2.40 1,160 020 300 4 SKDON4-499 | o
HCP 044-1Q 440 240 1,160 020 300 4 SKDON4-499 | ®
HCP 045-1Q 4.50 2.64 1.190 0.20 30.0 45 SK DCN 4-4.99 ]
HCP 046-1Q 460 264 1190 020 300 45 SKDCN4-499 | o
HCP 047-1Q 4.70 2.64 1.190 0.20 30.0 45 SK DCN 4-4,99 ]
HCP 048-1Q 4.80 2.64 1.190 0.20 30.0 45 SK DCN 4-4.99 ]
HCP 049-1Q 490 2,64 1,190 020 300 45 SKDCN4-499 | o
HCP 050-IQ 5.00 279 1440 025 300 50 SKDCN5599 | e
HCP 051-1Q 5.10 2.79 1.440 0.25 30.0 5.0 SK DCN 5-5.99 L[]
HCP 052-1Q 520 279 1440 025 300 50 SKDCN5599 | e
HCP 053-1Q 5.30 2.719 1.440 0.25 30.0 5.0 SK DCN 5-5.99 L]
HCP 054-1Q 5.40 2.79 1.440 0.25 30.0 5.0 SK DCN 5-5.99 L[]
HCP 055-1Q 550 2.75 1630 025 300 55 SKDCN5599 | e
HCP 056-1Q 5.60 2.75 1.630 0.25 30.0 619 SK DCN 5-5.99 ]
HCP 057-1Q 5.70 2.75 1.630 0.25 30.0 B SK DCN 5-5.99 L[]
HCP 058-1Q 580 275 1630 025 300 55 SKDCN5599 | e
HCP 059-1Q 5.90 2.75 1.630 0.25 30.0 615 SK DCN 5-5.99 ]
HCP 060-1Q 6.00 2.35 1.650 0.29 30.0 6.0 3
HCP 061-1Q 610 235 1,650 029 300 60 .
HCP 062-1Q 6.20 2.35 1.650 0.29 30.0 6.0 °
HCP 063-1Q 6.30 2.35 1.650 0.29 30.0 6.0 3
HCP 064-1Q 6.40 235 1,650 029 300 60 .
HCP 065-1Q 6.50 2.63 1.670 0.29 30.0 6.5 °
HCP 066-1Q 6.60 2.63 1.670 0.29 30.0 6.5 3
HCP 067-1Q 6.70 263 1670 029 300 65 .
HCP 068-1Q 6.80 2.63 1.670 0.29 30.0 6.5 °
HCP 069-1Q 6.90 2.63 1.670 0.29 30.0 6.5 °
HCP 070-1Q 7.00 2.83 1.770 0.35 30.0 7.0 °
HCP 071-1Q 7.10 2.83 1.770 0.35 30.0 7.0 °
HCP 072-1Q 720 283 1770 035 300 70 .
HCP 073-1Q 7.30 2.83 1.770 0.35 30.0 7.0 ]
HCP 074-1Q 7.40 2.83 1.770 0.35 30.0 7.0 °
HCP 075-1Q 7.50 2.83 1.770 0.35 30.0 7.0 °
HCP 076-1Q 7.60 2.83 1.770 0.35 30.0 7.0 ]
HCP 077-1Q 7.70 2.83 1.770 0.35 30.0 7.0 3
HCP 078-1Q 780 283 1770 035 300 70 .
HCP 079-1Q 7.90 2.83 1.770 0.35 30.0 7.0 ]
HCP 080-1Q 8.00 324 2.160 0.40 30.0 8.0 °
HCP 081-1Q 8.10 3.24 2.160 0.40 30.0 8.0 °
HCP 082-1Q 820 324 2160 040 300 80 .
HCP 083-1Q 8.30 324 2.160 0.40 30.0 8.0 °
HCP 084-1Q 840 324 2160 040 300 80 .
HCP 085-1Q 850 324 2160 040 300 80 .
HCP 086-1Q 8.60 324 2.160 0.40 30.0 8.0 °
HCP 087-1Q 8.70 3.24 2.160 0.40 30.0 8.0 °
HCP 088-1Q 880 324 2160 040 300 80 .
HCP 089-1Q 8.90 3.20 2.160 0.40 30.0 8.0 3
HCP 090-1Q 9.0 355 2250 046 300 90 .
HCP 091-IQ 9.10 355 2950 046 300 90 .
HCP 092-1Q 9.20 3.55 2.250 0.46 30.0 9.0 °
HCP 093-1Q 9.30 BI55) 2.250 0.46 30.0 9.0 °

e Advance Self-Centering and high surface finish e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) « DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) * DCN R-5D (9) * DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) « DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14) « DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
* MNC-5D (66) ® MNC-7/8D (67) ®* DCNT (M8-M24) (136) ® MNSNT (293)

Member IMC Group
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HCP-IQ (continued)
Exchangeable Self-Centering
Drilling Heads for DCN

Dirills, for Machining ISO

P and ISO K Materials

Designation

HCP 094-1Q
HCP 095-1Q
HCP 096-1Q
HCP 097-1Q
HCP 098-1Q
HCP 099-1Q
HCP 100-1Q
HCP 101-IQ
HCP 102-1Q
HCP 103-1Q
HCP 104-1Q
HCP 105-1Q
HCP 106-1Q
HCP 107-1Q
HCP 108-1Q
HCP 109-1Q
HCP 110-1Q
HCP 111-I1Q
HCP 112-1Q
HCP 113-1Q
HCP 114-1Q
HCP 115-1Q
HCP 116-1Q
HCP 117-1Q
HCP 118-1Q
HCP 119-1Q
HCP 120-1Q
HCP 121-1Q
HCP 122-1Q
HCP 123-1Q
HCP 124-1Q
HCP 125-1Q
HCP 126-1Q
HCP 127-1Q
HCP 128-1Q
HCP 129-1Q
HCP 130-1Q
HCP 131-1Q
HCP 132-1Q
HCP 133-1Q
HCP 134-1Q
HCP 135-1Q
HCP 136-1Q
HCP 137-1Q
HCP 138-1Q
HCP 139-1Q
HCP 140-1Q
HCP 141-IQ
HCP 142-1Q
HCP 143-1Q
HCP 144-1Q
HCP 145-1Q
HCP 146-1Q
HCP 147-1Q
HCP 148-1Q

Dimensions

S
DC LF PL CHW KCH SSC 3
9.40 BISE] 2.250 0.46 30.0 9.0 °
950 355 2250 046 300 90 .
9.60 355 2250 046 300 90 .
9.70 BISE) 2.250 0.46 30.0 9.0 [
9.80 355 2250 046 300 90 .
990 355 2250 046 300 90 .
10.00 3.48 2.720 0.46 30.0 10.0 °
10.10 3.48 2.720 0.46 30.0 10.0 ()
10.20 348 2720 046 300 100 o
10.30 3.48 2.720 0.46 30.0 10.0 [
10.40 3.48 2.720 0.46 30.0 10.0 (]
10.50 348 2720 046 300 100 .
10.60 3.48 2.720 0.46 30.0 10.0 ()
1070 348 2720 046 300 100 .
1080 348 2720 046 300 100 o
10.90 3.48 2.720 0.46 30.0 10.0 [
11,00 385 2750 052 300 1.0 .
11.10 3.85 2.750 0.52 30.0 11.0 °
11.20 3.85 2.750 0.52 30.0 1.0 (]
11.30 385 2750 052 300 1.0 .
1140 385 2750 052 300 1.0 o
11.50 3.85 2.750 0.52 30.0 11.0 [
11,60 385 2750 052 300 1.0 .
11.70 3.85 2.750 0.52 30.0 1.0 (]
11.80 3.85 2.750 0.52 30.0 11.0 ()
11.90 385 2750 052 300 1.0 .
12,00 384 3160 052 300 120 o
12.10 3.84 3.160 0.52 30.0 12.0 [
12.20 3.84 3.160 0.52 30.0 12.0 (]
12.30 3.84 3.160 0.52 30.0 12.0 (]
12.40 3.84 3.160 0.52 30.0 12.0 [
12.50 384 3160 052 300 120 .
12,60 384 3160 052 300 120 o
12.70 3.84 3.160 0.52 30.0 12.0 )
12.80 384 3160 052 300 120 .
12.90 3.84 3.160 0.52 30.0 12.0 [
13.00 4,09 3.510 0.58 30.0 13.0 °
13.10 409 3510 058 300 130 .
13.20 4,09 3.510 0.58 30.0 13.0 (]
13.30 4,09 3.510 0.58 30.0 13.0 ()
13.40 409 3510 058 300 130 .
13.50 4,09 3.510 0.58 30.0 13.0 [
13.60 4,09 3.510 0.58 30.0 13.0 ()
13,70 409 3510 058 300 130 .
13.80 4,09 3.510 0.58 30.0 13.0 ]
13.90 4,09 3.510 0.58 30.0 13.0 ()
14,00 452 3630 064 300 140 .
14.10 4,52 3.630 0.64 30.0 14.0 [
14.20 4,52 3.630 0.64 30.0 14.0 °
1430 452 3630 064 300 140 .
14.40 4,52 3.630 0.64 30.0 14.0 [
14.50 4,52 3.630 0.64 30.0 14.0 ()
14,60 452 3630 064 300 140 .
14.70 4,52 3.630 0.64 30.0 14.0 [
14,80 452 3630 064 300 140 o

¢ Advance Self-Centering and high surface finish e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) » DCON R-1.5D (5) » DCN A-3D (6) » DCN R-3D (7) ¢ DCN A-5D (8) » DCN R-5D (9) » DCN A-8D (10) » DCN R-8D (11)
o DCN R-10D (11) « DCN R-12D (12) » DCN C-3D (13) » DCN C-5D (13) « DCN C-8D (14) » DCN C-12D (14)  DCNS-3D (15) » DCNS-5D (16) » DCNM (17)

o MNC-5D (66) * MNC-7/8D (67) » DCNT (M8-M24) (136) » MNSNT (293)
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HCP-IQ (continued)
Exchangeable Self-Centering
Driling Heads for DCN

Drills, for Machining I1ISO

P and ISO K Materials
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Dimensions

3
Designation DC LF pL CHW KCH SSCH 3
HCP 149-1Q 14.90 4.52 3.630 0.64 30.0 14.0 [
HCP 150-1Q 15,00 485 3880 069 300 15,0 .
HCP 151-1Q 15.10 4.85 3.880 0.69 30.0 15.0 [
HCP 152-1Q 16,20 485 3880 069 300 16,0 .
HCP 153-1Q 16.30 4.85 3.880 0.69 30.0 15.0 (]
HCP 154-1Q 15.40 4.85 3.880 0.69 30.0 15.0 °
HCP 155-1Q 16.50 485 3880 069 300 15,0 .
HCP 156-1Q 16,60 485 3880 069 300 15,0 .
HCP 157-1Q 15.70 4.85 3.880 0.69 30.0 15.0 ()
HCP 158-1Q 16,80 485 3880 069 300 16,0 .
HCP 159-1Q 156.90 4.85 3.880 0.69 30.0 15.0 ]
HCP 160-1Q 16.00 5.39 3.910 0.64 30.0 16.0 (]
HCP 1605-1Q 16.05 539 3910 062 300 160 .
HCP 161-1Q 16,10 539 3910 064 300 16,0 .
HCP 162-1Q 16.20 5.39 3.910 0.64 30.0 16.0 ()
HCP 163-1Q 16,30 539 3910 064 300 160 .
HCP 164-1Q 16.40 5.39 3.910 0.64 30.0 16.0 [
HCP 165-1Q 16.50 5.39 3.910 0.64 30.0 16.0 (]
HCP 166-1Q 16,60 539 3910 064 300 16,0 .
HCP 167-1Q 16.70 5.39 3.910 0.64 30.0 16.0 (]
HCP 168-1Q 16.80 5.39 3.910 0.64 30.0 16.0 ()
HCP 169-1Q 16,90 539 3910 064 300 160 .
HCP 170-1Q 17.00 5183! 4.570 0.87 30.0 17.0 [
HCP 171-1Q 17.10 5.33 4.570 0.87 30.0 17.0 °
HCP 172-1Q 17.20 533 4570 087 300 17.0 .
HCP 173-1Q 17.30 (665 4.570 0.87 30.0 17.0 ]
HCP 174-1Q 17.40 5.33 4.570 0.87 30.0 17.0 ()
HCP 175-1Q 17.50 5,35 4.570 0.87 30.0 17.0 (]
HCP 176-1Q 17.60 5183! 4.570 0.87 30.0 17.0 [
HCP 177-1Q 17.70 3% 4.570 0.87 30.0 17.0 °
HCP 178-1Q 17.80 533 4570 087 300 170 .
HCP 179-1Q 17.90 61558 4.570 0.87 30.0 17.0 [
HCP 180-1Q 18.00 5.84 4.660 0.81 30.0 18.0 ()
HCP 181-1Q 18.10 584 4660 081 300 180 .
HCP 182-1Q 18.20 5.84 4.660 0.81 30.0 18.0 [
HCP 183-1Q 18.30 584 4660 081 300 180 .
HCP 184-1Q 18.40 584 4660 081 300 180 .
HCP 185-1Q 18.50 5.84 4.660 0.81 30.0 18.0 (]
HCP 186-1Q 18.60 5.84 4.660 0.81 30.0 18.0 ()
HCP 187-1Q 18.70 584 4660 081 300 180 .
HCP 188-1Q 18.80 5.84 4.660 0.81 30.0 18.0 [
HCP 189-1Q 18.90 584 4660 081 300 180 .
HCP 190-1Q 19,00 634 4660 075 300 190 .
HCP 191-1Q 19.10 6.34 4.660 0.75 30.0 19.0 [
HCP 192-1Q 19.20 6.34 4.660 0.75 30.0 19.0 °
HCP 1927-1Q 19.07 634 4660 075 300 190 .
HCP 193-1Q 19.30 6.34 4.660 0.75 30.0 19.0 ()
HCP 194-1Q 19.40 634 4660 075 300 190 .
HCP 195-1Q 19.50 634 4660 075 300 19.0 .
HCP 196-1Q 19.60 6.34 4.660 0.75 30.0 19.0 (]
HCP 197-1Q 19.70 6.34 4.660 0.75 30.0 19.0 °
HCP 198-1Q 19.80 634 4660 075 300 190 .
HCP 199-1Q 19.90 6.34 4.660 0.75 30.0 19.0 ()
HCP 200-1Q 2000 6.79 4810 058 300 200 .
HCP 201-1Q 20.10 6.79 4.810 0.58 30.0 20.0 ()

e Advance Self-Centering and high surface finish e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ¢ DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) « DCN C-12D (14) * DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e MNC-5D (66) ® MNC-7/8D (67) ® DCNT (M8-M24) (136) ® MNSNT (293)

Member IMC Group
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HCP-IQ (continued)
Exchangeable Self-Centering
Driling Heads for DCN

Drills, for Machining I1ISO

P and ISO K Materials

Designation

HCP 202-1Q
HCP 203-1Q
HCP 204-1Q
HCP 205-1Q
HCP 206-1Q
HCP 207-1Q
HCP 208-I1Q
HCP 209-1Q
HCP 210-IQ
HCP 211-1Q
HCP 212-1Q
HCP 213-1Q
HCP 214-I1Q
HCP 215-1Q
HCP 216-1Q
HCP 217-1Q
HCP 218-1Q
HCP 219-1Q
HCP 220-1Q
HCP 221-1Q
HCP 222-1Q
HCP 223-1Q
HCP 224-1Q
HCP 225-1Q
HCP 226-1Q
HCP 227-1Q
HCP 228-1Q
HCP 229-1Q
HCP 230-I1Q
HCP 231-1Q
HCP 232-1Q
HCP 233-1Q
HCP 234-1Q
HCP 235-1Q
HCP 236-1Q
HCP 237-1Q
HCP 238-1Q
HCP 239-1Q
HCP 240-I1Q
HCP 241-1Q
HCP 242-1Q
HCP 243-1Q
HCP 244-1Q
HCP 245-1Q
HCP 246-1Q
HCP 247-1Q
HCP 248-I1Q
HCP 249-1Q
HCP 250-1Q
HCP 251-1Q
HCP 252-1Q
HCP 253-1Q
HCP 254-1Q
HCP 255-1Q
HCP 256-1Q

Dimensions

S

DC LF PL CHW KCH ssci 3
20.20 6.79 4.810 0.58 30.0 20.0 (]
2030 6.79 4810 058 300 200 .
20.40 6.79 4.810 0.58 30.0 20.0 [
20.50 6.79 4,810 0.58 30.0 20.0 °
2060 6.79 4810 058 300 200 o
20.70 6.79 4.810 0.58 30.0 20.0 ()
2080 6.79 4810 058 300 200 .
2090 6.79 4810 058 300 200 .
21.00 7.24 4,940 0.69 30.0 21.0 [
21.10 7.24 4,940 0.69 30.0 21.0 (]
2120 724 4940 069 300 210 o
21.30 7.24 4,940 0.69 30.0 21.0 [
21.40 7.24 4,940 0.69 30.0 21.0 (]
21.50 7.24 4.940 0.69 30.0 21.0 L[]
21.60 7.24 4,940 0.69 30.0 21.0 (]
21.70 7.24 4,940 0.69 30.0 21.0 (]
2180 724 4940 069 300 210 o
21.90 7.20 4,940 0.69 30.0 21.0 [
2200 756 5200 069 300 220 .
2210 7.56 5.200 0.69 30.0 22.0 (]
22.20 7.56 5.200 0.69 30.0 22.0 (]
2230 756 5200 069 300 220 .
240 756 5200 069 300 20 o
22.50 7.56 5.200 0.69 30.0 22.0 [
2260 756 5200 069 300 220 .
22.70 7.56 5.200 0.69 30.0 22.0 (]
22.80 7.56 5.200 0.69 30.0 22.0 [
2290 756 5200 069 300 220 .
2300 805 5280 075 300 230 o
23.10 8.05 5.280 0.75 30.0 23.0 [
2320 805 5280 075 300 230 .
23.30 8.05 5.280 0.75 30.0 23.0 (]
23.40 8.05 5.280 0.75 30.0 23.0 ()
2350 805 5280 075 300 230 .
23.60 8.05 5.280 0.75 30.0 23.0 (]
23.70 8.05 5.280 0.75 30.0 23.0 )
2380 805 5280 075 300 230 .
23.90 8.05 5.280 0.75 30.0 23.0 °
24.00 8.27 5.630 0.81 30.0 24.0 ()
2410 8.27 5.630 0.81 30.0 24.0 (]
24.20 8.27 5.630 0.81 30.0 24.0 °
24.30 8.27 5.630 0.81 30.0 24.0 [
2440 827 5630 081 300 240 .
24.50 8.27 5.630 0.81 30.0 24.0 [
24.60 8.27 5.630 0.81 30.0 24.0 ()
24.70 8.27 5.630 0.81 30.0 24.0 (]
24.80 8.27 5.630 0.81 30.0 24.0 ]
24.90 8.27 5.630 0.81 30.0 24.0 [
2500 880 5700 064 300 250 .
25.10 8.80 5.700 0.64 30.0 25.0 [
2520 880 5700 064 300 250 .
2530 880 5.700 064 300 250 .
25.40 8.80 5.700 0.64 30.0 25.0 [
25.50 8.80 5.700 0.64 30.0 25.0 ()
25.60 8.80 5.700 0.64 30.0 25.0 (]

* Advance Self-Centering and high surface finish e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) » DCN R-1.5D (5) » DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8) « DCN R-5D (9) » DCN A-8D (10) » DCN R-8D (11)
e DCNR-10D (11) » DCN R-12D (12) » DCN C-3D (13)  DCN C-5D (13) « DCN C-8D (14) » DCN C-12D (14) « DCNS-3D (15)  DCNS-5D (16) » DCNM (17)

o MNGC-5D (66) ® MNC-7/8D (67) » DCNT (M8-M24) (136) » MNSNT (293)
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HCP-IQ (continued)
Exchangeable Self-Centering
Drilling Heads for DCN

Drills, for Machining 1SO

P and ISO K Materials
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Dimensions

3
Designation DC LF PL CHW KCH SSCH 3
HCP 2565-1Q 25.65 8.80 5.700 0.67 30.0 25.0 [
HCP 257-1Q 25.70 880 5700 064 300 250 .
HCP 258-1Q 25.80 8.80 5.700 0.64 30.0 25.0 [
HCP 259-1Q 2590 880 5700 064 300 250 .
HCP 260-1Q 26.00 9.12 5950 058 300 260 .
HCP 262-1Q 26.20 9.12 5.950 0.58 30.0 26.0 [
HCP 265-1Q 2650 9.2 5950 058 300 260 .
HCP 266-1Q 26.60 9.12 5950 058 300 260 .
HCP 269-1Q 26.90 9.12 5.950 0.58 30.0 26.0 [
HCP 270-1Q 27.00 945 6.200 064 300 270 o
HCP 275-1Q 2750 945 6200 064 300 270 .
HCP 277-1Q 27.70 9.45 6.200 0.64 30.0 27.0 [
HCP 280-1Q 2800 980 6.420 064 300 280 .
HCP 285-1Q 2850 980 6.420 064 300 280 .
HCP 290-1Q 29.00 10.16 6.640 0.64 30.0 29.0 [
HCP 295-1Q 2950 10,16 6640 064 300 290 .
HCP 300-1Q 30.00 10.50 6.880 0.69 30.0 30.0 (]
HCP 305-1Q 30.50 10.50 6.880 0.69 30.0 30.0 ()
HCP 310-1Q 31.00 11,00 6960 069 300 310 .
HCP 315-1Q 3150 11,00 6.960 069 300 310 .
HCP 3175-1Q 31.75 11.00 6.960 0.69 30.0 31.0 [
HCP 320-1Q 3200 1120 7.340 075 300 320 .
HCP 325-1Q 32.50 11.20 7.340 0.75 30.0 32.0 (]
HCP 329-1Q 32.90 1120 7:340 075 300 320 o

* Advance Self-Centering and high surface finish e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) » DCN R-1.5D (5) * DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) * DCN R-5D (9) * DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) ® DCN R-12D (12) ® DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14)  DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
* MNC-5D (66) ® MNC-7/8D (67) ® DCNT (M8-M24) (136) ® MNSNT (293)

Member IMC Group
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FCP

Exchangeable Flat Bottom
Drilling Heads for DCN
Drills, for Machining I1ISO
P and ISO K Materials

Lihd

Designation

FCP 040-1Q
FCP 041-1Q
FCP 042-1Q
FCP 043-1Q
FCP 044-1Q
FCP 045-1Q
FCP 046-1Q
FCP 047-1Q
FCP 048-1Q
FCP 049-1Q
FCP 050-1Q
FCP 051-1Q
FCP 052-1Q
FCP 053-1Q
FCP 054-1Q
FCP 055-1Q
FCP 056-1Q
FCP 057-1Q
FCP 058-1Q
FCP 059-1Q
FCP 060
FCP 061
FCP 062
FCP 063
FCP 064
FCP 065
FCP 066
FCP 067
FCP 068
FCP 069
FCP 070
FCP 071
FCP 072
FCP 073
FCP 074
FCP 075
FCP 076
FCP 077
FCP 078
FCP 079
FCP 080
FCP 081
FCP 082
FCP 083
FCP 084
FCP 085
FCP 086
FCP 087
FCP 088
FCP 089
FCP 090
FCP 091
FCP 092
FCP 093
FCP 094

Dimensions

E ]
DC PDD LF PL CHW KCH SIG Ssci 3
4.00 1.44 2.50 0.440 0.17 60.0 140 4 SK DCN 4-4.99 °
4.10 1.44 2.50 0.440 0.17 60.0 140 4 SK DON 4-4.99 °
4.20 1.44 2.50 0.440 0.17 60.0 140 4 SK DON 4-4.99 .
4.30 1.44 2.50 0.440 0.17 60.0 140 4 SK DON 4-4.99 .
4.40 1.44 2.50 0.440 0.17 60.0 140 4 SK DCN 4-4.99 .
4.50 1.56 2.80 0.480 0.17 60.0 140 45 SK DON 4-4.99 .
4.60 1.56 2.80 0.480 0.17 60.0 140 45 SK DCN 4-4.99 o
4.70 1.56 2.80 0.480 0.17 60.0 140 45 SK DON 4-4.99 .
4.80 1.56 2.80 0.480 0.17 60.0 140 45 SK DON 4-4.99 .
4.90 1.56 2.80 0.480 0.17 60.0 140 45 SK DON 4-4.99 .
5.00 1.98 2.90 0.610 0.23 60.0 140 5.0 SK DCN 5-5.99 o
5.10 1.98 2.90 0.610 0.23 60.0 140 5.0 SK DON 5-5.99 .
5.20 1.98 2.90 0.610 0.23 60.0 140 5.0 SK DCN 5-5.99 o
5.30 1.98 2.90 0.610 0.23 60.0 140 5.0 SK DCN 5-5.99 o
5.40 1.98 2.90 0.610 0.23 60.0 140 5.0 SK DON 5-5.99 .
5.50 2.02 2.90 0.610 0.23 60.0 140 515) SK DCN 5-5.99 o
5.60 2.02 2.90 0.610 0.23 60.0 140 515 SK DCN 5-5.99 [
5.70 2.02 2.90 0.610 0.23 60.0 140 5.5 SK DON 5-5.99 .
5.80 2.02 2.90 0.610 0.23 60.0 140 B15) SK DCN 5-5.99 o
5.90 2.02 2.90 0.610 0.23 60.0 140 55 SK DON 5-5.99 .
6.00 1.15 2.40 0.610 0.23 60.0 140 6.0 .
6.10 115 2.40 0.610 0.23 60.0 140 6.0 o
6.20 1.15 2.40 0.610 0.23 60.0 140 6.0 °
6.30 1.15 2.40 0.610 0.23 60.0 140 6.0 .
6.40 1.15 2.40 0.610 0.23 60.0 140 6.0 .
6.50 1.54 2.60 0.680 0.23 60.0 140 6.5 .
6.60 1.54 2.60 0.680 0.23 60.0 140 6.5 .
6.70 1.54 2.60 0.680 0.23 60.0 140 6.5 o
6.80 1.54 2.60 0.680 0.23 60.0 140 6.5 °
6.90 1.54 2.60 0.680 0.23 60.0 140 6.5 .
7.00 1.54 2.90 0.680 0.23 60.0 140 7.0 o
7.10 1.54 2.90 0.680 0.23 60.0 140 7.0 .
7.20 1.54 2.90 0.680 0.23 60.0 140 7.0 .
7.30 1.54 2.90 0.680 0.23 60.0 140 7.0 o
7.40 1.54 2.90 0.680 0.23 60.0 140 7.0 °
7.50 1.54 2.90 0.680 0.23 60.0 140 7.0 .
7.60 1.54 2.90 0.680 0.23 60.0 140 7.0 o
7.70 1.54 2.90 0.680 0.23 60.0 140 7.0 .
7.80 1.54 2.90 0.680 0.23 60.0 140 7.0 .
7.90 1.54 2.90 0.680 0.23 60.0 140 7.0 o
8.00 2.44 3.30 1.090 0.40 60.0 140 8.0 .
8.10 2.44 3.30 1.090 0.40 60.0 140 8.0 .
8.20 244 3.30 1.090 0.40 60.0 140 8.0 o
8.30 2.44 3.30 1.090 0.40 60.0 140 8.0 °
8.40 2.44 3.30 1.090 0.40 60.0 140 8.0 .
8.50 244 3.30 1.090 0.40 60.0 140 8.0 o
8.60 2.44 3.30 1.090 0.40 60.0 140 8.0 .
8.70 2.44 3.30 1.090 0.40 60.0 140 8.0 .
8.80 244 3.30 1.090 0.40 60.0 140 8.0 o
8.90 2.44 3.30 1.090 0.40 60.0 140 8.0 °
9.00 2.55 3.50 1.110 0.40 60.0 140 9.0 .
9.10 2.55 3.50 1110 0.40 60.0 140 9.0 o
9.20 2.55 3.50 1.110 0.40 60.0 140 9.0 .
9.30 2.55 3.50 1.110 0.40 60.0 140 9.0 .
9.40 2.55 3.50 1.110 0.40 60.0 140 9.0 .

e For nearly flat bottom hole applications e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4)  DCN R-1.5D (5) « DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8) « DCN R-5D (9) « DCN A-8D (10) » DCN R-8D (11)
o DCNR-10D (11) ® DCN R-12D (12) » DCN C-3D (13)  DCN C-5D (13) ¢ DCN C-8D (14) » DCN C-12D (14) « DCNS-3D (15) » DCNS-5D (16) » DCNM (17)

o DCNT (M8-M24) (136)

ISCAR
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FCP (continued) / E@% —
Exchangeable Flat Bottom L~ 1
Drilling Heads for DCN -B\——>3 SIG PDD DC —_—
Drills, for Machining ISO 7‘\/“ m
P and ISO K Materials D
J e | Lee LL]
Dimensions EI
.
Designation DC PDD LF PL CHW KCH SIG SSc 5 I—IJ
FCP 095 9.50 2.55 3.50 1.110 0.40 60.0 140 90 . D
FCP 096 9.60 2.55 350 1.110 0.40 60.0 140 920 . Z
FCP 097 9.70 2.55 3.50 1.110 0.40 60.0 140 9.0 o —
FCP 098 9.80 2.55 350 1.110 0.40 60.0 140 920 .
FCP 099 9.90 2.55 3.50 1.110 0.40 60.0 140 90 .
FCP 100 10.00 2.89 3.70 1.170 0.40 60.0 140 10.0 o
FCP 101 10.10 2.89 3.70 1.170 0.40 600 140 100 .
FCP 102 10.20 2.89 3.70 1.170 0.40 600 140 100 .
FCP 103 10.30 2.89 3.70 1.170 0.40 60.0 140 10.0 o
FCP 104 10.40 2.89 370 1.170 0.40 60.0 140 100 .
FCP 105 10.50 2.89 3.70 1.170 0.40 600 140 100 .
FCP 106 10.60 2.89 3.70 1.170 0.40 60.0 140 10.0 o
FCP 107 10.70 2.89 3.70 1.170 0.40 600 140 100 .
FCP 108 10.80 2.89 3.70 1.170 0.40 600 140 100 .
FCP 109 10.90 2.89 3.70 1.170 0.40 60.0 140 10.0 o
FCP 110 11.00 298 380 1.250 0.40 60.0 140 110 .
FCP 111 11.10 2.98 3.80 1.250 0.40 600 140 110 .
FCP 112 11.20 2.98 3.80 1.250 0.40 60.0 140 11.0 o
FCP 113 11.30 2.98 3.80 1.250 0.40 600 140 110 .
FCP 114 11.40 2.98 380 1.250 0.40 600 140 11.0 .
FCP 115 11.50 2.98 3.80 1.250 0.40 60.0 140 11.0 o
FCP 116 11.60 2.98 380 1.250 0.40 60.0 140 110 .
FCP 117 11.70 2.98 3.80 1.250 0.40 600 140 11.0 .
FCP 118 11.80 2.98 3.80 1.250 0.40 60.0 140 11.0 o
FCP 119 11.90 2.98 3.80 1.250 0.40 600 140 110 .
FCP 120 12.00 3.13 410 1.260 0.40 600 140 120 .
FCP 121 12.10 3.13 410 1.260 0.40 60.0 140 120 .
FCP 122 12.20 313 410 1.260 0.40 60.0 140 120 .
FCP 123 12.30 313 410 1.260 0.40 60.0 140 120 .
FCP 124 12.40 3.13 410 1.260 040 60.0 140 120 .
FCP 125 12.50 313 410 1.260 0.40 600 140 120 .
FCP 126 12.60 3.13 4.10 1.260 0.40 60.0 140 12.0 o
FCP 127 12.70 3.13 410 1.260 0.40 60.0 140 120 .
FCP 128 12.80 313 410 1.260 0.40 600 140 120 .
FCP 129 12.90 3.13 410 1.260 0.40 60.0 140 120 .
FCP 130 13.00 3.52 4.40 1.280 0.40 60.0 140 13.0 o
FCP 131 13.10 352 4,40 1.280 0.40 600 140 130 .
FCP 132 13.20 3.52 4.40 1.280 0.40 60.0 140 13.0 o
FCP 133 13.30 3.52 4.40 1.280 0.40 60.0 140 13.0 o
FCP 134 13.40 352 440 1.280 0.40 600 140 130 .
FCP 135 13.50 3.52 4.40 1.280 0.40 60.0 140 130 .
FCP 136 13.60 3.52 4.40 1.280 0.40 60.0 140 13.0 o
FCP 137 13.70 352 440 1.280 0.40 600 140 130 .
FCP 138 13.80 3.52 4.40 1.280 0.40 60.0 140 13.0 o
FCP 139 13.90 3.52 4.40 1.280 0.40 60.0 140 13.0 o
FCP 140 14.00 3.81 480 1.310 0.40 600 140 140 .
FCP 141 14.10 3.81 4.80 1.310 0.40 60.0 140 14.0 [}
FCP 142 14.20 3.81 4.80 1.310 0.40 60.0 140 14.0 o
FCP 143 14.30 3.81 480 1.310 0.40 600 140 140 .
FCP 144 14.40 3.81 480 1.310 0.40 60.0 140 14.0 .
FCP 145 14.50 3.81 480 1.310 0.40 600 140 140 .
FCP 146 14.60 3.81 480 1.310 0.40 600 140 140 .
FCP 147 14.70 3.81 4.80 1.310 0.40 60.0 140 14.0 o
FCP 148 14.80 3.81 4.80 1.310 0.40 60.0 140 14.0 °
FCP 149 14.90 3.81 4.80 1.310 0.40 60.0 140 14.0 o

¢ For nearly flat bottom hole applications e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) ® DCN A-3D (6) * DCN R-3D (7) * DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) ® DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) * DCN C-3D (13) ® DCN C-5D (13) ® DCN C-8D (14) * DCN C-12D (14) ® DCNS-3D (15) * DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136)

Member IMC Group
o=
L 4 11 ]
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FCP (continued)
Exchangeable Flat Bottom
Drilling Heads for DCN
Drills, for Machining 1SO

P and ISO K Materials

Designation

FCP 150
FCP 151
FCP 152
FCP 153
FCP 154
FCP 155
FCP 156
FCP 157
FCP 158
FCP 159
FCP 160
FCP 161
FCP 162
FCP 163
FCP 164
FCP 165
FCP 166
FCP 167
FCP 168
FCP 169
FCP 170
FCP 171
FCP 172
FCP 173
FCP 174
FCP 175
FCP 176
FCP 177
FCP 178
FCP 179
FCP 180
FCP 181
FCP 182
FCP 183
FCP 184
FCP 185
FCP 186
FCP 187
FCP 188
FCP 189
FCP 190
FCP 191
FCP 192
FCP 193
FCP 194
FCP 195
FCP 196
FCP 197
FCP 198
FCP 199
FCP 200
FCP 201
FCP 202
FCP 203
FCP 204

Dimensions

=3

DC PDD LF PL CHW KCH SIG Ssci) 53
15.00 4.24 523 1.350 0.40 60.0 140 15.0 o
15.10 4.24 523 1.350 0.40 60.0 140 15.0 o
156.20 4.24 523 1.350 0.40 60.0 140 15.0 [
16.30 4.24 523 1.350 0.40 60.0 140 16.0 o
15.40 424 523 1.350 0.40 60.0 140 15.0 o
156.50 4.24 5.23 1.350 0.40 60.0 140 15.0 o
15.60 4.24 523 1.350 0.40 60.0 140 16.0 o
15.70 4.24 523 1.350 0.40 60.0 140 15.0 o
15.80 4.24 523 1.350 0.40 60.0 140 15.0 o
15.90 4.24 523 1.350 0.40 60.0 140 16.0 o
16.00 4.06 5.60 1.390 0.40 60.0 140 16.0 o
16.10 4.06 5.60 1.390 0.40 60.0 140 16.0 o
16.20 4.06 5.60 1.390 0.40 60.0 140 16.0 o
16.30 4.06 5.60 1.390 0.40 60.0 140 16.0 o
16.40 4.06 5.60 1.390 0.40 60.0 140 16.0 o
16.50 4.06 5.60 1.390 0.40 60.0 140 16.0 o
16.60 4.06 5.60 1.390 0.40 60.0 140 16.0 o
16.70 4.06 5.60 1.390 0.40 60.0 140 16.0 o
16.80 4.06 5.60 1.390 0.40 60.0 140 16.0 [}
16.90 4.06 5.60 1.390 0.40 60.0 140 16.0 o
17.00 414 5.90 1.400 0.40 60.0 140 17.0 (]
17.10 414 5.90 1.400 0.40 60.0 140 17.0 [}
17.20 414 5.90 1.400 0.40 60.0 140 17.0 o
17.30 414 5.90 1.400 0.40 60.0 140 17.0 o
17.40 414 5.90 1.400 0.40 60.0 140 17.0 o
17.50 414 5.90 1.400 0.40 60.0 140 17.0 [}
17.60 414 5.90 1.400 0.40 60.0 140 17.0 (]
17.70 414 5.90 1.400 0.40 60.0 140 17.0 o
17.80 414 5.90 1.400 0.40 60.0 140 17.0 [
17.90 414 5.90 1.400 0.40 60.0 140 17.0 o
18.00 416 6.18 1.420 0.40 60.0 140 18.0 o
18.10 416 6.18 1.420 0.40 60.0 140 18.0 o
18.20 4.16 6.18 1.420 0.40 60.0 140 18.0 o
18.30 416 6.18 1.420 0.40 60.0 140 18.0 o
18.40 4.16 6.18 1.420 0.40 60.0 140 18.0 o
18.50 4.16 6.18 1.420 0.40 60.0 140 18.0 o
18.60 416 6.18 1.420 0.40 60.0 140 18.0 ()
18.70 416 6.18 1.420 0.40 60.0 140 18.0 o
18.80 4.16 6.18 1.420 0.40 60.0 140 18.0 o
18.90 416 6.18 1.420 0.40 60.0 140 18.0 o
19.00 4.25 6.50 1.440 0.40 60.0 140 19.0 o
19.10 4.25 6.50 1.440 0.40 60.0 140 19.0 o
19.20 4.25 6.50 1.440 0.40 60.0 140 19.0 ()
19.30 4.25 6.50 1.440 0.40 60.0 140 19.0 o
19.40 4.25 6.50 1.440 0.40 60.0 140 19.0 °
19.50 4.25 6.50 1.440 0.40 60.0 140 19.0 o
19.60 4.25 6.50 1.440 0.40 60.0 140 19.0 o
19.70 4.25 6.50 1.440 0.40 60.0 140 19.0 o
19.80 4.25 6.50 1.440 0.40 60.0 140 19.0 ()
19.90 4.25 6.50 1.440 0.40 60.0 140 19.0 o
20.00 6.56 7.50 1.770 0.40 60.0 140 20.0 °
20.10 6.56 7.50 1.770 0.40 60.0 140 20.0 [}
20.20 6.56 7.50 1.770 0.40 60.0 140 20.0 o
20.30 6.56 7.50 1.770 0.40 60.0 140 20.0 o
20.40 6.56 7.50 1.770 0.40 60.0 140 20.0 [

* For nearly flat bottom hole applications e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) » DCN R-1.5D (5) « DCN A-3D (6) » DCN R-3D (7) » DCN A-5D (8) * DCN R-5D (9)  DCN A-8D (10) » DCN R-8D (11)
o DCN R-10D (11) » DCN R-12D (12) » DCN C-3D (13) » DCN C-5D (13) « DCN G-8D (14) » DON C-12D (14) « DCNS-3D (15) » DCNS-5D (16) ¢ DCNM (17)

o DCNT (M8-M24) (136)

ISCAR
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FCP (continued) i @@ %

Exchangeable Flat Bottom 7/\7:
Drilling Heads for DCN -Be——"\y SIG PDD DC
Drills, for Machining 1SO 7‘\/“

P and ISO K Materials

o
—
—
0
a
LLI
—J
g
LLI
a
Z

Dimensions

=3
Designation DC PDD LF PL CHW KCH SIG SSc) <3
FCP 205 20.50 6.56 7.50 1.770 0.40 60.0 140 20.0 [}
FCP 206 20.60 6.56 7.50 1.770 0.40 60.0 140 20.0 o
FCP 207 20.70 6.56 7.50 1.770 0.40 60.0 140 20.0 [}
FCP 208 20.80 6.56 7.50 1.770 0.40 60.0 140 20.0 (]
FCP 209 20.90 6.56 7.50 1.770 0.40 60.0 140 20.0 o
FCP 210 21.00 6.92 7.90 1.790 0.40 60.0 140 21.0 °
FCP 211 2110 6.92 7.90 1.790 0.40 60.0 140 21.0 o
FCP 212 21.20 6.92 7.90 1.790 0.40 60.0 140 21.0 ()
FCP 213 21.30 6.92 7.90 1.790 0.40 60.0 140 21.0 [}
FCP 214 21.40 6.92 7.90 1.790 0.40 60.0 140 21.0 (]
FCP 215 21.50 6.92 7.90 1.790 0.40 60.0 140 21.0 o
FCP 216 21.60 6.92 7.90 1.790 0.40 60.0 140 21.0 o
FCP 217 21.70 6.92 7.90 1.790 0.40 60.0 140 21.0 o
FCP 218 21.80 6.92 7.90 1.790 0.40 60.0 140 21.0 o
FCP 219 21.90 6.92 7.90 1.790 0.40 60.0 140 21.0 o
FCP 220 22.00 713 8.20 1.810 0.40 60.0 140 22.0 o
FCP 221 2210 7.13 8.20 1.810 0.40 60.0 140 22.0 o
FCP 222 22.20 713 8.20 1.810 0.40 60.0 140 22.0 o
FCP 223 22.30 713 8.20 1.810 0.40 60.0 140 22.0 o
FCP 224 22.40 7.13 8.20 1.810 0.40 60.0 140 22.0 o
FCP 225 22.50 713 8.20 1.810 0.40 60.0 140 22.0 o
FCP 226 22.60 713 8.20 1.810 0.40 60.0 140 22.0 o
FCP 227 22.70 7.13 8.20 1.810 0.40 60.0 140 22.0 o
FCP 228 22.80 713 8.20 1.810 0.40 60.0 140 22.0 o
FCP 229 22.90 713 8.20 1.810 0.40 60.0 140 22.0 o
FCP 230 23.00 742 8.60 1.830 0.40 60.0 140 23.0 ()
FCP 231 2310 7.42 8.60 1.830 0.40 60.0 140 23.0 o
FCP 232 23.20 742 8.60 1.830 0.40 60.0 140 23.0 °
FCP 233 23.30 7.42 8.60 1.830 0.40 60.0 140 23.0 [}
FCP 234 23.40 7.42 8.60 1.830 0.40 60.0 140 23.0 o
FCP 235 23.50 7.42 8.60 1.830 0.40 60.0 140 23.0 o
FCP 236 23.60 742 8.60 1.830 0.40 60.0 140 23.0 o
FCP 237 23.70 742 8.60 1.830 0.40 60.0 140 23.0 o
FCP 238 23.80 742 8.60 1.830 0.40 60.0 140 23.0 °
FCP 239 23.90 742 8.60 1.830 0.40 60.0 140 23.0 o
FCP 240 24.00 7.45 9.00 1.860 0.40 60.0 140 24.0 o
FCP 241 2410 7.45 9.00 1.860 0.40 60.0 140 24.0 °
FCP 242 24.20 7.45 9.00 1.860 0.40 60.0 140 24.0 o
FCP 243 24.30 7.45 9.00 1.860 0.40 60.0 140 24.0 o
FCP 244 24.40 745 9.00 1.860 0.40 60.0 140 24.0 °
FCP 245 24.50 7.45 9.00 1.860 0.40 60.0 140 24.0 o
FCP 246 24.60 7.45 9.00 1.860 0.40 60.0 140 24.0 o
FCP 247 24.70 7.45 9.00 1.860 0.40 60.0 140 24.0 o
FCP 248 24.80 7.45 9.00 1.860 0.40 60.0 140 24.0 °
FCP 249 24.90 7.45 9.00 1.860 0.40 60.0 140 24.0 o
FCP 250 25.00 7.54 9.40 1.900 0.40 60.0 140 25.0 °
FCP 251 2510 7.54 9.40 1.900 0.40 60.0 140 25.0 o
FCP 252 25.20 7.54 9.40 1.900 0.40 60.0 140 25.0 o
FCP 253 25.30 7.54 9.40 1.900 0.40 60.0 140 25.0 o
FCP 254 25.40 7.54 9.40 1.900 0.40 60.0 140 25.0 o
FCP 255 25.50 7.54 9.40 1.900 0.40 60.0 140 25.0 o
FCP 256 25.60 7.54 9.40 1.900 0.40 60.0 140 25.0 [}
FCP 257 25.70 7.54 9.40 1.900 0.40 60.0 140 25.0 o
FCP 258 25.80 7.54 9.40 1.900 0.40 60.0 140 25.0 o
FCP 259 25.90 7.54 9.40 1.900 0.40 60.0 140 25.0 o

e For nearly flat bottom hole applications e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) ¢ DCN R-1.5D (5) ® DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) ® DCN R-5D (9) ®* DCN A-8D (10) ® DCN R-8D (11)
¢ DCN R-10D (11) * DCN R-12D (12) ® DCN C-3D (13) ®* DCN C-5D (13) ® DCN C-8D (14) « DCN C-12D (14) « DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136)

Member IMC Group
o=
L 4 11 ]
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FCP (continued) - y ﬁ E@ %

Exchangeable Flat Bottom J,/\ic
Driling Heads for DCN B\ SIG PDD DC
Drills, for Machining 1SO "\/ 1

P and ISO K Materials

»‘ LFHqﬂ-
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Dimensions
3
Designation DC PDD LF PL CHW KCH SIG ssct 3
26.00 8.00 9.70 1.990 0.40 60.0 140 260 .
FCP 265 2650 8.00 9.70 1.990 0.40 60.0 140 260 .
FCP 270 27.00 8.10 1040 2.050 0.40 60.0 140 270 .
FCP 275 2750 8.10 1040 2050 0.40 60.0 140 270 .
FCP 280 28.00 8.80 1050 2.150 0.40 60.0 140 280 o
FCP 285 2850 8.80 1050 2.150 0.40 60.0 140 280 .
FCP 290 29.00 9.00 1080 2.200 0.40 60.0 140 290 .
FCP 295 2950 9.00 1080 2.200 0.40 60.0 140 290 .
FCP 300 30,00 9.10 1140 2.150 0.40 60.0 140 300 o
FCP 305 30,50 9.10 1140 2.150 0.40 60.0 140 300 o
FCP 310 31.00 9.10 11.70 2.180 0.40 60.0 140 310 .
FCP 315 31.50 9.10 11.70 2.180 0.40 60.0 140 310 o
FCP 320 32.00 9.80 12.30 2210 0.40 600 140 320 .
| Fep32s R 9.80 1230 2.210 040 60.0 140 320 o

* For nearly flat bottom hole applications e For cutting conditions see page 68-81

() Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) « DCN A-3D (6) ® DCN R-3D (7) ® DCN A-5D (8) « DCN R-5D (9) « DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) « DCN R-12D (12) « DCN C-3D (13) * DCN C-5D (13) ® DCN C-8D (14) ® DCN C-12D (14) * DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17)
e DCNT (M8-M24) (136)

ISCAR




OCHAM

CHAMDRILL LINE

LIb i

ICG

Exchangeable Chip Splitting
Drilling Heads for DCN
Dirills, for Machining 1SO

M and ISO P Materials

o
—
—
0
a
LLI
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%
LLI
a
Z

Dimensions

S
Designation DC LF PL SIG SSci ©
ICG 140 14.00 5.08 2.770 130 14.0 [
ICG 142 14.20 5.08 2.770 130 14.0 o
ICG 145 14.50 5.08 2.770 130 14.0 °
ICG 150 15.00 5.45 2.980 130 15.0 °
ICG 155 15.50 5.33 3.100 130 15.0 o
ICG 160 16.00 5.81 3.190 130 16.0 o
ICG 163 16.30 5.81 3.190 130 16.0 [
ICG 165 16.50 5.81 3.190 130 16.0 [
ICG 170 17.00 6.20 3.400 130 17.0 °
ICG 175 17.50 6.20 3.400 130 17.0 [
ICG 177 17.70 6.20 3.400 130 17.0 o
ICG 180 18.00 6.60 3.600 130 18.0 °
ICG 185 18.50 6.60 3.600 130 18.0 °
ICG 190 19.00 6.89 3.810 130 19.0 o
ICG 193 19.30 6.89 3.810 130 19.0 °
ICG 195 19.50 6.89 3.810 130 19.0 °
ICG 200 20.00 7.22 3.980 130 20.0 o
ICG 203 20.30 7.22 3.980 130 20.0 [
ICG 205 20.50 7.22 3.980 130 20.0 [
ICG 210 21.00 7.65 4130 130 21.0 o
ICG 215 21.50 7.65 4130 130 21.0 °
ICG 220 22.00 8.05 4,310 130 22.0 °
ICG 225 22.50 8.05 4.310 130 22.0 o
ICG 230 23.00 8.44 4.490 130 23.0 [
ICG 235 23.50 8.44 4,490 130 23.0 [
ICG 240 24,00 8.81 4.690 130 24.0 o
ICG 245 24.50 8.81 4.690 130 240 °
ICG 250 25.00 9.18 4,920 130 25.0 [
ICG 253 25.30 9.18 4.920 130 25.0 o
ICG 257 25.70 9.18 4,920 130 25.0 °
ICG 259 25.90 9.18 4.920 130 25.0 °

¢ Drilling head equipped with chip breaker and chip splitter e For cutting conditions see page 68-81

) Seat size code

For tools, see pages: DCN A-1.5D (4) « DCN R-1.5D (5) * DCN A-3D (6) ® DCN R-3D (7) * DCN A-5D (8) ® DCN R-5D (9) ® DCN A-8D (10) * DCN R-8D (11)
e DCN R-10D (11) ® DCN R-12D (12) ® DCNS-3D (15) ® DCNS-5D (16) ® DCNM (17) ® MNC-5D (66) ® DCNT (M8-M24) (136) * MNSNT (293)

Member IMC Group




) LOGIQSCHAM
i OAL ‘
S D3N A-1.5D P LR ! 'ﬂﬁ
B Exchangeable Head 3 Flute Drills f i
E with Coolant Holes and One Flat DCN-DCX k7 == Hi- ‘=’ —|l- DCONMS he DF
Shank, Drilling Depth 1.5xD + IR
D 9oep e w—o ‘ l
LL]
m Designation DCN() DCX?  DCONMS DF LU LPR PL OAL ) -
D3N 120-018-16A-1.5D 12.00 12.40 16.00 20.00 20.71 42.92 2.710 90.92 12 K D3N 12-13.99
§ D3N 125-019-16A-1.5D 12.50 12.90 16.00 20.00 21.46 44.42 2.710 92.42 12 K D3N 12-13.99
D3N 130-020-16A-1.5D 13.00 13.40 16.00 20.00 22.41 46.58 2.910 94.58 13 K D3N 12-13.99
I_I_I D3N 135-020-16A-1.5D 13.50 13.90 16.00 20.00 23.16 48.08 2.910 96.08 13 K D3N 12-13.99
D D3N 140-021-16A-1.5D 14.00 14.40 16.00 20.00 2410 50.08 3.100 98.08 14 K D3N 14-15.99
D3N 145-022-16A-1.5D 14.50 14.90 16.00 20.00 24.85 51.58 3.100 99.58 14 K D3N 14-15.99
Z D3N 150-023-20A-1.5D 15.00 15.90 20.00 25.00 25.97 53.66 3.470 103.66 15 K D3N 14-15.99
= D3N 160-024-20A-1.5D 16.00 16.90 20.00 25.00 27.44 57.25 3.440 107.25 16 K D3N 16-17.99
D3N 170-026-20A-1.5D 17.00 17.90 20.00 25.00 29.02 60.72 3.520 110.72 17 K D3N 16-17.99
D3N 180-027-25A-1.5D 18.00 18.90 25.00 32.00 30.90 64.36 3.900 120.36 18 K D3N 18-19.99
D3N 190-029-25A-1.5D 19.00 19.90 25.00 32.00 32.60 67.92 4.100 123.92 19 K D3N 18-19.99
D3N 200-030-25A-1.5D 20.00 20.90 25.00 32.00 34.32 71.24 4.320 127.24 20 K D3N 20-21.99
D3N 210-032-25A-1.5D 21.00 21.90 25.00 32.00 36.05 74.80 4.550 130.80 21 K D3N 20-21.99
D3N 220-033-25A-1.5D 22.00 22.90 25.00 32.00 37.69 78.62 4.690 134.62 22 K D3N 22-23.99
D3N 230-035-32A-1.5D 23.00 23.90 32.00 40.00 39.41 82.00 4.910 142.00 23 K D3N 22-23.99
D3N 240-036-32A-1.5D 24.00 24.90 32.00 40.00 41.21 85.54 5.210 145.54 24 K D3N 24-25.99
D3N 250-038-32A-1.5D 25.00 25.90 32.00 40.00 42.81 89.22 5.310 149.11 25 K D3N 24-25.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81
() Cutting diameter minimum

(@ Cutting diameter maximum

@) Seat size code

For inserts, see pages: H3P (62) ¢ F3P (65)

LOGIQSCHAM

THREE FLUTE CHAMDRILL i OAL ‘ m r

D3N R-1.5D . EL LR

Exchangeable Head 3 Flute Drills [ } T

with Coolant Holes and A Round DCN-DCX k7 === H--—— - —-— - —-—|F DCONMS s DF

Shank, Drilling Depth 1.5xD

Piy— S

Designation DCN( DCX@ DCONMS DF LU LPR PL OAL SSCE -
D3N 120-018-16R-1.5D 12.00 12.40 16.00 20.00 20.71 42.92 2.7110 90.92 12 K D3N 12-13.99
D3N 125-019-16R-1.5D 12.50 12.90 16.00 20.00 21.46 44.42 2.7110 92.42 12 K D3N 12-13.99
D3N 130-020-16R-1.5D 13.00 13.40 16.00 20.00 22.41 46.58 2.910 94.58 13 K D3N 12-13.99
D3N 135-020-16R-1.5D 13.50 13.90 16.00 20.00 23.16 48.08 2910 96.08 13 K D3N 12-13.99
D3N 140-021-16R-1.5D 14.00 14.40 16.00 20.00 2410 50.08 3.100 98.08 14 K D3N 14-15.99
D3N 145-022-16R-1.5D 14.50 14.90 16.00 20.00 24.85 5158 3.100 99.58 14 K D3N 14-15.99
D3N 150-023-20R-1.5D 15.00 15.90 20.00 25.00 256.97 53.66 3.470 103.66 15 K D3N 14-15.99
D3N 160-024-20R-1.5D 16.00 16.90 20.00 25.00 271.44 57.25 3.440 107.25 16 K D3N 16-17.99
D3N 170-026-20R-1.5D 17.00 17.90 20.00 25.00 29.02 60.72 3.520 110.72 17 K D3N 16-17.99
D3N 180-027-25R-1.5D 18.00 18.90 25.00 32.00 30.90 64.36 3.900 120.36 18 K D3N 18-19.99
D3N 190-029-25R-1.5D 19.00 19.90 25.00 32.00 32.60 67.92 4.100 123.92 19 K D3N 18-19.99
D3N 200-030-25R-1.5D 20.00 20.90 25.00 32.00 34.32 71.24 4.320 127.24 20 K D3N 20-21.99
D3N 210-032-25R-1.5D 21.00 21.90 25.00 32.00 36.05 74.80 4.550 130.80 21 K D3N 20-21.99
D3N 220-033-25R-1.5D 22.00 22.90 25.00 32.00 37.69 78.62 4.690 134.62 22 K D3N 22-23.99
D3N 230-035-32R-1.5D 23.00 23.90 32.00 40.00 39.41 82.00 4.910 142.00 23 K D3N 22-23.99
D3N 240-036-32R-1.5D 24.00 24.90 32.00 40.00 41.21 85.54 5210 145.54 24 K D3N 24-25.99
D3N 250-038-32R-1.5D 25.00 25.90 32.00 40.00 42.81 89.22 5.310 149.11 25 K D3N 24-25.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81
() Cutting diameter minimum

(2 Cutting diameter maximum

) Seat size code

For inserts, see pages: H3P (62) ¢ F3P (65)

ISCAR




THREE FLUTE GCHAMDHILL

D3N A-3D

Exchangeable Head 3 Flute Dirills f

with Coolant Holes and One DCN-DCX k7 —DCONMShs DF
Flat Shank, Drilling Depth 3xD v ¢

=
DCN®  DCX®  DCONMS  DF ) LPR PL OAL SSCH

D3N 120-036-16A-3D 12.00 12.40 16.00 20.00 38.71 60.92 2.7110 108.92 12 K D3N 12-13.99
D3N 125-037-16A-3D 12.50 12.90 16.00 20.00 40.21 63.17 2.7110 11117 12 K D3N 12-13.99
D3N 130-039-16A-3D 13.00 13.40 16.00 20.00 4191 66.08 2.910 114.08 13 K D3N 12-13.99
D3N 135-041-16A-3D 13.50 13.90 16.00 20.00 43.41 68.33 2.910 116.33 13 K D3N 12-13.99
D3N 140-042-16A-3D 14.00 14.40 16.00 20.00 45.10 71.08 3.100 119.08 14 K D3N 14-15.99
D3N 145-044-16A-3D 14.50 14.90 16.00 20.00 46.60 73.33 3.100 121.33 14 K D3N 14-15.99
D3N 150-045-20A-3D 15.00 156.90 20.00 25.00 48.47 76.16 3.470 126.16 15 K D3N 14-15.99
D3N 160-048-20A-3D 16.00 16.90 20.00 25.00 51.44 81.25 3.440 131.25 16 K D3N 16-17.99
D3N 170-051-20A-3D 17.00 17.90 20.00 25.00 54.52 86.22 3.520 136.22 17 K D3N 16-17.99
D3N 180-054-25A-3D 18.00 18.90 25.00 32.00 57.90 91.36 3.900 147.36 18 K D3N 18-19.99
D3N 190-057-25A-3D 19.00 19.90 25.00 32.00 61.10 96.42 4.100 162.42 19 K D3N 18-19.99
D3N 200-060-25A-3D 20.00 20.90 25.00 32.00 64.32 101.24 4.320 157.24 20 K D3N 20-21.99
D3N 210-063-25A-3D 21.00 21.90 25.00 32.00 67.55 106.30 4.550 162.30 21 K D3N 20-21.99
D3N 220-066-25A-3D 22.00 22.90 25.00 32.00 70.69 111.62 4.690 167.62 22 K D3N 22-23.99
D3N 230-069-32A-3D 23.00 23.90 32.00 42.00 7391 116.50 4910 176.50 23 K D3N 22-23.99
D3N 240-072-32A-3D 24.00 24.90 32.00 42.00 77.21 121.54 5.210 181.54 24 K D3N 24-25.99
D3N 250-075-32A-3D 25.00 25.90 32.00 42.00 80.31 126.72 5.310 186.61 25 K D3N 24-25.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

(@ Cutting diameter maximum

@) Seat size code

For inserts, see pages: H3P (62) ¢ F3P (65)

LOGIQICHAM
D3N R-3D LPR : | ,ff'
Exchangeable Head 3 Flute Drills ' ¥ T AR
with Coolant Holes and A Round DCN-DCX k7 — _— tDCONMShe DF
Shank, Driling Depth 3xD | { i
| L&
L |

=
Designation DCN( DCX? DCONMS DF LU LPR PL OAL §scl -

D3N 120-036-16R-3D 12.00 12.40 16.00 20.00 38.71 60.92 2.7110 108.92 12 K D3N 12-13.99
D3N 125-037-16R-3D 12.50 12.90 16.00 20.00 40.21 63.17 2.7110 11117 12 K D3N 12-13.99
D3N 130-039-16R-3D 13.00 13.40 16.00 20.00 4191 66.08 2.910 114.08 13 K D3N 12-13.99
D3N 135-041-16R-3D 13.50 13.90 16.00 20.00 43.41 68.33 2910 116.33 13 K D3N 12-13.99
D3N 140-042-16R-3D 14.00 14.40 16.00 20.00 4510 71.08 3.100 119.08 14 K D3N 14-15.99
D3N 145-044-16R-3D 14.50 14.90 16.00 20.00 46.60 73.33 3.100 121.33 14 K D3N 14-15.99
D3N 150-045-20R-3D 15.00 15.90 20.00 25.00 48.47 76.16 3.470 126.16 15 K D3N 14-15.99
D3N 160-048-20R-3D 16.00 16.90 20.00 25.00 51.44 81.25 3.440 131.25 16 K D3N 16-17.99
D3N 170-051-20R-3D 17.00 17.90 20.00 25.00 54.52 86.22 3.520 136.22 17 K D3N 16-17.99
D3N 180-054-25R-3D 18.00 18.90 25.00 32.00 57.90 91.36 3.900 147.36 18 K D3N 18-19.99
D3N 190-057-25R-3D 19.00 19.90 25.00 32.00 61.10 96.42 4.100 152.42 19 K D3N 18-19.99
D3N 200-060-25R-3D 20.00 20.90 25.00 32.00 64.32 101.24 4.320 157.24 20 K D3N 20-21.99
D3N 210-063-25R-3D 21.00 21.90 25.00 32.00 67.55 106.30 4.550 162.30 21 K D3N 20-21.99
D3N 220-066-25R-3D 22.00 22.90 25.00 32.00 70.69 111.62 4.690 167.82 22 K D3N 22-23.99
D3N 230-069-32R-3D 23.00 23.90 32.00 42.00 7391 116.50 4910 176.50 23 K D3N 22-23.99
D3N 240-072-32R-3D 24.00 24.90 32.00 42.00 77.21 121.54 5.210 181.54 24 K D3N 24-25.99
D3N 250-075-32R-3D 25.00 256.90 32.00 42.00 80.31 126.72 5.310 186.61 25 K D3N 24-25.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

() Cutting diameter minimum

(2 Cutting diameter maximum

() Seat size code

For inserts, see pages: H3P (62) ¢ F3P (65)
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) LOGIQSCHAM

S D3N A-5D LPR OAL \ m 41{‘

S Exchangeable Head 3 Flute Drills — T !

= With Coolant Holes and One DCN-DCX k7 —_—= = - < ] B __ DCONMSHs DF

m Flat Shank, Drilling Depth 5xD | S P ¥ $

0O - L

LLJ

=) p——

m Designation DCN( DCX®  DCONMS DF LU LPR PL OAL SSCA -
D3N 120-060-16A-5D 12.00 12.40 16.00 20.00 62.71 84.92 2.710 132.92 12 K D3N 12-13.99

§ D3N 125-062-16A-5D 12.50 12.90 16.00 20.00 65.21 88.17 2.710 136.17 12 K D3N 12-13.99
D3N 130-065-16A-5D 13.00 13.40 16.00 20.00 67.91 92.08 2.910 140.08 13 K D3N 12-13.99

I_l_] D3N 135-068-16A-5D 13.50 13.90 16.00 20.00 70.41 95.33 2.910 143.33 13 K D3N 12-13.99

D D3N 140-070-16A-5D 14.00 14.40 16.00 20.00 7310 99.08 3.100 147.08 14 K D3N 14-15.99
D3N 145-073-16A-5D 14.50 14.90 16.00 20.00 75.60 102.33 3.100 150.33 14 K D3N 14-15.99

Z D3N 150-075-20A-5D 15.00 15.90 20.00 25.00 78.47 106.16 3.470 156.16 15 K D3N 14-15.99

= D3N 160-080-20A-5D 16.00 16.90 20.00 25.00 83.44 113.25 3.440 163.25 16 K D3N 16-17.99
D3N 170-085-20A-5D 17.00 17.90 20.00 25.00 88.52 120.22 3.520 170.22 17 K D3N 16-17.99
D3N 180-090-25A-5D 18.00 18.90 25.00 32.00 93.90 127.36 3.900 183.36 18 K D3N 18-19.99
D3N 190-095-25A-5D 19.00 19.90 25.00 32.00 99.10 134.42 4.100 190.42 19 K D3N 18-19.99
D3N 200-100-25A-5D 20.00 20.90 25.00 32.00 104.32 141.24 4.320 197.24 20 K D3N 20-21.99
D3N 210-105-25A-5D 21.00 21.90 25.00 32.00 109.55 148.30 4.550 204.30 21 K D3N 20-21.99
D3N 220-110-25A-5D 22.00 22.90 25.00 32.00 114.69 155.62 4.690 211.62 22 K D3N 22-23.99
D3N 230-115-32A-5D 23.00 23.90 32.00 42.00 119.91 162.50 4.910 222.50 23 K D3N 22-23.99
D3N 240-120-32A-5D 24.00 24.90 32.00 42.00 125.21 169.54 5.210 229.54 24 K D3N 24-25.99
D3N 250-125-32A-5D 25.00 25.90 32.00 42.00 130.31 176.72 5.310 236.61 25 K D3N 24-25.99

* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81
() Cutting diameter minimum

(2 Cutting diameter maximum

@) Seat size code

For inserts, see pages: H3P (62) e F3P (65)

LOGIQ, M

THREE FLUTE CHAMDRILL
OAL
D3N R-5D LPR |

Exchangeable Head 3 Flute Drills I T
with Coolant Holes and A Round DCN-DCX k7 > > - = 14— IDCONMShs DF
Shank, Driling Depth 5xD '—’ LR ¥

L |

=
DCN®  DCX®  DCONMS  DF L LPR PL OAL sScO —

D3N 120-060-16R-5D 12.00 12.40 16.00 20.00 62.71 84.92 2.710 132.92 12 K D3N 12-13.99
D3N 125-062-16R-5D 12.50 12.90 16.00 20.00 65.21 88.17 2.710 136.17 12 KD3N 12-13.99
D3N 130-065-16R-5D 13.00 13.40 16.00 20.00 67.91 92.08 2.910 140.08 13 K D3N 12-13.99
D3N 135-068-16R-5D 13.50 13.90 16.00 20.00 70.41 96.33 2.910 143.33 13 K'D3N 12-13.99
D3N 140-070-16R-5D 14.00 14.40 16.00 20.00 73.10 99.08 3.100 147.08 14 K'D3N 14-15.99
D3N 145-073-16R-5D 14.50 14.90 16.00 20.00 75.60 102.33 3.100 150.33 14 K D3N 14-15.99
D3N 150-075-20R-5D 15.00 156.90 20.00 25.00 78.47 106.16 3.470 156.16 15 K'D3N 14-15.99
D3N 160-080-20R-5D 16.00 16.90 20.00 25.00 83.44 113.25 3.440 163.25 16 KD3N 16-17.99
D3N 170-085-20R-5D 17.00 17.90 20.00 25.00 88.52 120.22 3.520 170.22 17 K D3N 16-17.99
D3N 180-090-25R-5D 18.00 18.90 25.00 32.00 93.90 127.36 3.900 183.36 18 K'D3N 18-19.99
D3N 190-095-25R-5D 19.00 19.90 25.00 32.00 99.10 134.42 4.100 190.42 19 K'D3N 18-19.99
D3N 200-100-25R-5D 20.00 20.90 25.00 32.00 104.32 14124 4.320 197.24 20 K D3N 20-21.99
D3N 210-105-25R-5D 21.00 21.90 25.00 32.00 109.55 148.30 4.550 204.30 21 K'D3N 20-21.99
D3N 220-110-25R-5D 22.00 22.90 25.00 32.00 114.69 165.62 4.690 211.62 22 KD3N 22-23.99
D3N 230-115-32R-5D 23.00 23.90 32.00 42,00 119.91 162.50 4910 222.50 23 K D3N 22-23.99
D3N 240-120-32R-5D 24,00 24.90 32.00 42.00 125.21 169.54 5.210 229.54 24 K'D3N 24-25.99
D3N 250-125-32R-5D 25.00 25.90 32.00 42.00 130.31 176.72 5.310 236.61 25 K D3N 24-25.99

* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81
() Cutting diameter minimum

(@) Cutting diameter maximum

) Seat size code

For inserts, see pages: H3P (62) e F3P (65)

ISCAR




LOGIQSCHAM 3

D3N A-8D ‘ fﬂ

Exchangeable Head 3 Flute Dirills ‘

with Coolant Holes and One v - » — I

Flat Shank, Driling Depth 8xD DCN-DCX k7 - HH - DCONMS h6 DF

[ —r

Designation DCN( DCX@ DCONMS DF LU LPR PL OAL Sscl —
D3N 120-096-16A-8D 12.00 12.40 16.00 20.00 98.71 120.92 2.710 168.90 12 K D3N 12-13.99
D3N 125-100-16A-8D 12.50 12.90 16.00 20.00 102.71 125.67 2.710 173.70 12 K D3N 12-13.99
D3N 130-104-16A-8D 13.00 13.40 16.00 20.00 106.91 131.08 2.910 179.10 13 K D3N 12-13.99
D3N 135-108-16A-8D 13.50 13.90 16.00 20.00 110.91 135.83 2.910 183.80 13 K D3N 12-13.99
D3N 140-112-16A-8D 14.00 14.40 16.00 20.00 115.10 141.08 3.100 189.10 14 K D3N 14-15.99
D3N 145-116-16A-8D 14.50 14.90 16.00 20.00 119.10 145.83 3.100 193.80 14 K D3N 14-15.99
D3N 150-120-20A-8D 15.00 156.90 20.00 25.00 123.47 151.16 3.470 201.20 15 K D3N 14-15.99
D3N 160-128-20A-8D 16.00 16.90 20.00 25.00 131.44 161.25 3.440 211.30 16 K D3N 16-17.99
D3N 170-136-20A-8D 17.00 17.90 20.00 2500 139.52 171.22 3.520 221.30 17 K D3N 16-17.99
D3N 180-144-25A-8D 18.00 18.90 25.00 32.00 147.90 181.36 3.900 237.40 18 K D3N 18-19.99
D3N 190-152-25A-8D 19.00 19.90 25.00 32.00 156.10 191.42 4.100 247.40 19 K D3N 18-19.99
D3N 200-160-25A-8D 20.00 20.90 25.00 32.00 164.32 201.24 4.320 257.20 20 K D3N 20-21.99
D3N 210-168-25A-8D 21.00 21.90 25,00 32.00 172.55 211.30 4.550 267.30 21 K D3N 20-21.99
D3N 220-176-25A-8D 22.00 22.90 25,00 32.00 180.69 221.62 4.690 277.60 22 K D3N 22-23.99
D3N 230-184-32A-8D 23.00 23.90 32.00 42,00 188.91 231.50 4.910 291.50 23 K D3N 22-23.99
D3N 240-192-32A-8D 24.00 24.90 32.00 42.00 197.21 241.54 5.210 301.50 24 K D3N 24-25.99
D3N 250-200-32A-8D 25,00 2590 32,00 42,00 205.31 251.72 5.120 311.70 25 K D3N 24-25.99

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81
() Cutting diameter minimum

(@ Cutting diameter maximum

@) Seat size code

For inserts, see pages: H3P (62) ¢ F3P (65)

LOGIQ, M

THREE FLUTE CHAMDRILL
D3N R-8D oo ‘ ‘ /ﬁ
Exchangeable Head 3 Flute Drills ‘

t = R —

with Coolapt Holes and A Round DON-DCX K7 &
Shank, Drilling Depth 8xD

=
DCN®  DCX?  DCONMS  DF L LPR PL OAL $SCO -

D3N 120-096-16R-8D 12.00 12.40 16.00 20.00 98.71 120.92 2.710 168.90 12 K D3N 12-13.99
D3N 125-100-16R-8D 12.50 12.90 16.00 20.00 102.71 125.67 2.710 173.70 12 K D3N 12-13.99
D3N 130-104-16R-8D 13.00 13.40 16.00 20.00 106.91 131.08 2.910 179.10 13 K D3N 12-13.99
D3N 135-108-16R-8D 13.50 13.90 16.00 20.00 110.91 136.83 2.910 183.80 13 K D3N 12-13.99
D3N 140-112-16R-8D 14.00 14.40 16.00 20.00 1156.10 141.08 3.100 189.10 14 K D3N 14-15.99
D3N 145-116-16R-8D 14.50 14.90 16.00 20.00 119.10 145.83 3.100 193.80 14 K D3N 14-15.99
D3N 150-120-20R-8D 15.00 156.90 20.00 25.00 123.47 151.16 3.470 201.20 i K D3N 14-15.99
D3N 160-128-20R-8D 16.00 16.90 20.00 25.00 131.44 161.25 3.440 211.30 16 K D3N 16-17.99
D3N 170-136-20R-8D 17.00 17.90 20.00 25.00 139.52 171.22 3.520 221.20 17 K D3N 16-17.99
D3N 180-144-25R-8D 18.00 18.90 25.00 32.00 147.90 181.36 3.900 237.40 18 K D3N 18-19.99
D3N 190-152-25R-8D 19.00 19.90 25.00 32.00 156.10 191.42 4.100 247.40 19 K D3N 18-19.99
D3N 200-160-25R-8D 20.00 20.90 25.00 32.00 164.32 201.24 4.320 257.20 20 K D3N 20-21.99
D3N 210-168-25R-8D 21.00 21.90 25.00 32.00 172.55 211.30 4.550 267.30 21 K D3N 20-21.99
D3N 220-176-25R-8D 22.00 22.90 25.00 32.00 180.69 221.62 4.690 277.60 22 K D3N 22-23.99
D3N 230-184-32R-8D 23.00 23.90 32.00 42.00 188.91 231.50 4.910 291.50 23 K D3N 22-23.99
D3N 240-192-32R-8D 24.00 24.90 32.00 42.00 197.21 241.54 5.210 301.50 24 K D3N 24-25.99
D3N 250-200-32R-8D 25.00 25.90 32.00 42.00 205.31 251.72 5.120 311.70 23 K D3N 24-25.99

* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 68-81

) Cutting diameter minimum

(2 Cutting diameter maximum

() Seat size code

For inserts, see pages: H3P (62) ® F3P (65)
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THREE FLUTE GCHAMDHILL

H3P

Exchangeable 3 Flute Drilling
Heads for Machining Carbon
and Alloy Steel (ISO P)

and Cast Iron (ISO K)
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Dimensions

8
Designation DC LPR( PL@ KCH BCH e
H3P 120-1Q 12.00 6.92 2.710 15.0 0.40 o
H3P 121-1Q 12.10 6.92 2.710 15.0 0.40 °
H3P 122-1Q 12.20 6.92 2.7110 15.0 0.40 o
H3P 123-1Q 12.30 6.92 2.710 15.0 0.40 [
H3P 124-1Q 12.40 6.92 2.710 15.0 0.40 o
H3P 125-1Q 12.50 6.92 2.7110 15.0 0.40 o
H3P 126-1Q 12.60 6.92 2.710 15.0 0.40 [
H3P 127-1Q 12.70 6.92 2.710 15.0 0.40 o
H3P 128-1Q 12.80 6.92 2.7110 15.0 0.40 o
H3P 129-1Q 12.90 6.92 2.710 15.0 0.40 o
H3P 130-1Q 13.00 7.58 2.910 15.0 0.40 o
H3P 131-1Q 13.10 7.58 2910 15.0 0.40 [}
H3P 132-1Q 13.20 7.58 2910 15.0 0.40 o
H3P 133-1Q 13.30 7.58 2910 15.0 0.40 o
H3P 134-1Q 13.40 7.58 2910 15.0 0.40 o
H3P 135-1Q 13.50 7.58 2.910 15.0 0.40 o
H3P 136-1Q 13.60 7.58 2,910 15.0 0.40 °
H3P 137-1Q 13.70 7.58 2910 15.0 0.40 o
H3P 138-1Q 13.80 7.58 2.910 15.0 0.40 o
H3P 139-1Q 13.90 7.58 2910 15.0 0.40 o
H3P 140-1Q 14.00 8.10 3.100 15.0 0.40 o
H3P 141-1Q 14.10 8.10 3.100 15.0 0.40 o
H3P 142-1Q 14.20 8.10 3.100 15.0 0.40 o
H3P 143-1Q 14.30 8.10 3.100 15.0 0.40 o
H3P 144-1Q 14.40 8.10 3.100 15.0 0.40 o
H3P 145-1Q 14.50 8.10 3.100 15.0 0.40 o
H3P 146-1Q 14.60 8.10 3.100 15.0 0.40 o
H3P 147-1Q 14.70 8.10 3.100 15.0 0.40 [
H3P 148-1Q 14.80 8.10 3.100 15.0 0.40 o
H3P 149-1Q 14.90 8.10 3.100 15.0 0.40 o
H3P 150-1Q 15.00 8.66 3.470 15.0 0.40 o
H3P 151-1Q 15.10 8.66 3.470 15.0 0.40 o
H3P 152-1Q 15.20 8.66 3.470 15.0 0.40 o
H3P 153-1Q 15.30 8.66 3.470 15.0 0.40 [
H3P 154-1Q 15.40 8.66 3.470 15.0 0.40 o
H3P 155-1Q 15.50 8.66 3.470 15.0 0.40 o
H3P 156-1Q 15.60 8.66 3.470 15.0 0.40 o
H3P 157-1Q 15.70 8.66 3.470 15.0 0.40 o
H3P 158-1Q 15.80 8.66 3.470 15.0 0.40 [
H3P 159-1Q 15.90 8.66 3.470 15.0 0.40 [
H3P 160-1Q 16.00 9.26 3.440 15.0 0.40 o
H3P 161-1Q 16.10 9.26 3.440 15.0 0.40 °
H3P 162-1Q 16.20 9.26 3.440 15.0 0.40 o
H3P 163-1Q 16.30 9.26 3.440 15.0 0.40 o
H3P 164-1Q 16.40 9.26 3.440 15.0 0.40 [
H3P 165-1Q 16.50 9.26 3.440 15.0 0.40 o
H3P 166-1Q 16.60 9.26 3.440 15.0 0.40 [
H3P 167-1Q 16.70 9.26 3.440 15.0 0.40 o
H3P 168-1Q 16.80 9.25 3.440 15.0 0.40 [
H3P 169-1Q 16.90 9.26 3.440 15.0 0.40 [
H3P 170-1Q 17.00 9.72 3.520 15.0 0.40 o
H3P 171-1Q 17.10 9.72 3.520 15.0 0.40 °
H3P 172-1Q 17.20 9.72 3.520 15.0 0.40 [
H3P 173-1Q 17.30 9.72 3.520 15.0 0.40 o
H3P 174-1Q 17.40 9.72 3.520 15.0 0.40 [
H3P 175-1Q 17.50 9.72 3.520 15.0 0.40 o

* For user guide and cutting conditions, see pages 68-81

™) | PR tolerance +0.05 mm

@ PL tolerance +0.1 mm

For tools, see pages: D3N A-1.5D (58) ® D3N R-1.5D (58) ® D3N A-3D (59) D3N R-3D (59) ®* D3N A-5D (60) ® D3N R-5D (60) ® D3N A-8D (61) D3N R-8D (61)
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H3P (continued) “_BCH_ E
Exchangeable 3 Flute Drilling

Heads for Machining Carbon
and Alloy Steel (ISO P)
and Cast Iron (ISO K)
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Dimensions

S
Designation DC LPRM PL@ KCH BCH ]
H3P 176-1Q 17.60 9.72 3.520 15.0 0.40 [}
H3P 177-1Q 17.70 9.72 3.520 15.0 0.40 .
H3P 178-1Q 17.80 9.72 3.520 15.0 0.40 o
H3P 179-1Q 17.90 9.72 3.520 15.0 0.40 [}
H3P 180-1Q 18.00 10.36 3.900 15.0 0.40 °
H3P 181-1Q 18.10 10.36 3.900 15.0 0.40 o
H3P 182-1Q 18.20 10.36 3.900 15.0 0.40 o
H3P 183-1Q 18.30 10.36 3.900 15.0 0.40 o
H3P 184-1Q 18.40 10.36 3.900 15.0 0.40 o
H3P 185-1Q 18.50 10.36 3.900 15.0 0.40 o
H3P 186-1Q 18.60 10.36 3.900 15.0 0.40 o
H3P 187-1Q 18.70 10.36 3.900 15.0 0.40 o
H3P 188-1Q 18.80 10.36 3.900 15.0 0.40 o
H3P 189-1Q 18.90 10.36 3.900 15.0 0.40 o
H3P 190-1Q 19.00 10.92 4,100 15.0 0.40 o
H3P 1905-1Q 19.05 10.92 4.100 15.0 0.40 o
H3P 191-1Q 19.10 10.92 4.100 15.0 0.40 °
H3P 192-1Q 19.20 10.92 4,100 15.0 0.40 [}
H3P 1927-1Q 19.27 10.92 4.100 15.0 0.40 o
H3P 193-1Q 19.30 10.92 4.100 15.0 0.40 o
H3P 194-1Q 19.40 10.92 4,100 15.0 0.40 o
H3P 195-1Q 19.50 10.92 4.100 15.0 0.40 o
H3P 196-1Q 19.60 10.92 4.100 15.0 0.40 °
H3P 197-1Q 19.70 10.92 4,100 15.0 0.40 o
H3P 198-1Q 19.80 10.92 4.100 15.0 0.40 o
H3P 199-1Q 19.90 10.92 4,100 15.0 0.40 o
H3P 200-1Q 20.00 11.24 4.320 15.0 0.40 [}
H3P 201-1Q 20.10 11.24 4.320 15.0 0.40 o
H3P 202-1Q 20.20 11.24 4,320 15.0 0.40 o
H3P 203-1Q 20.30 11.24 4.320 15.0 0.40 [}
H3P 204-1Q 20.40 11.24 4.320 15.0 0.40 o
H3P 205-1Q 20.50 11.24 4.320 15.0 0.40 o
H3P 206-1Q 20.60 11.24 4.320 15.0 0.40 o
H3P 207-1Q 20.70 11.24 4.320 15.0 0.40 o
H3P 208-1Q 20.80 11.24 4.320 15.0 0.40 o
H3P 209-1Q 20.90 11.24 4.320 15.0 0.40 [}
H3P 210-1Q 21.00 11.80 4.550 15.0 0.40 o
H3P 211-1Q 21.10 11.80 4.550 15.0 0.40 o
H3P 212-1Q 21.20 11.80 4550 15.0 0.40 o
H3P 213-1Q 21.30 11.80 4.550 15.0 0.40 o
H3P 214-1Q 21.40 11.80 4.550 15.0 0.40 o
H3P 215-1Q 21.50 11.80 4550 15.0 0.40 o
H3P 216-1Q 21.60 11.80 4.550 15.0 0.40 o
H3P 217-1Q 21.70 11.80 4.550 15.0 0.40 o
H3P 218-1Q 21.80 11.80 4.550 15.0 0.40 [}
H3P 219-1Q 21.90 11.80 4.550 15.0 0.40 o
H3P 220-1Q 22.00 12.63 4.690 15.0 0.40 °
H3P 221-1Q 22.10 12.63 4.690 15.0 0.40 o
H3P 222-1Q 22.20 12.63 4.690 15.0 0.40 o
H3P 223-1Q 22.30 12.63 4.690 15.0 0.40 o
H3P 224-1Q 22.40 12.63 4.690 15.0 0.40 o
H3P 225-1Q 22.50 12.63 4.690 15.0 0.40 o
H3P 226-1Q 22.60 12.63 4.690 15.0 0.40 o
H3P 227-1Q 22.70 12.63 4.690 15.0 0.40 o
H3P 228-1Q 22.80 12.63 4.690 15.0 0.40 o
H3P 229-1Q 22.90 12.63 4.690 15.0 0.40 o

e For user guide and cutting conditions, see pages 68-81

() PR tolerance +0.05 mm

@) PL tolerance +0.1 mm

For tools, see pages: D3N A-1.5D (58) ® D3N R-1.5D (58) ® D3N A-3D (59) ® D3N R-3D (59) ¢ D3N A-5D (60) ® D3N R-5D (60) D3N A-8D (61) ® D3N R-8D (61)

Member IMC Group
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H3P (continued)
Exchangeable 3 Flute Drilling
Heads for Machining Carbon
and Alloy Steel (ISO P)

and Cast Iron (ISO K)
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Dimensions

S
Designation DC LPR®M PL@ KCH BCH ©
H3P 230-1Q 23.00 13.00 4910 15.0 0.40 o
H3P 231-1Q 23.10 13.00 4910 15.0 0.40 o
H3P 232-1Q 23.20 13.00 4910 15.0 0.40 o
H3P 233-1Q 23.30 13.00 4910 15.0 0.40 [
H3P 234-1Q 23.40 13.00 4910 15.0 0.40 o
H3P 235-1Q 23.50 13.00 4910 15.0 0.40 o
H3P 236-1Q 23.60 13.00 4910 15.0 0.40 [
H3P 237-1Q 23.70 13.00 4910 15.0 0.40 o
H3P 238-1Q 23.80 13.00 4910 15.0 0.40 °
H3P 239-1Q 23.90 13.00 4910 15.0 0.40 [
H3P 240-1Q 24.00 13.54 5.210 15.0 0.40 o
H3P 241-1Q 2410 13.54 5.210 15.0 0.40 o
H3P 242-1Q 24.20 13.54 5.210 15.0 0.40 [
H3P 243-1Q 24.30 13.54 5.210 15.0 0.40 °
H3P 244-1Q 24.40 13.54 5.210 15.0 0.40 [
H3P 245-1Q 24.50 13.54 5210 15.0 0.40 [
H3P 246-1Q 24.60 13.54 5.210 15.0 0.40 o
H3P 247-1Q 24,70 13.54 5.210 15.0 0.40 o
H3P 248-1Q 24.80 13.54 5210 15.0 0.40 [
H3P 249-1Q 24.90 13.54 5.210 15.0 0.40 o
H3P 250-1Q 25.00 1411 5.310 15.0 0.40 o
H3P 251-1Q 25.10 1411 5.310 15.0 0.40 [
H3P 252-1Q 25.20 14.11 5.310 15.0 0.40 o
H3P 253-1Q 25.30 1411 5.310 15.0 0.40 o
H3P 254-1Q 25.40 1411 5.310 15.0 0.40 [
H3P 255-1Q 25.50 1411 5.310 15.0 0.40 o
H3P 256-1Q 25.60 1411 5.310 15.0 0.40 o
H3P 2565-1Q 25.65 1411 5.310 15.0 0.40 [}
H3P 257-1Q 25.70 14.11 5.310 15.0 0.40 o
H3P 258-1Q 25.80 1411 5.310 15.0 0.40 o
H3P 259-1Q 25.90 1411 5.310 15.0 0.40 o

e For user guide and cutting conditions, see pages 68-81

) LPR tolerance +0.05 mm

@ PL tolerance +0.1 mm

For tools, see pages: D3N A-1.5D (58) ® D3N R-1.5D (58) ® D3N A-3D (59) ® D3N R-3D (59) ® D3N A-5D (60) ® D3N R-5D (60) ® D3N A-8D (61) » D3N R-8D (61)
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LOGIQSCHAM N
F3P @ —
Exchangeable 3 Flute Flat o BCH 1
Drilling Heads for Machining 1 —
Carbon and Alloy Steel (ISO m
P) and Cast Iron (ISO K) D
LL]
Dimensions EI
5
Designation DC LPR®M PL PDD SIG BCH KCH SSC@) 3 LL
F3P 120-1Q 12,00 490 0.790 2.96 133 040 150 12 ° D
F3P 125-1Q 12.50 490 0.790 2.96 133 0.40 15.0 12 [} Z
F3P 130-1Q 13.00 5.39 0.990 352 130 0.40 15.0 13 ° —
F3P 135-1Q 13,50 539 0.990 352 130 040 15.0 13 °
F3P 140-1Q 14.00 6.42 1.110 416 124 040 15.0 14 .
F3P 145-1Q 14,50 6.42 1.110 4.16 124 040 15.0 14 .
F3P 150-1Q 15,00 6.72 1.190 381 121 040 15.0 15 °
F3P 155-1Q 16.50 6.72 1.190 381 121 040 15.0 15 .
F3P 160-1Q 16.00 7.03 1.090 3.95 121 0.40 15.0 16 °
F3P 165-1Q 16,50 7.03 1,090 3.95 121 040 15.0 16 °
F3P 170-1Q 17.00 7.70 1.160 4.09 121 0.40 15.0 17 o
F3P 175-1Q 17.50 7.70 1.160 4,09 121 040 15.0 17 .
F3P 180-1Q 18,00 8.02 1.230 5.86 181 040 15.0 18 °
F3P 185-1Q 18.50 8.02 1.230 5.86 131 0.40 15.0 18 o
F3P 190-1Q 19.00 8.09 1.270 6.19 131 0.40 15.0 19 °
F3P 195-1Q 19,50 8.09 1.270 6.19 131 040 15.0 19 °
F3P 200-1Q 20.00 8.59 1.340 6.54 132 0.40 15.0 20 o
F3P 205-1Q 2050 8.59 1,340 6.54 132 040 15.0 20 .
F3P 210-1Q 21.00 9.02 1.410 6.92 182 040 15.0 21 °
F3P 215-1Q 21.50 9.02 1.410 6.92 132 0.40 15.0 21 °
F3P 220-1Q 22.00 9.97 1,680 7.19 132 040 16.0 2 .
F3P 225-1Q 2250 997 1,680 719 182 040 15.0 2 °
F3P 230-1Q 23.00 1017 1.750 7.66 132 0.40 15.0 23 o
F3P 235-1Q 2350 1017 1.750 7.66 132 040 16.0 23 .
F3P 240-1Q 24.00 10.59 1.820 7.79 182 040 15.0 24 °
F3P 245-1Q 24.50 10.59 1.820 7.79 132 0.40 15.0 24 °
F3P 250-1Q 25.00 10.81 1,660 8.09 131 040 16.0 25 °
F3P 255-1Q 25.50 10.81 1.660 8.09 131 0.40 15.0 25 o

e For nearly flat bottom hole applications e For user guide and cutting conditions, see pages 68-81

() LPR tolerance +0.05 mm

() Seat size code

For tools, see pages: D3N A-1.5D (58) ¢ D3N R-1.5D (58) ® D3N A-3D (59) ¢ D3N R-3D (59) ® D3N A-5D (60) ® D3N R-5D (60) ® D3N A-8D (61) * D3N R-8D (61)

Member IMC Group
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@p)| COMBICHAM
PL LPR | LS ‘

S MNC-5D = | | Fﬂ %’i

B | arge Diameter Indexable Drills ﬁ T

=t Wwith a Pilot Drilling Head and One DCONMS DF

% Flat Shank, Drilling Depth 5xD | l

LLJ

| DC LU PL DCONMS  PDD DF LS LPR Insert) Insert 19

m MNC 260-130 A32-150-06-5D 26.00 132.93 2.93 32.00 15.00 42.00 60.0 166.92 SOGX 060304-W ICP 150
MNC 265-132 A32-155-06-5D 26.50 135.53 3.03 32.00 15.50 42.00 60.0 167.03 SOGX 060304-W ICP 155

§ MNC 270-135 A32-160-06-5D 27.00 138.10 3.10 32.00 16.00 42.00 60.0 170.10 SOGX 060304-W ICP 160
MNC 280-140 A32-170-06-5D 28.00 143.25 3.25 32.00 17.00 42.00 60.0 174.30 SOGX 060304-W ICP 170

I_I_] MNC 290-145 A32-160-07-5D 29.00 148.10 3.10 32.00 16.00 42.00 60.0 180.11 SOGX 070305-W ICP 160

D MNC 295-148 A32-165-07-5D 29.50 150.69 3.19 32.00 16.50 42.00 60.0 183.21 SOGX 070305-W ICP 165
MNC 300-150 A32-165-07-5D 30.00 153.19 3.19 32.00 16.50 42.00 60.0 186.21 SOGX 070305-W ICP 165

Z MNC 310-155 A32-175-07-5D 31.00 158.34 3.34 32.00 17.50 42.00 60.0 193.30 SOGX 070305-W ICP 175

— MNC 320-160 A32-185-07-5D 32.00 163.49 3.49 32.00 18.50 42.00 60.0 198.50 SOGX 070305-W ICP 185
MNC 330-165 A32-175-09-5D 33.00 168.64 3.64 32.00 17.50 42.00 60.0 203.60 SOGT 09T306-W ICP 175
MNC 340-170 A32-180-09-5D 34.00 173.70 3.70 32.00 18.00 42.00 60.0 208.70 SOGT 09T306-W ICP 180
MNC 350-175 A32-189-09-5D 35.00 178.86 3.86 32.00 18.90 42.00 60.0 213.90 SOGT 09T306-W ICP 189
MNC 360-180 A32-190-10-5D 36.00 183.85 3.85 32.00 19.00 42.00 60.0 218.80 SOGT 100408-W ICP 190
MNC 370-185 A32-200-10-5D 37.00 189.01 4.01 32.00 20.00 42.00 60.0 224.00 SOGT 100408-W ICP 200
MNC 375-188 A32-205-10-5D 37.50 191.60 410 32.00 20.50 42.00 60.0 227.11 SOGT 100408-W ICP 205
MNC 380-190 A40-209-10-5D 38.00 194.17 417 40.00 20.90 50.00 68.0 231.21 SOGT 100408-W ICP 209
MNC 390-195 A40-215-10-5D 39.00 199.26 4.26 40.00 21.50 50.00 68.0 237.28 SOGT 100408-W ICP 215
MNC 400-200 A40-225-10-5D 40.00 204.41 4.41 40.00 22.50 50.00 68.0 244,36 SOGT 100408-W ICP 225
MNC 405-203 A40-235-10-5D 40.50 207.07 457 40.00 23.50 50.00 68.0 24758 SOGT 100408-W ICP 235
MNC 410-205 A40-239-10-5D 41.00 209.64 4.64 40.00 23.90 50.00 68.0 249.64 SOGT 100408-W ICP 239
MNC 420-210 A40-249-10-5D 42.00 214.77 477 40.00 24.90 50.00 68.0 254.80 SOGT 100408-W ICP 249
MNC 430-215 A40-259-10-5D 43,00 219.99 4.99 40.00 25.90 50.00 68.0 263.00 SOGT 100408-W ICP 259
MNC 440-220 A40-210-12-5D 44.00 22518 518 40.00 21.00 50.00 68.0 264.18 SOGT 120408-W ICP 210
MNC 450-225 A40-219-12-5D 45,00 230.33 5.33 40.00 21.90 50.00 68.0 269.38 SOGT 120408-W ICP 219
MNC 460-230 A40-229-12-5D 46.00 235.48 5.48 40.00 22.90 50.00 68.0 274.46 SOGT 120408-W ICP 229
MNC 470-235 A40-239-12-5D 47.00 240.64 5.64 40.00 23.90 50.00 68.0 280.63 SOGT 120408-W ICP 239
MNC 480-240 A40-249-12-5D 48.00 245.77 5.77 40.00 24.90 50.00 68.0 284.80 SOGT 120408-W ICP 249
MNC 490-245 A40-259-12-5D 49,00 250.99 5.99 40.00 25.90 50.00 68.0 292.00 SOGT 120408-W ICP 259
MNC 500-250 A40-269-12-5D 50.00 256.11 6.11 40.00 26.90 50.00 68.0 297.07 SOGT 120408-W ICP 269

¢ Hole tolerance: D+0.10/-0.05 in average conditions. However, it can be higher or lower according to machine and tooling conditions e Intermediate sizes are available on
request e For user guide and cutting conditions, see pages 68-81

() Quter insert

@) Central insert

For inserts, see pages: HCP-IQ (47) ¢ ICG (57) ® ICP (18) ® SOGT-W (67) ® SOGX-W (67)

Spare Parts

&/ / / ¥

MNC 260-130 A32-150-06-5D SR 34-508/L T-7/51 K MNC MULTI
MNC 265-132 A32-155-06-5D SR 34-508/L T-7/51 KMNC MULTI
MNC 270-135 A32-160-06-5D SR 34-508/L T-7/51 KMNC MULTI
MNC 280-140 A32-170-06-5D SR 34-508/L T-7/51 K MNC MULTI
MNC 290-145 A32-160-07-5D SR 14-560 T-8/53 KMNC MULTI
MNC 295-148 A32-165-07-5D SR 14-560 T-8/63 K MNC MULTI
MNC 300-150 A32-165-07-5D SR 14-560 T-8/53 KMNC MULTI
MNC 310-155 A32-175-07-5D SR 14-560 T-8/53 KMNC MULTI
MNC 320-160 A32-185-07-5D SR 14-560 T-8/63 KMNC MULTI
MNC 330-165 A32-175-09-5D SR 34-506 BLD TO9/M7-SW4 SW4-SD K MNC MULTI
MNC 340-170 A32-180-09-5D SR 34-506 BLD TO9/M7-Sw4 SW4-SD KMNC MULTI
MNC 350-175 A32-189-09-5D SR 34-506 BLD TO9/M7-Sw4 SW4-SD K MNC MULTI
MNC 360-180 A32-190-10-5D SR 14-571 BLD T10/87 SW6-SD KMNC MULTI
MNC 370-185 A32-200-10-5D SR 14-571 BLD T10/57 SW6-SD K MNC MULTI
MNC 375-188 A32-205-10-5D SR 14-571 BLD T10/57 SW6-SD K MNC MULTI
MNC 380-190 A40-209-10-5D SR 14-571 BLD T10/57 SW6-SD KMNC MULTI
MNC 390-195 A40-215-10-5D SR 14-571 BLD T10/57 SW6-SD KMNC MULTI
MNC 400-200 A40-225-10-5D SR 14-571 BLD T10/57 SW6-SD KMNC 22-33
MNC 405-203 A40-235-10-5D SR 14-571 BLD T10/87 SW6-SD KMNC 22-33
MNC 410-205 A40-239-10-5D SR 14-571 BLD T10/57 SW6-SD KMNC 22-33
MNC 420-210 A40-249-10-5D SR 14-571 BLD T10/57 SW6-SD KMNC 22-33
MNC 430-215 A40-259-10-5D SR 14-571 BLD T10/57 SW6-SD KMNC 22-33
MNC 440-220 A40-210-12-5D SR 14-544/8 BLD T15/87 SW6-SD KMNC MULTI
MNC 450-225 A40-219-12-5D SR 14-544/S BLD T15/S7 SW6-SD K MNC MULTI
MNC 460-230 A40-229-12-5D SR 14-544/8 BLD T15/87 SW6-SD KMNC 22-33
MNC 470-235 A40-239-12-5D SR 14-544/8 BLD T15/87 SW6-SD KMNC 22-33
MNC 480-240 A40-249-12-5D SR 14-544/8 BLD T15/57 SW6-SD KMNC 22-33
MNC 490-245 A40-259-12-5D SR 14-544/8 BLD T15/87 SW6-SD KMNC 22-33
MNC 500-250 A40-269-12-5D SR 14-544/S BLD T156/57 SW6-SD KMNC 22-33
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COMBICHAM
MNC-7/8D e Fﬂ ff»i
Large Diameter Indexable Drills PL_~ LU i
for the Wind Turbine Industry Ty Ik i 4
DC PDD | DCONMS DF
L — ( 1 |
DC PDD LU PL LPR OAL  DCONMS DF Insert Insert 19
MNC 332-265 A32-175-09-8D [ ED 270,60 5570 304.40 358.80 32,00 4200 SOGT09T306-W  HCP 1751Q
MNC 362-289 A32-190-10-8D 36.20 19.00 294.60 5.570 326.90 381.30 32.00 42,00 SOGT 100408-W  HCP 190-1Q
MNC 392-289 A40-219-10-7D 39.20 21.90 294.90 5.940 352.20 414.30 40.00 50.00 SOGT 100408-W  HCP 219-IQ

* Hole tolerance: D+0.10/-0.05 in average conditions. However, it can be higher or lower according to machine and tooling conditions e Intermediate sizes are available on
request ¢ For user guide and cutting conditions, see pages 68-81

() Quter insert
@) Central insert

For inserts, see pages: HCP-IQ (47) ¢ SOGT-W (67)

Spare Parts

Designation

&

/

a =

&

&

7

MNC 332-265 A32-175-09-8D SR 34-506 BLD TO9/M7-SW4 SW4-SD K MNC MULTI SR 34-508 SR 34-508/S-HG T-7/51
MNC 362-289 A32-190-10-8D SR 14-571 BLD T10/S7 SW6-SD K MNC MULTI SR 34-508 T-7/51
MNC 392-289 A40-219-10-7D SR 14-571 BLD T10/S7 SW6-SD K MNC MULTI SR 34-508 T-7/51
COMBICHAM ,
SOGX-W ; 1)
Precision Ground Inserts with T
DT General Use Chipformer IC - l
and a Wiper for MNC i @
Large Diameter Dirills ‘ S le
Dimensions Tough «<— Hard
o
g | &
Designation IC S RE ] o
SOGX 050204-W 5.40 2.40 0.40 .
SOGX 060304-W 6.20 3.20 0.40 .
SOGX 070305-W 7.70 3.60 0.50 . .
e For user guide and cutting conditions, see pages 68-81
For tools, see pages: MNC-5D (66)
COMBICHAM -
SOGT-W 5}
Precision Ground Inserts with T N
DT General Use Chipformer IC f@
and a Wiper for MNC Dirills l :
‘ S -
Dimensions Tough «<— Hard
o
g g
Designation IC S RE o (&}
SOGT 09T306-W 9.00 3.81 0.60 ° °
SOGT 100408-W 9.80 4.30 0.80 [ [
SOGT 120408-W 12.70 4.76 0.80 .
e For user guide and cutting conditions, see pages 68-81
For tools, see pages: MNC-5D (66) ® MNC-7/8D (67)
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OCHAM

CHAMDRILL LINE

USER GUIDE

e \When drilling stainless steel or high temperature
alloys using the ICM drilling head, it is highly
recommended to apply high-pressure oil or 7-10%
mineral or vegetable based oil emulsion.

¢ Following is the recommended coolant
flow rate and pressure.

Coolant Flow Rate (liter/min)

30

6.8 12 16 20 25
Drill Diameter D (mm)

Minimum Coolant Pressure (bar)

>
t T T T >
5

6 12 16 20 2

Drill Diameter D (mm)

e For optimal performance, it is recommended to adjust
runout of outer points or chisel with a maximum of
0.02 mm. Large runout will influence drill
performance tool life and hole quality.

* No setup time is needed after indexing
the SUMOCHAM drill head.

¢ SUMOCHAM drills can be used either on
milling centers or lathe machines.

¢ When using SUMOCHAM drill in stationary (lathe)
applications, we recommend using the ISCAR GYRO
device or eccenter sleeve to reduce misalignment.
Misalignment will cause poor performance of the
SUMOCHAM drill or even tool breakage.

Prior to using 8D or 12D drills, it is recommended to drill a
0.5xD pre-hole using a short or centering drill.

Enter the pre-hole at slow speed and feed until 2-5 mm
from its bottom. Start the cooling system and increase
rotation to the recommended drilling speed. Hold for 2-3
seconds, then continue at the recommended drilling feed.

1 Pre-hole 0.5xD deep for centering
2 Slow rotation and feed while entering the pre-hole

¥

3 Maintain for 2-3 seconds and
activate the cooling system

~ol
[
x
O

4 Continue drilling at recommended cutting conditions

ISCAR




OCHAM

CHAMDRILL LINE

USER GUIDE

PreHole Adjustment

ICP/ ICM/ ICN ICK HCP/H3P FCP/F3P QCP ICG
ICP/M/N PreHole ICK PreHole H#P PreHole FCP PreHole QCP PreHole ICG PreHole
[ i ICP l icp ICP ICP ICP cp

ICP/M/N PreHole ICK PreHole H#P PreHole FCP_PreHole QCP PreHole ICG PreHole
/%%/??%X X X%%x\

ICK| ICK ICK| ICK| ICK ICK
ICP/M/N PreHole ICK PreHole H#P PreHole FCP PreHole QCP PreHole ICG PreHole
/ H#P x H#P / ; ;H#p % /; %H#P § x i\ ;H#P % x N H#P
ICP/M/N PreHole ICK PreHole H#P PreHole FCP PreHole QCP PreHole ICG PreHole

F#P| x A F#P| x F#P| / iF#P a x F4#P. X iF#P ﬁ
ICP/M/N PreHole ICK PreHole H#P PreHole FCP_PreHole QCP PreHole ICG PreHole
/ \ QcP §§ y ) acP) ; acp §§ / i QcP| E% x t\ QcP| Es
ICP/M/N PreHole ICK PreHole H#P PreHole FCP PreHole QCP PreHole ICG PreHole

5z ey ey
icg| .l I ica [ icg

*For proper insert performance and centering, a bigger insert within a 1.0 mm range of the same diameter may be used

Drilling Head
Mounting Procedure

Coolant Recommendations

N
—
—
0
a
LLI
—J
g
LLI
a
Z

Maximum Runout, Misalignment

Max 0.02 mm —}/f

Max 0.02 mm

K DCN MULTI

The optional K DCN MULTI key enables clamping all
currently available SUMOCHAM drilling heads
in a 6-26.9 mm diameter range.

Member IMC Group




UMOCHAM USER GUIDE

CHAMDRILL LINE

Drilling Head Dia. 4.0-5.99mm Drilling Limitations
Mounting Procedure

0

N
—
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Coolant Recommendations

=

Dry machining Max 0.02 mm

Coolant Flow Rate

liter/min

30

20 |

10 1

5 4

Up to 2xD

T

4 16 20 25 32 Dia.
Drill Diameter D (mm)

Minimum Coolant Pressure

bar
4

4 16 20 25 32 D
Drill Diameter D (mm)
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USER GUIDE

Vibration Noise Drastically Increases

Drilling Limitations

N
A 0208
Px1.25@
Surface Finish Declines
Ra

po

Diameter Change
D nominal

@ > D nominal + 0.15 mm
<9 <D nominal - 0.03 mm

Power Restriction
() New drilling head
@ Worn-out drilling head

Wear Limit

Indication of Drill Head Wear

=
;
]

w
2
3
<
3
«
Q
N
<
T
S
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N SUMOCHAM USER GUIDE
—
—l . - "
E Material Groups Recommended Machining Conditions
A SUMOCHAM
Feed vs. Drill Diameter
Ll_l o <, olaoalalalale
1 < |2 @lalajla|2|2|R|218&|8
. ? = FIRIT|Q2|d|d ||| S| &
af Tensie | & | 2 slel¢l2 T (35/§8
o Strength%% -EN-EN-EN-EN-EN-AN-E - A N-E -
12} Material Condition [N/mm?] I =| Vm/min mm/rev
(L] <0.25 %C Annealed 420 125 | 1 [80-110-140
N N >0.25 %C Annealed 650 190 | 2 |80-105-130
. Quenched and 0.04 |0.07 [ 0.09]0.12 [ 0.15| 0.18 | 0.20 | 0.25 | 0.25 | 0.30
Z seclandast  <055%C) tempered 850 | 250 | 81801001201 o6l0,09|0.11|0.17|0.21/0.24|0.27|0.35(0.35(0.40
cuttirng steel Annealed 750 200 | 4 | 70-90-110 |0.08 | 0.11]0.13|0.22 { 0.28 | 0.30 | 0.35 | 0.45 | 0.45 | 0.50
> 0.55 %C
o3 | O e el 1000 | 300 |5 | 50-70-90
tempered
Annealed 600 200 | 6 |80-100-120
Low alloy and cast 930 275 17 [ 70-90-110 | 0:04 | 0.07 [ 0.09| 012 | 0.14 | 0.16 | 0.18 | 023 | 0.25 | 0.30
steel (less than 5% of Quenched and p —0.00 |0-06|0-10]0-120.18|0.21]0.24/0.26|0.31/0.35/0.40
alloying elements) tempered 000 | 300 |8 | 50:70-90 |4 0g0.13|0.15/0.25|0.28|032 | 035 |0.40|0.45|050
1200 | 350 |9 | 40-55-70
Hih alloved steel. cast Annealed 680 200 [10| 50-70-90 |0.06 |0.07 | 0.09 0.12|0.12 | 0.15 | 0.18 | 0.20 | 0.22 | 0.25
Stgel andytool stoel Quenched and 1100 | 325 |11| 40600 0-07(0-09|0-11|0-16/0:17|0.20/0.23|0.25/0.27|0.30
tempered O89S 10,08 (0.10 [ 0.12]0.20 [ 0.22 | 0.25 | 0.28 | 0.30 | 0.33 | 0.35
Stainless steel Ferritic/martensitic 680 200 |12| 40-55-70 [0.05(0.06|0.08]0.10|0.1210.14 1 0.16 | 0.16 | 0.18 | 0.20
s = 0.06|0.07|0.09(0.12/0.15(0.17/|0.20(0.21|0.240.27
Martensitic 820 240 13| 40-55-70 | 0,07 [0.08]0.10(0.15|0.18 [ 0.20 | 0.24 | 0.26 | 0.30 | 0.35

0.05|0.060.08(0.10{0.12{0.14{0.16 | 0.16 | 0.18 | 0.20
Austenitic, duplex 600 180 (14| 30-50-70 |0.06|0.07|0.09|0.12(0.15|0.17|0.20(0.21|0.24|0.27
0.07(0.080.100.15[0.18{ 0.20 | 0.24 | 0.26 | 0.30 | 0.35

Stainless steel
and cast steel

. Ferritic / pearlitic 180 |15]90-125-160
Gray cast iron (GG) = =
Pearlitic / martensitic 260 |[1680-110-140
. Ferritic 160 |17 |90-135-180]| 9-04 [0-10]0.1210.1510.20 | 0.25 | 0.30 | 0.35 | 0.35| 0.40
Nodular cast iron (GGG) — 0.06(0.13|0.15(0.22|0.27)|0.32(0.37|0.45(0.47|0.50
Feaiie 250 |18180-110-140} o 48 | .15 | 0.18 | 0.30 | 0.35 | 0.40 | 0.45 | 0.55 | 0.60 | 0.60
Malloablo cast iron Ferritic 130 |19(90-125-160
Pearlitic 230 [20|80-110-140
Aluminum-wrought alloys Not hardenable 60_j21
g ¥ Hardenable 100 |22 90-155-220
. <12% Si Not hardenable 75 |28
Aluminum- Hardenable 90 |22 020 (0.25|0.30 | 0.35 | 0.40 [ 0.45 | 0.50
cast alloys 9% S Do ] > 120-1 0.27(0.32|0.37|0.42|0.50|0.57(0.67
>12% Si igh temperature 30 5 (80-120-160 0351 0.40 1 045 050 [ 0.60 | 0.70 | 0.75
>1% Pb Free cutting 110 |26
Copper alloys Brass 90 |27]90-155-220
Electrolytic copper 100 |28
Duroplastics,
, : ) 29
Non metallic fiber plastics
Hard rubber 30
Annealed 200 (31| 30-45-60
Fe based
High Hardened 280 |32 0.050.06 | 0.08]0.10 [ 0.12] 0.12 | 0.14 | 0.16
temperature ) Annealed 250 |33 0.06(0.08|0.10(0.12/0.15(0.16|0.18|0.20
alloys ’k\)" OrdCO Hardened 350 |3a| 23590 007 [0.11]0.13] 0.5 | 0.18 | 020 | 022 | 025
ase
Cast 320 |35
Pure 400 36 0.05(0.060.08|0.10|0.12 | 0.14 [ 0.16 | 0.18
Titanium alloys Alpha+beta alloys 20-35-50 0.06(0.09(0.11(0.14|0.16|0.18|0.20(0.22
hardened 1050 37 0.07 [012{0.15|0.18 [ 020 0.22 | 0.25 | 0.27
Hardened 55 HRC| 38 0.05|0.06 { 0.080.10 [ 0.12 | 0.14 [ 0.16 | 0.18
Hardened steel 20-35-50 0.06(0.09|0.11(0.14/0.16(0.18|0.20|0.22
Hardened 60 HRC | 39 007 |0.12|0.15| 0.18 [ 0.20 | 0.22 | 0.25 | 0.27

. Recommended cutting data

() For workpiece materials list, see pages 495-524 . As a starting value, the middle of the recommended machining range should be used.
Then, according to the wear results, conditions can be changed to optimize performance.

The data refers to IC908

* When using external coolant supply only, reduce cutting speed by 10%

* Use internal coolant supply when machining austenitic stainless steel

* When using more than 5XD drill ratio, reduce cutting parameters by 10%
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Material Groups Recommended Machining Conditions E
SUMOCHAM 0O
Feed vs. Drill Diameter LU
Tensile Hardness |Material 2 3 % g 3;' :
Material Condition |Strength| "™, Noln | Vm/min | 2 | & | % | & AR AR AR —
IN/mm?] ' IR
o [a] [a] [a] [a] [a] [a] [a] [a] [a] [a]
2] mm/rev
<0.25%C | Annealed 420 125 1 [80-110-140 LL]
>025%C | Annealed 650 190 2 [80-105-130 0
Neeloy Quenched and
steel and cast < 0.55 %C 850 250 3 |80-100-120] 004 0.07(0.09101210.15(0.18 10201025 0.25 | 0.30 gy
steel. free tempered 0.06(0.09|0.11(0.17(0.21/0.24(0.27(0.35|0.35(0.40 [===
cuttir'wg <teel Annealed 750 290 4 70-90-110 | 0.080.11{0.13| 0.22 { 0.28 | 0.30 | 0.35 | 0.45| 0.45 | 0.50
0
> 0.55 %C [Quenched and 1000 300 5 50-70-90
tempered
Annealed 600 200 6 [80-100-120
Low alloy and cast o030 10.04[0.07 | 0.09]0.12[0.14 | 0.16 | 0.18 | 0.23 | 0.25 | 0.30
930 275 7 | 70-90-110
steel (less than 5% of Quenched and [— -~ 00 3 =0.70.90 10:06(0.09|0.120.18/0.21/0.24/0.26|0.31/0.35/0.40
alloying elements) tempered S 0.0810.110.15]0.25|0.28 | 0.32 | 0.35 [ 0.40 | 0.45 | 0.50
1200 350 9 40-55-70
, Annealed 680 200 10 | 50-70-90 |0.06/0.07(0.09|0.12]0.12(0.15|0.180.20 | 0.22 | 0.25
;'gg zﬂ]%yfgoftsetgglcaﬁ Quenchedand| - T o 1| 108080 |0:07/0.09(0-11/0.16/0.17|0.20/0.230.25/0.27|0.30
tempered TOYOY 1008 (010012 [0.20|0.22 | 0.25 | 0.28 | 0.30 | 0.33 | 0.35
Ferritic/ - o 1 0.05|0.06(0.08]0.11]0.11|0.14|0.17 | 0.22 | 0.21 | 0.24
Stainless steel and cast steel martensitic 40-55-70 |0.06/0.07/0.10|0.15(0.16(0.19(0.22|0.24|0.26|0.29
Martensitic 820 240 13 0.07|0.08 0.1 {0.19|0.21 [ 0.24 | 0.27 [ 0.29 | 0.32 | 0.34
Feer;'rtl'; C/ 180 15 |90-125-160
Gray cast iron (GG) - "
Pearlitic / 5 1 110-14
martensitic 60 6 |80-110-140) 0 04 {0.10{0.12 | 0.15] 0.20 | 0.25 | 0.30 | 0.35 | 0.35 | 0.40
= 0.06(0.13|0.15|0.22/0.27/0.32/0.370.45/0.47(0.50
Ferritic 160 17 190-135-180
- 0.08]0.15]0.18]0.30 | 0.35 | 0.40 | 0.45 | 0.55 | 0.60 | 0.60
Nodular cast iron (GGG) Pearlitic 250 18 [80-110-140
oot e Ferritic 130 19 |90-125-160
Pearlitic 230 20  [80-110-140

B Recommended cutting data
() For workpiece materials list, see pages 495-524 . As a starting value, the middle of the recommended machining range should be used.

Then, according to the wear results, conditions can be changed to optimize performance.
The data refers to IC908
* When using external coolant supply only, reduce cutting speed by 10%

* When using more than 5XD drill ratio, reduce cutting parameters by 10%
No need to reduce the cutting parameters while using 8XD and up holders

Member IMC Group
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E Recommended Machining Conditions for ICG Inserts
D Material Feed mm/rev
group Material number | Cutting Speed Vc m/min D=14-15.99 D=16-19.9 D=20-25.9
LLJ 3
— 4
M 5
§ 6 0.15 0.18 0.2
7 80-100-120 0.22 0.24 0.27
LL] 8 0.27 0.3 0.35
0O 9
= 10
— 11
12 0.12 0.16 0.18
13 60-60-100 0.2 0.23 0.26
0.12 0.16 0.18
M 14 60-80-100 0.2 0.23 0.26
0.27 0.3 0.35
21
22
23
1 0.35 0.4 0.45
- 80-200-300 0.45 05 0.57
05 0.6 0.65
26
27
28
31
32
33 0.10 0.12 0.12
34 25-30-35 0.14 0.18 0.18
35 0.22 0.25 0.25
36
37
38 0.12 0.14 0.16
H - 20-35-50 0.15 0.18 0.2
0.2 0.22 0.25

. Recommended cutting data

Recommended Machining Conditions for ICN Inserts

SUMOCHAM
Feed vs. Drill Diameter
D=10-11.9 D=12-13.9 [ D=14-15.9 D=16-19.9
V m/min mm/rev

90-155-220

0.25 0.30 0.35 0.40

0.32 0.37 0.42 0.50
CIRIRER Y 0.40 0.45 0.50 0.60
90-155-220

. Recommended cutting data
According to the wear results, conditions can be changed to optimize performance.
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THREE FLUTE’acﬂAMDRILL

Material Groups

USER GUIDE

Recommended Machining Conditions

Feed vs. Drill Diameter

o |l a|la|la|la|la|a
™ 0 ~ (2] - [+¢] ‘o]
. 3 v v v Q@ A Q
Tensile % % % % % % %
Strength a a a a a a a
° Rm Hardness | Mtl. vC /
@ | Material Condition [N'mmZ | HB |[No.| m/min mm/rev
<0.25 %C Annealed 420 125 1
>0.25 %C Annealed 650 190 2 | 80-100-120
Non-alloy steel o Quenched and 0.30 [ 0.36 | 0.45 | 0.48 | 0.51 | 0.54 | 0.57
and cast steel, Sy tempered 850 250 S 0.39 | 0.45 | 0.51 | 0.57 | 0.60 | 0.63 | 0.66
free cutting steel Annealed 750 290 4 | 70-85-100 | 0.45|0.51|0.57 | 0.63 | 0.66 | 0.69 | 0.72
> 0.55 %C
Quenched and | 4y, 300 | 5 | 50-65-80
tempered
Annealed 600 200 6 | 70-90-110 v 6o | oo | aa | | aas | as
Low alloy and cast steel (less 930 275 7 | 70-85-100 | ’ ‘ ‘ ‘ ‘ ‘
than 5% of alloying elements) CQUETSIES el | —=as 300 | 8 | 50-65:80 | 0D | 042048051 1 0541 057 | 060
tempered 0.42 | 0.48 | 0.54 | 0.60 | 0.63 | 0.66 | 0.69
1200 350 9 40-50-60
) Annealed 680 200 10 | 50-70-90 | 0270301033 |0.36|039 042|045
High alloyed steel, cast
steel and tool steel QuEIEdEng | yqq 35 | 11| 40-60-80 | 233|056 | 039 04210457048 ) 051
tempered 0.36 [ 0.39 [ 0.42 [ 0.45| 0.48 | 0.51 | 0.54
Ferritic / pearlitic 180 15 | 90-125-140
Gray cast iron (GG iti
Y ©e) nfae;:'r:'scm/o 260 | 16 | 80-110-120
= o 1 e oen 0.40 [ 0.45 [ 0.54 [ 0.60 | 0.66 | 0.72 | 0.78
erritic -159-
Nodular cast iron (GGG) — 0.60 | 0.66 | 0.72 | 0.78 | 0.84 | 0.90 | 0.96
Pearlitic 250 18 | 80-110-120 [ 0.78 | 0.84 [ 0.90 | 0.96 | 1.02 | 1.08 | 1.14
: Ferritic 130 19 | 90-125-140
Malleable cast iron =
Pearlitic 230 20 | 80-110-120

[ | Recommended cutting data
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p) COMBICHAM USER GUIDE
—1
=| Recommended Machining Conditions for MNC drills
m Feed vs. Drill Diameter F [mm/rev]
- BERERERE:
E % Ed Cutting g 8 8 g 8
@ Z | Speed V. & & é & ﬁ’:
M Tensile | 2 S | [m/min] o o ®
Strength| B  Jvelve| £ f[ [ ¢ ] £ ] ] f]f
Material Condition | [N/mm?] T = min | max| min | max| min | max| min | max| min | max| min | max
LL] <0.25 %C| Annealed 420 125 1 120 | 200
0O >0.25 %C| Annealed 650 190 2
Non-alloy steel o Quenched
z and cast steel, <L L and tempered &3l 20 9 0.25[0.3510.25(0.35[0.25[0.40|0.25|0.40]0.28 | 0.45
free cutting steel Annealed 750 220 4 130 | 190
[0)
2055 %C| Quenched | 50 | 5 5
and tempered
Annealed 600 200 6
Low alloy and cast steel (less 930 275 7
than 5% of alloying elements) Quenched 1000 300 8 120 { 180 {0.25|0.33 {0.25[0.33(0.25|0.38|0.25|0.38|0.26 | 0.43
and tempered
1200 350 9
High alloyed steel, cast Annealed 680 200 10
steel and tool steel Quenched 1100 305 1 100 | 160 [0.25|0.33 {0.25|0.33|0.25]|0.36|0.25|0.36 | 0.26 | 0.41
and tempered
Ferritic/ 680 200 12
Stainless steel and cast steel | martensitic 90 | 140 (0.12|0.24]0.12|0.24|0.16|0.25|0.18|0.25|0.18 | 0.30
Martensitic 820 240 13
) Austenitic,
Stainless steel and cast steel el 600 180 14 90 [140(0.12|0.24{0.12(0.24|0.16|0.25|0.18|0.25|0.180.30
e w | s
Gray cast iron (GG) —
Pearlitic /
" 260 16
martensitic
Ferriti 1 17 1 2 .25(0.40(0.25(0.4 L . . . . )
Nodular cast iron (GGG) emlllc 60 50| 250 |0.25(0.40|0.25|0.45| 0.3 [0.50| 0.3 |0.50|0.35|0.55
Pearlitic 250 18
, Ferritic 130 19
Malleable cast iron Pearliic 230 20
Not
Aluminum-wrought alloys hardenable €0 2
Hardenable 100 22 160 (260 | 0.3 [0.50| 0.3 [0.50(0.35|0.55]|0.35|0.55| 0.4 |0.60
. Not
[0)
A <12% Si hardenable 75 23
uminum- Hardenable 90 24
cast alloys Hioh
>12% Si 9 130 | 25
temperature
>1% Pb Free cutting 110 26
Brass 90 27
Copper alloys S
ectrolytic 100 o8
copper
Duroplastics, 29
Non metallic fiber plastics
Hard rubber 30
Annealed 200 31
e t Fobased | ened 280 | a2
mgysempem‘”e Nior G Annealed 250 | 33
1or~0 M Hardened 350 | 34
based
Cast 320 85
Pure 400 36
L Alpha+beta
Titanium alloys ey 1050 37
hardened
Hardened steel Hardened 55HRC | 38 20 | 50 | 0.1 [0.16(0.12(0.18|0.14| 0.2 |0.14| 0.2 |0.16]0.22
Hardened 60 HRC 39
Chilled cast iron Cast 400 40
Cast iron Hardened 55 HRC 4

() For workpiece materials list, see pages 495-524 . As a starting value, the middle of the recommended machining range should be used.
Then, according to the wear results, conditions can be changed to optimize performance.
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HAMDRILL LINE

Troubleshooting

Cutting Edge Chipping
1 Check the stability of the machine spindle, tool and workpiece clamping rigidity.
2 Reduce feed rate, increase speed.
3 If the drill vibrates, reduce cutting speed and increase feed rate.
4 When drilling rough, hard or sloped surfaces (up to 7°), reduce the feed rate by 30-50% when entering and exiting.
5 Check cooling lubricant and increase coolant pressure. In case of external coolant supply, improve jet direction and
add cooling jets.
Chisel Area Chipping
Reduce feed rate.
Increase coolant pressure.
Check the adaptation. Use hydraulic clamping chuck, MAXIN power chuck or side lock systems.
Increase workpiece chucking force.
Excessive Flank Wear
Check that the correct geometry is used.
Reduce cutting speed.
Increase internal coolant pressure.
Excessive Flute Land Wear
Check that the correct geometry is used.
Check the runout and make sure it is within 0.02 mm T.I.R. (radial and axial).
Reduce cutting speed.
When drilling rough, hard or sloped surfaces (up to 7°), reduce the feed rate by 30-50% when entering and exiting.
Increase coolant pressure.
Check the chisel point runout and make sure it is within 0.02 mm T.I.R.
Increase workpiece chucking force stability and rigidity.
If there is low pocket gripping force - replace drill body.
Built-Up Edge
Increase cutting speed/feed.
2 Increase coolant pressure.

A~ OON =

wW N =

O~NO O~ WN 2

—

Deviation of Hole Tolerance
1 Check the runout and make sure it is within 0.02 mm T.I.R. (radial and axial cutting points).
2 Reduce feed rate.
2> Dnomnal +0.15mm | 3 Check the chisel point runout and make sure that it is within 0.02 mm T.I.R.
4 Wrong cutting edge. Replace head.
5 Increase workpiece chucking force.
6 Check the adaptation. Use hydraulic clamping chuck, MAXIN power chuck or side clamping systems.
% 7 Increase internal coolant pressure.

Surface Finish Too Rough
1 Check the runout and make sure it is within 0.02 mm T.I.R. (radial and axial).
2 Adjust the feed for improved chip formation.
3 In case of chip jamming - increase the coolant flow and/or reduce the cutting speed.
4 Increase the coolant pressure.
5 Check the chisel point runout and make sure it is within 0.02 mm T.I.R.
6 Use pecking cycle.
7 Use double margin geometry.

Hole Not Straight:
= " /=1 Use 2M geometry.

@ 2 Dirill a pre-hole for centering (check recommendations for pre-hole operation).
— 3 Increase coolant pressure, improve jet direction in case of external coolant supply.
4 Increase the feed.

Inaccurate Hole Position
1 Check the runout and make sure it is within 0.02 mm T.I.R. (radial and axial).
2 Check the stability of the machine spindle, tool and workpiece clamping rigidity.
3 When drilling rough, hard or sloped surfaces (up to 7°), reduce the feed rate by 30%-50% when entering.
4 Drill a pre-hole with a 140° point angle for centering.
5 Check the chisel point runout and make sure it is within 0.02 mm T.I.R.

Burrs on Exit
1 Reduce the feed rate by 30%-50% when exiting.
2 Replace the worn head.
3 Check the adaptation. Use hydraulic clamping chuck, MAXIN power chuck or side clamping systems.

@ < D nominal - 0.03mm

1
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SUMOCHAM USER GUIDE

Applications for DCNS Drills

For better stability in rough applications
and interrupted cuts

|(wa (ifw SUMOUNICHAM SUMOCHAM
O Moderate Helix High Helix

%% < \%
Lod Loy %
g Y

M SUMOUNICHAM SUMOCHAM

wn
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R —_—
Replaces solid When using Shorter projection
carbide drills SUMOUNICHAM, |compared to
without changing the drill's SUMOCHAM,
any holding projection can when required
components be adjusted

Can be used on
multi-spindle applications
for close spacing between
adjacent drills
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CHAMDRILL LINE

Regrinding Instructions

—
—
Regrinding Instructions for Geometry Regrinding Instructions for ICK Geometry LL]
After each grinding operation, rotate the drill After each grinding operation, rotate the drill ]
180° and repeat the grinding procedure. 180° and repeat the grinding procedure. m
:n Primary Clearance n Primary Clearance
DAT ' DAT /@ §
4 LLI
~ A
E Secondary Clearance E Secondary Clearance -
DAT ' DAT DAT ' DAT
}}20" })20°
200 20°
B chisel
- E
v
f
0.12-0.18 mm
l 0.12-0.18 mm
B Edge Preparation
DAT] A-A X
As] 20° i
#+0.02
T-Land
~ D Edge Preparation

D Range AA
8-11.99 As] DAT R=0.03-0.05 mm
12-15.99
16-19.99
20-25.99
26-32.99

Regrinding Instructions for ICP Geometry

After each grinding operation, rotate the drill
180° and repeat the grinding procedure.

n Primary Clearance

' DAT
DAT
Q°
70

E Secondary Clearance

DAT

\
é;%% 300
'

0.12-0.18 mm

y

n Edge Preparation

DAT| AA
A R=0.03-0.05 mm

Member IMC Group




LOGIQCHAM USER GUIDE

Drilling Head Drilling Limitations
Mounting Procedure

0

N
—
—
0
a
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g
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* Up to 6° reduce feed by 20%
* 6°-12° reduce feed by 50%

Maximum Runout, Misalignment

Max 0.02 mm —;/f

Max 0.02 mm

Coolant Recommendations

liter/min Coolant Flow Rate
30 4

bar Minimum Coolant Pressure
t

20

4 16 20 25 32 Dia| 4 16 20 25 32 Da.
Drill Diameter D (mm)

Dry machining

Up to 2xD
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THREE FLLITE’GCNAMDRILL

Troubleshooting

USER GUIDE

Cutting Edge Chipping
1 Check the stability of the machine spindle, tool and workpiece clamping rigidity.
2 Reduce feed rate, increase speed.
3 If the drill vibrates, reduce cutting speed and increase feed rate.
4 When drilling rough, hard or angled (up to 12° angular surface), reduce the feed rate by 30-50%.
5 Check cooling lubricant. Increase coolant pressure. In case of external
coolant supply, improve jet direction and add cooling jets.

Chisel Area Chipping
1 Reduce feed rate.
2 Increase coolant pressure.
3 Increase workpiece chucking force.

Excessive Flank Wear
4 Reduce cutting speed.
5 Increase internal coolant pressure.

Excessive Land Wear
1 Check the runout and make sure it is within 0.02 mm T.I.R. (radial and axial).
2 Reduce cutting speed.
3 When drilling rough, hard or angled (up to 12° angular surface), reduce the feed rate by 30-50%.
4 Increase coolant pressure.
5 Check the chisel point runout and make sure it is within 0.02 mm T.I.R.
6 Increase workpiece chucking force stability and rigidity.

Built-Up Edge
1 Increase cutting speed/feed.
2 Increase

Inaccurate Hole Position
1 Check the runout and make sure it is within 0.02 mm T.I.R. (radial and axial).
2 Check the stability of the machine spindle, tool and workpiece clamping rigidity.

3 When drilling rough, hard or sloped surfaces (up to 7°), reduce the feed rate by 30%-50% when entering.

4 Dirill a pre-hole with a 140° point angle for centering.
5 Check the chisel point runout and make sure it is within 0.02 mm T.I.R.

@ < D nominal - 0.03mm

17

Deviation of Hole Tolerance
1 Check the runout and make sure it is within 0.02 mm T.I.R. (radial and axial cutting points).
2 Reduce feed rate.
3 Check the chisel point runout and make sure that it is within 0.02 mm T.L.R.
4 Wrong cutting edge. Replace head.
5 Increase workpiece chucking force.
6 Increase internal coolant pressure.

Burrs on Exit

~J| 1 Reduce the feed rate by 50%-70% during exit.

2 Replace the worn head.

Surface Finish Too Rough
1 Check the runout and make sure it is within 0.02 mm T.I.R. (radial and axial).
2 Adjust the feed for improved chip formation.
3 In case of chip jamming - increase the coolant flow and/or reduce the cutting speed.
4 Increase the coolant pressure.
5 Check the chisel point runout and make sure it is within 0.02 mm T.I.R.
6 Use pecking cycle.
7 Replace the drilling head.

Member IMC Group
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MODUDRILL

MODULAR HEADS MD-DFN

MD-BODY oo ,ﬁ
Modular Drill Bodies, Each 1) — . ~ ) —

Can Carry a Variety of
Exchangeable Drilling Heads
with Different Diameters

NS
T — ay

MD-BODY-33-36-400-32A 32.00 42,00 60.0 445,00 393.3 33.00 36.90 6.70 SET SCREW M6-MODUDRILL  BLD T15/87 ~ SW6-T-SH
MD-BODY-37-40-400-32A 32.00 42.00 60.0 445.00 393.3 37.00 40.00 6.90 SET SCREW MB-MODUDRILL  BLD T15/S7 ~ SW6-T-SH

() Cutting diameter minimum

() Cutting diameter maximum

3 HEAD connection size

For tools, see pages: MD-DFN-HEAD (82) e MD-DR-DH-HEAD (83)
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MODULAR DFN Assembly Options

Head Pocket Range csl
DFN 330 HEAD-09-39 33.00-33.90 85
DFN 340 HEAD-09-39 34.00-34.90 8.5
AL e et s s e 2 DFN 350 HEAD-09-39 36.00-35.90 85
DFN 360 HEAD-09-39 36.00-36.90 85
DFN 370 HEAD-10-39 37.00-37.90 9
DFN 37-40-A32-9.5-HOLDER DFN 380 HEAD-10-39 38.00-38.90 9
DFN 390 HEAD-10-39 39.00-40.00 9
MODUDRILL
MODULAR HEADS ~~—— LPR
MD-DFN-HEAD o H‘ ! ﬂﬁ
Exchangeable Driling Heads ¥
Carrying CHAMIQDRILL DON-DCX &8 | | - DCONMS
Solid Carbide Inserts 1

T Y,

MD-DFN 330 HEAD 33.00 33.90 36.90 6.70 7.330 33.0 HFP 330-1Q KDFN 30-40
MD-DFN 340 HEAD 34.00 34.90 37.20 6.70 7.620 34.0 HFP 340-1Q KDFN 30-40
MD-DFN 350 HEAD 35.00 35.90 37.20 6.70 7.650 35.0 HFP 350-1Q KDFN 30-40
MD-DFN 360 HEAD 36.00 36.90 37.60 6.70 8.150 36.0 HFP 360-1Q KDFN 30-40
MD-DFN 370 HEAD 37.00 37.90 37.60 6.90 8.040 37.0 HFP 370-1Q KDFN 30-40
MD-DFN 380 HEAD 38.00 38.90 38.00 6.90 8.200 38.0 HFP 380-1Q KDFN 30-40
MD-DFN 390 HEAD 39.00 40.00 38.00 6.90 8.430 39.0 HFP 390-1Q KDFN 30-40

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 84-85
() Cutting diameter minimum

(2 Cutting diameter maximum

) Seat size code

@) Master insert identification

For inserts, see pages: HFP-IQ (87)

For holders, see pages: MD-BODY (82) ¢ MD-EXTENSION (83)
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MODULAR HEADS

MD-DR-DH-HEAD

Exchangeable Drilling

Heads with Guide Pads bc F=Joconws £

Carrying Square Inserts l '

PL

DC LPR DCONMS MIIDE MIID_2@ PL
MD-DR-DH 330 070606-06 33.00 33.00 6.70 SOMX 06 SOMX 07 @ 1.000
MD-DR-DH 333 070606-06 33.30 33.00 6.70 SOMX 06 SOMX 07 @ 1.000
MD-DR-DH 340 070606-06 34.00 33.00 6.70 SOMX 06 SOMX 07 @ 1,000
MD-DR-DH 349 070606-06 34.90 33.00 6.70 SOMX 06 SOMX 07 @ 1.000
MD-DR-DH 350 070606-06 35.00 33.00 6.70 SOMX 06 SOMX 07 @ 1.000
MD-DR-DH 360 070707-06 36.00 33.00 6.70 SOMX 07 SOMX 07 @ 1.000
MD-DR-DH 365 070707-06 36.50 33.00 6.70 SOMX 07 SOMX 07 @ 1.000
MD-DR-DH 370 070707-06 37.00 39.00 6.90 SOMX 07 SOMX 07 @ 1.000
MD-DR-DH 380 070707-06 38.00 39.00 6.90 SOMX 07 SOMX 07 @ 1.000
MD-DR-DH 381 070707-06 38.10 39.00 6.90 SOMX 07 SOMX 07 @ 1.000
MD-DR-DH 390 070707-06 39.00 39.00 6.90 SOMX 07 SOMX 07 @ 1.000
MD-DR-DH 397 070707-06 39.70 39.00 6.90 SOMX 07 SOMX 07 @ 1.000
MD-DR-DH 400 070707-06 40.00 40.00 6.90 SOMX 07 SOMX 07 @ 1.000

* For user guide and cutting conditions, see pages 84-85

) Master insert identification

(2 Master insert identification 2

®) Central insert

For inserts, see pages: SOMX-DT (114) « SOMX-GF (114) ¢ SOMX-HD (115)

For holders, see pages: MD-BODY (82) ¢ MD-EXTENSION (83)

Spare Parts

& / S % &

SR 14-560-HG T-8/53 SR 22052/HG-P IP-7/51 GPS-06-20-120

MODUDRILL

MODULAR HEADS

MD-EXTENSION

LF

Modular Extension Holder

to Prolong The Overall DCONWS ‘
Length by 200 mm *&\
—

DCONMS
i

=5

BDRED LF DCONWS DCONMS
MD-EXTENSION-33-36-200 32.40 200.00 6.70 6.70
MD-EXTENSION-37-40-200 36.40 200.00 6.90 6.90

For tools, see pages: MD-DFN-HEAD (82) ¢ MD-DR-DH-HEAD (83)

Spare Parts
® /
4 2
MD-EXTENSION SET SCREW M6-MODUDRILL SR M5X4 DIN913 BLD T15/S7 SW6-T-SH

Member IMC Group
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Head and Body Assembly Drilling Limitations
LL]
_ 2 (5
/ Y
LW |
() ‘ '/ '»' |
e MD-DR-DH Inserts Assembly
\\} Flow Rate vs. Pressure & Drill Diameter
Drill Diameter Pressure (bar) Flow Rate
J [ ) 8T (mm) (liter/min)
). 33 20 60
- v 34 20 60
L ¥ 35 20 60
Important: 36 20 60
37 20 60
For MD-DR-DH Head 38 20 70
e A short pre-hole 1XD deep (minimum) with H8
hole tolerance should be prepared to guide 39 20 0
the long drill (an endmill can be used) 40 20 70

e Use HD chip breaker for internal insert e Internal coolant supply only
MD-DFN Head Assembly

For MD-DFN Head
Max allowed A = 0.04 mm
Axial runout & Radial runout

ISCAR
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MD-DR-DH Cutting Parameters D
Tensile Feed Vs. Drill Diameter LIJ
o Strength Rm Ve 33<D<40 (mm) |
@ Material Condition [N/mm?] |Hardness HB| Material No. [m/min] f [mm/rev] m
<0.25 %C Annealed 420 125 1
100-1 10-0.2
> 0.25 %C Annealed 650 190 2 00150 010025
Non-alloy steel ® Quenched and
and cast steel, SLEE L tempered Galt 2l 5 LIJ
free cutting steel Annealed 750 220 4
> 0.55 %C Quenched and 80-150 0.15-0.80 D
- 1000 300 B) Z
tempered —_—
Annealed 600 200 6
Low alloy and cast steel (less Q hed and 930 275 7
than 5% of alloying elements) uenched an 1000 300 8 70-120 0.15-0.30
tempered
1200 350 9
: Annealed 680 200 10 80-150 0.10-0.25
High alloyed steel, cast Q hed and
steel and tool steel uencnea an 1100 325 11 70-120 0.10-0.25
tempered
Ferritic / pearlitic 180 15
Grey cast iron (GG) Pearlitic / 180-300 0.18-0.35
" 260 16
martensitic
Nodular cast iron (GGG) Fempf: 160 7 0.15-0.30
Pearlitic 250 18
— 150-250
Malleable cast iron Feritic 150 19 0.15-0.35
Pearlitic 230 20 ' '
MD-DFN Cutting Parameters
Feed Vs. Drill
Tensile Diameter
) Strength Rm 33<@D<40 (mm)
2] Material Condition [N/mm?] |Hardness HB| Material No. V¢ [m/min] f [mm/rev]
<0.25 %C Annealed 420 125 1 80-110-140
> 0.25 %C Annealed 650 190 2 90-105-130
Non-alloy steel o Quenched and
and cast steel, ChE Ul tempered &) 250 . SO 0.30 0.40 0.50
free cutting steel Annealed 750 220 4 70-90-110
0,
=0.55%C | Quenched and 1000 300 5 §0-70-90
tempered
Annealed 600 200 6 80-100-120
Low alloy and cast steel (less 930 275 7 70-90-110
than 5% of alloying elements) ClLEraee g 1000 300 8 50-70-90 0-300.400.50
tempered
1200 350 9 40-55-70
Ml ellosed] e, el Annealed 680 200 10 50-70-90
steel and tool steel el 1100 325 11 40-60-80 0250.80035
tempered
Ferritic / pearlitic 180 15 90-125-160
Grey cast iron (GG) Pearlﬁp_/ 260 16 80-110-140
martensitic
: Ferritic 160 17 90-135-180 0.40 0.50 0.60
Nodular cast iron (GGG) Pearltic 250 18 80-110-140
Malleable cast iron Ferritic 130 19 90-125-160
Pearlitic 230 20 80-110-140

Member IMC Group




CD ﬁ%”l RILL OAL y
S8 DFN A-1.5D-1Q ek Fﬂ ,4(5
B Exchangeable Head Drills with 1 }
e Flat Shank and Internal Coolant DCN-DCX k7 DCONMShs DF
B | ioics. Driling Depth: 1.5%D . 4
0 | Pl
LLJ
- e
m Designation DCN®  DCX® DCONMS  DF L LPR PL LS OAL SSCHl
DFN 330-050-32A-1.5D-1Q 33.00 33.90 32.00 42.00 50.0 87.5 7.330 60.0 147.50 33.0 K DFN 30-40
§ DFN 340-051-32A-1.5D-1Q 34.00 34.90 32.00 42.00 51.0 90.2 7.620 60.0 150.20 34.0 K DFN 30-40
DFN 350-053-32A-1.5D-1Q 35.00 35.90 32.00 42.00 53.0 92.8 7.650 60.0 152.80 35.0 K DFN 30-40
I_l_] DFN 360-054-32A-1.5D-1Q 36.00 36.90 32.00 42.00 54.0 95.5 8.150 60.0 155.50 36.0 K DFN 30-40
D DFN 370-056-32A-1.5D-1Q 37.00 37.90 32.00 42.00 56.0 98.1 8.040 60.0 158.10 37.0 K DFN 30-40
DFN 380-057-32A-1.5D-1Q 38.00 38.90 32.00 42.00 57.0 100.8 8.200 60.0 160.80 38.0 K DFN 30-40
Z DFN 390-059-32A-1.5D-1Q 39.00 40.00 32.00 42.00 59.0 103.4 8.430 60.0 163.40 39.0 K DFN 30-40

* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 89-91
() Cutting diameter minimum

() Cutting diameter maximum

@) Seat size code

For inserts, see pages: HFP-IQ (87)

cHamI(briL

700 LINE OAL.

DFN A-3D-1Q T ‘ Ls —=] m A{i

Exchangeable Head Drills with — | y I f

Flat Shank and Internal Coolant DGN-DCX k7 % [ 1 bconmss DF

Holes. Driling Depth: 3xD ' \ ~ 1| — |

L

DCN( DCX@  DCONMS DF LU LPR PL LS OAL SSCh) i
DFN 330-099-32A-3D-1Q 33.00 33.90 32.00 42.00 99.0 137.0 7.330 60.0 197.00 330  KDFN 30-40
DFN 340-102-32A-3D-1Q 34.00 34.90 32.00 42.00 102.0 141.2 7.620 60.0 201.20 34.0 K DFN 30-40
DFN 350-105-32A-3D-1Q 35.00 35.90 32.00 42.00 106.0 1453 7.650 60.0 205.30 360  KDFN 30-40
DFN 360-108-32A-3D-1Q 36.00 36.90 32.00 42.00 108.0 149.5 8.150 60.0 209.50 36.0 K DFN 30-40
DFN 370-111-32A-3D-1Q 37.00 37.90 32.00 42.00 111.0 153.6 8.040 60.0 213.60 37.0  KDFN 30-40
DFN 380-114-32A-3D-IQ 38.00 38.90 32.00 42.00 114.0 157.8 8.200 60.0 217.80 380  KDFN 30-40
DFN 390-117-32A-3D-1Q 39.00 40.00 32.00 42.00 117.0 161.9 8.430 60.0 221.90 39.0  KDFN 30-40

¢ Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 89-91

() Cutting diameter minimum

@) Cutting diameter maximum

3 Seat size code

For inserts, see pages: HFP-IQ (87)

cHamI(brL

700 LINE OAL.

DFN A-5D-1Q LPR s — Fﬂ r

Exchangeable Head Drills with L |

L = * !
Flat Shan_kland Internal Coolant DCN-DCX k7 DCONMShe DF
Holes. Driling Depth: 5xD ¥ \ B { |

e A

DCN®  DCX® DCONMS  DF L LPR PL LS OAL  SSC® o

DFN 330-165-32A-5D-1Q 33.00 33.90 32.00 42.00 165.0 203.0 7.330 60.0 263.00 330  KDFN 30-40
DFN 340-170-32A-5D-1Q 34.00 34.90 32.00 42.00 170.0 209.2 7.620 60.0 269.20 340  KDFN 30-40
DFN 350-175-32A-5D-1Q 35.00 35.90 32.00 42.00 175.0 21563 7.650 60.0 275.30 360  KDFN 30-40
DFN 360-180-32A-5D-I1Q 36.00 36.90 32.00 42.00 180.0 2215 8.150 60.0 281.50 360  KDFN 30-40
DFN 370-185-32A-5D-1Q 37.00 37.90 32.00 42.00 185.0 2276 8.040 60.0 287.60 3870  KDFN 30-40
DFN 380-190-32A-5D-IQ 38.00 38.90 32.00 42.00 190.0 233.8 8.200 60.0 293.80 380  KDFN 30-40
DFN 390-195-32A-5D-1Q 39.00 40.00 32.00 42.00 195.0 239.9 8.430 60.0 299.90 390  KDFN 30-40

* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 89-91
() Cutting diameter minimum

(2 Cutting diameter maximum

() Seat size code

For inserts, see pages: HFP-IQ (87)

ISCAR
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700 LINE

DFN A-8D-IQ OAL
Exchangeable Head Drills with LU i s —

Flat Shank and Internal Coolant ¥ | ‘ t
Holes. Drilling Depth: 8xD DCN;DCX k7 m\ \@ﬂl DCONMShs [iF

e

DCN®  DCX® DCONMS  DF L LPR PL LS OAL $SCO i

DFN 330-264-32A-8D-1Q 33.00 33.90 32.00 42.00 264.0 302.0 7.330 60.0 362.00 33.0 KDFN 30-40
DFN 340-272-32A-8D-1Q 34.00 34.90 32.00 42.00 272.0 311.2 7.620 60.0 371.20 34.0 K DFN 30-40
DFN 350-280-32A-8D-1Q 35.00 35.90 32.00 42.00 280.0 320.3 7.650 60.0 380.30 35.0 KDFN 30-40
DFN 360-288-32A-8D-1Q 36.00 36.90 32.00 42.00 288.0 329.5 8.150 60.0 389.50 36.0 K DFN 30-40
DFN 370-296-32A-8D-1Q 37.00 37.90 32.00 42.00 296.0 338.6 8.040 60.0 398.60 37.0 KDFN 30-40
DFN 380-304-32A-8D-1Q 38.00 38.90 32.00 42.00 304.0 347.8 8.200 60.0 407.80 38.0 K DFN 30-40
DFN 390-312-32A-8D-IQ 39.00 40.00 32.00 42.00 312.0 356.9 8.430 60.0 416.90 39.0 KDFN 30-40

* Do not mount smaller drilling heads other than the specified range of the drill body e For user guide and cutting conditions, see pages 89-91

() Cutting diameter minimum

(2 Cutting diameter maximum

() Seat size code

For inserts, see pages: HFP-IQ (87)

o
—
—
0
a
LLI
—J
g
LLI
a
Z

HFP-IQ

Exchangeable DFN Drill Heads
for Carbon and Alloy Steel
(ISO P) and Cast Iron (ISO K)

cHamI(briLL
f il

Dimensions

8
Designation DC LPR LF SSci KCH <
HFP 330-1Q 33.00 18.50 11.2 33.0 30.0 °
HFP 331-1Q 33.10 18.50 1.2 33.0 30.0 °
HFP 332-1Q 33.20 18.50 11.2 33.0 30.0 o
HFP 333-1Q 33.30 18.50 11.2 33.0 30.0 o
HFP 334-1Q 33.40 18.50 11.2 33.0 30.0 o
HFP 335-1Q 33.50 18.50 11.2 33.0 30.0 o
HFP 339-1Q 33.90 18.50 11.2 33.0 30.0 o
HFP 340-1Q 34.00 19.70 1241 34.0 30.0 °
HFP 343-1Q 34.30 19.70 121 34.0 30.0 o
HFP 345-1Q 34.50 19.70 121 34.0 30.0 o
HFP 349-1Q 34.90 19.70 1241 34.0 30.0 o
HFP 350-1Q 35.00 19.70 121 35.0 30.0 o
HFP 355-1Q 36.50 19.70 121 35.0 30.0 [
HFP 360-1Q 36.00 20.80 12.7 36.0 30.0 o
HFP 362-1Q 36.20 20.80 12.7 36.0 30.0 o
HFP 364-1Q 36.40 20.80 12.7 36.0 30.0 o
HFP 365-1Q 36.50 20.80 12.7 36.0 30.0 o
HFP 370-1Q 37.00 20.80 12.8 37.0 30.0 o
HFP 375-1Q 37.50 20.80 12.8 37.0 30.0 ()
HFP 380-1Q 38.00 22.00 13.8 38.0 30.0 °
HFP 381-1Q 38.10 22.00 13.8 38.0 30.0 o
HFP 385-1Q 38.50 22.00 13.8 38.0 30.0 o
HFP 390-1Q 39.00 22.00 13.6 39.0 30.0 o
HFP 392-1Q 39.20 22.00 13.6 39.0 30.0 o
HFP 395-1Q 39.50 22.00 13.6 39.0 30.0 ()
HFP 397-1Q 39.70 22.00 13.6 39.0 30.0 °
HFP 400-1Q 40.00 23.00 14.4 39.0 30.0 o

e Advance self centering, and high surface finish e Intermediate sizes can be supplied on request e For user guide and cutting conditions, see pages 89-91
() Seat size code
For tools, see pages: DFN A-1.5D-IQ (86) ® DFN A-3D-IQ (86) ® DFN A-5D-IQ (86) ® DFN A-8D-IQ (87) ® MD-DFN-HEAD (82)

Member IMC Group
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SSN IFP-1Q (A

_| Exchangeable DFN Drill Heads for

=1 Machining ISO P, ISO M and High bo e sle

m Temp. Alloys (ISO S) Materials

D U j LF

LPR =

LLJ

EI Dimensions

2 §

LLI W pesignation DC LPR LF ssct SIG S

(O § FP330-0 33,00 1850 1348 8 140 .

Z IFP 332-1Q 33.20 18.50 13.45 88 140 o

“— IFP 335-1Q 33.50 1850 1341 33 140 o
IFP 340-1Q 34.00 19.70 14,53 34 140 °
IFP 345-1Q 34.50 19.70 14.46 34 140 o
IFP 350-1Q 35.00 19.70 14.38 35 140 o
IFP 355-1Q 35.50 19.70 14.30 35 140 [
IFP 360-1Q 36.00 20.80 15.33 36 140 [
IFP 362-1Q 36.20 20.80 15.30 36 140 °
IFP 370-1Q 37.00 20.80 15.18 37 140 [
IFP 375-1Q 37.50 20.80 15.10 37 140 o
IFP 380-1Q 38.00 22.00 16.22 38 140 [
IFP 385-1Q 38.50 22,00 16.15 38 140 °
IFP 390-1Q 39.00 22,00 16.07 39 140 o
IFP 392-1Q 39.20 22.00 16.04 39 140 °
IFP 395-1Q 39.50 22.00 16.00 39 140 °
IFP 400-1Q 40.00 22,00 15.92 40 140 [

¢ Intermediate sizes can be supplied on request e For user guide and cutting conditions, see pages 89-91
M) Seat size code
For tools, see pages: DFN A-1.5D-IQ (86) ®* DFN A-3D-IQ (86) ® DFN A-5D-IQ (86) ® DFN A-8D-IQ (87) ® MD-DFN-HEAD (82)
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Insert Clamping Instructions

|
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—
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Exiting inclined surface
Up to 7°, reduce feed by 50-70% during exiting

Entering inclined surface
Upto 7°

Boring
Not possible

Cross hole
Maximum cross hole diameter must be % of drill diameter

Stacked plates
Requires a rigid clamping

( Chamber
j Reduce feed by 50-70%, maximum depth 3XD

Convex
The radius of the penetration surface must be 4X the
CHAMIQDRILL head @D. Short pre-hole is needed

Concave
Spot facing operation is needed before drilling

Member IMC Group
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cHami(briLL

700 LINE

Cutting Condition Recommendations

CHAMIQDRILL

USER GUIDE

Indication of Drill Head Wear

Feed vs. Drill Diameter

Wear Limit

Mtl. No. V m/min
D=33.0-40.0

mm/rev

=y

80-110-140
80-105-130
80-100-120 0.30 0.40 0.50
70-90-110

50-70-90

0.2-0.3

Diameter Change

80-100-120

70-90-110
0.30 0.40 0.50
50-70-90

2
3
4
5
6
7
8
9

40-55-70

50-70-90
0.250.30 0.35
40-60-80

90-125-160
80-110-140
90-135-180
0.40 0.50 0.60
80-110-140
90-125-160

80-110-140

@ > D nominal + 0.15 mm

D nominal

@ < D nominal - 0.03 mm

Power Restriction

Il Recommended cutiing data

Flow Rate vs. Pressure and Drill Diameter

(1)
P Px1.257

Pressure (bar) FI_ow Rgte
Drill Diameter (mm) (liter/min)

20 60

20 60

20 60

20 60

20 60

20 70

20 70

20 70

) New drilling head
(2 Worn-out drilling head

Surface Finish Declines

Achievable Hole Tolerances

5xD Drills
Alloy and Carbon Steel and Cast Iron

Hole Geome